1011.5 Externally illuminated exit signs. Externally illumi-
nated exit signs shall comply with Sections 1011.5.1 through
1011.5.3.

1011.5.1 Graphics. Every exit sign and directional exit sign
shall have plainly legible letters not less than 6 inches (152
mm) high with the principal strokes of the letters not less
than 0.75 inch (19.1 mm) wide. The word “EXIT” shall
have letters having a width not less than 2 inches (51 mm)
wide, except the letter “I,” and the minimum spacing
between letters shall not be less than 0.375 inch (9.5 mm).
Signs larger than the minimum established in this section
shall have letter widths, strokes and spacing in proportion to
their height.

The word “EXIT” shall be in high contrast with the back-
ground and shall be clearly discernible when the means of
exit sign illumination is or is not energized. If a chevron
directional indicator is provided as part of the exit sign, the
construction shall be such that the direction of the chevron
directional indicator cannot be readily changed.

1011.5.2 Exit sign illumination. The face of an exit sign
illuminated from an external source shall have an intensity
of not less than 5 foot-candles (54 lux).

1011.5.3 Power source. Exit signs shall be illuminated at
all times. To ensure continued illumination for a duration of
not less than 90 minutes in case of primary power loss, the
sign illumination means shall be connected to an emergency
power system provided from storage batteries, unit equip-
ment or an on-site generator. The installation of the emer-
gency power system shall be in accordance with Section
2702.

Exception: Approved exit sign illumination means that
provide continuous illumination independent of external
power sources for a duration of not less than 90 minutes,
in case of primary power loss, are not required to be con-
nected to an emergency electrical system.

1011.6 Floor-level exit signs. Where exit signs are required by
Chapter 10, additional approved low-level exit signs, which
are internally or externally illuminated photoluminescent or
self-luminous, shall be provided in all interior corridors of
Group A occupancies, Group I occupancies and in all interior
rated exit corridors serving guest rooms of hotels in Group R,
Division 1 occupancies.

Exceptions:

1. Group A occupancies that are protected throughout
by an approved supervised fire sprinkler system.

2. Group I occupancies which are provided with smoke
barriers constructed in accordance with Section
407 4.

3. Group I, Division 3 occupancies.

The bottom of the sign shall not be less than 6 inches (152
mm) or more than 8 inches (203 mm) above the floor level and
shall indicate the path of exit travel. For exit and exit-access
doors, the sign shall be on the door or adjacent to the door with
the closest edge of the sign or marker within 4 inches (102 mm)
of the door frame.

Note: Pursuant to Health and Safety Code Section 13143,
this California amendment applies to all newly constructed
buildings or structures subject to this section for which a
building permit is issued (or construction commenced,
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2. Within a dwelling unit, the use of a volute, turnout or
starting easing is allowed on the lowest tread.

3. Handrail brackets or balusters attached to the bottom
surface of the handrail that do not project horizontally
beyond the sides of the handrail within 1.5 inches (38
mm) of the bottom of the handrail shall not be consid-
ered obstructions. For each 0.5 inch (12.7 mm) of ad-
ditional handrail perimeter dimension above 4 inches
(102 mm), the vertical clearance dimension of 1.5
inches (38 mm) shall be permitted to be reduced by
0.125 inch (3 mm).

1012.5 Handrail extensions. Handrails shall return to a wall,
guard or the walking surface or shall be continuous to the hand-
rail of an adjacent stair flight or ramp run. At stairways where
handrails are not continuous between flights, the handrails
shall extend horizontally at least 12 inches (305 mm) beyond
the top riser and continue to slope for the depth of one tread
beyond the bottom riser. At ramps where handrails are not con-
tinuous between runs, the handrails shall extend horizontally
above the landing 12 inches (305 mm) minimum beyond the
top and bottom of ramp runs.

Exceptions:

1. Handrails within a dwelling unit that is not required to
be accessible need extend only from the top riser to
the bottom riser.

2. Aisle handrails in Group A occupancies in accor-
dance with Section 1025.13.

1012.6 Clearance. Clear space between a handrail and a wall
or other surface shall be a minimum of 1.5 inches (38 mm). A
handrail and a wall or other surface adjacent to the handrail
shall be free of any sharp or abrasive elements.

1012.7 Projections. On ramps, the clear width between hand-
rails shall be 36 inches (914 mm) minimum. Projections into
the required width of stairways and ramps at each handrail shall
not exceed 4.5 inches (114 mm) at or below the handrail height.
Projections into the required width shall not be limited above
the minimum headroom height required in Section 1009.2.

In Group I-2 occupancy, on ramps and stairways used for
the movement of bed and litter patients, the clear width
between handrails shall be 44 inches (1118 mm) minimum.

1012.8 Intermediate handrails. Stairways shall have inter-
mediate handrails located in such a manner that all portions of
the stairway width required for egress capacity are within 30
inches (762 mm) of a handrail. On monumental stairs, hand-
rails shall be located along the most direct path of egress travel.

SECTION 1013
GUARDS

1013.1 Where required. Guards shall be located along
open-sided walking surfaces, mezzanines, industrial equip-
ment platforms, stairways, ramps and landings that are located
more than 30 inches (762 mm) above the floor or grade below.
Guards shall be adequate in strength and attachment in accor-
dance with Section 1607.7. Where glass is used to provide a
guard or as a portion of the guard system, the guard shall also
comply with Section 2407. Guards shall also be located along
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glazed sides of stairways, ramps and landings that are located
more than 30 inches (762 mm) above the floor or grade below
where the glazing provided does not meet the strength and
attachment requirements in Section 1607.7.

Exception: Guards are not required for the following loca-
tions:

1. On the loading side of loading docks or piers.

2. On the audience side of stages and raised platforms,
including steps leading up to the stage and raised plat-
forms.

3. On raised stage and platform floor areas, such as run-
ways, ramps and side stages used for entertainment or
presentations.

4. Atvertical openings in the performance area of stages
and platforms.

5. At elevated walking surfaces appurtenant to stages
and platforms for access to and utilization of special
lighting or equipment.

6. Along vehicle service pits not accessible to the public.

7. In assembly seating where guards in accordance with
Section 1025.14 are permitted and provided.

1013.2 Height. Guards shall form a protective barrier not less
than 42 inches (1067 mm) high, measured vertically above the
leading edge of the tread, adjacent walking surface or adjacent
seatboard.

Exceptions:

1. For occupancies in Group R-3, and within individual
dwelling units in occupancies in Group R-2, guards
whose top rail also serves as a handrail shall have a
height not less than 34 inches (864 mm) and not more
than 38 inches (965 mm) measured vertically from the
leading edge of the stair tread nosing.

2. The heightin assembly seating areas shall be in accor-
dance with Section 1025.14.

1013.3 Opening limitations. Open guards shall have balusters
or ornamental patterns such that a 4-inch-diameter (102 mm)
sphere cannot pass through any opening.

Exceptions:

1. The triangular openings formed by the riser, tread and
bottom rail at the open side of a stairway shall be of a
maximum size such that a sphere of 6 inches (152
mm) in diameter cannot pass through the opening.

2. Atelevated walking surfaces for access to and use of
electrical, mechanical or plumbing systems or equip-
ment, guards shall have balusters or be of solid mate-
rials such that a sphere with a diameter of 21 inches
(533 mm) cannot pass through any opening.

3. In areas that are not open to the public within occu-
pancies in Group I-3, F, H or S, balusters, horizontal
intermediate rails or other construction shall not per-
mit a sphere with a diameter of 21 inches (533 mm) to
pass through any opening.

4. In assembly seating areas, guards at the end of aisles
where they terminate at a fascia of boxes, balconies
and galleries shall have balusters or ornamental pat-
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terns such that a 4-inch-diameter (102 mm) sphere
cannot pass through any opening up to a height of 26
inches (660 mm). From a height of 26 inches (660
mm) to 42 inches (1067 mm) above the adjacent
walking surfaces, a sphere 8 inches (203 mm) in
diameter shall not pass.

5. Within individual dwelling units and sleeping units in
Group R-2 and R-3 occupancies, openings for re-
quired guards on the sides of stair treads shall not al-
low a sphere of 4.375 inches (111 mm) to pass
through.

(TEXT CONTINUES ON PAGE 313)
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the California Code of Regulations (CCR), Title 24, Part
1, Articles 2, 3 and 4. Refer to CCR Title 24, Part 12,
Chapters 12-11A and B, for building and facility access
specifications for product approval for detectable warn-
ing products and directional surfaces.

Detectable warning products and directional surfaces
installed after January 1, 2001, shall be evaluated by an
independent entity, selected by the Department of Gen-
eral Services, Division of the State Architect—Access
Compliance, for all occupancies, including transporta-
tion and other outdoor environments, except that when
products and surfaces are for use in residential housing,
evaluation shall be in consultation with the Department
of Housing and Community Development. See Govern-
ment Code Section 4460.

8. Obstructions. Curb ramps shall be located or protected
to prevent their obstruction by parked vehicles.

9. Diagonal curb ramps. If diagonal (or corner-type) curb
ramps have returned curbs or other well-defined edges,
such edges shall be parallel to the direction of pedestrian
Sflow. The bottom of diagonal curb ramps shall have 48
inches (1219 mm) minimum clear space as shown in Fig-
ures 11B-22(c) and (d). If diagonal curb ramps are pro-
vided at marked crossings, the 48-inch (1219 mm) clear
space shall be within the markings [see Figures
11B-22(c) and (d)]. If diagonal curb ramps have flared
sides, they shall also have at least a 24 inch (610 mm)
long segment of straight curb located on each side of the
curb ramp and within the marked crossing [see Figure

11B-22 (¢)].
Notes:

1. For additional curb details, see Figures
11B-19A and 11B-19B.

2. Ifthe distance from the curb to the back of side-
walk is too short to accommodate a ramp and a
4-foot (1219 mm) platform as in Figure
11B-20A, Case A, the sidewalk may be de-
pressed longitudinally as in Figure 11B-20A,
Case B, or Figure 11B-20B, Case C, or may be
widened as in Figure 11B-20B, Case D.

3. If the sidewalk is less than 5 feet (1524 mm)
wide, the full width of the sidewalk shall be de-
pressed as shown in Figure 1 1B-20B, Case C.

4. Asan alternate to Figure 11B-20A, Case A, one
ramp may be placed in the center of the curb re-
turn as in Figure 11B-20C, Case E.

5. When a ramp is located in the center of a curb
return, the crosswalk configuration must be
similar to that shown on the plan to accommo-
date wheelchairs. See Figure 11B-22.

6. If the planting area width is equal to or greater
than the ramp length, the ramp side slope dis-
tance equals 3 feet (914 mm). See Figure
11B-20D, Case G.

7. For Figure 11B-20C, Case F, and Figure
11B-20D, Case G, the longitudinal portion of
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the sidewalk may need to be depressed as
shown in Figure 11B-20A, Case B.

8. Iflocated on a curve, the sides of the ramp need
not be parallel, but the minimum width of the
ramp shall be 4 feet (1219 mm).

9. The ramp shall have a 12-inch-wide (305 mm)
border with '/,inch (6 mm) grooves approxi-
mately /,inch (19 mm) on center. See grooving
detail, Figure 11B-20D, Case H.

SECTION 11288
PEDESTRIAN GRADE SEPARATIONS
(OVERPASSES AND UNDERPASSES)

Pedestrian ramps on pedestrian grade separations shall
comply with the requirements of Section 1133B.5 for ramps.

Cross slopes of walking surfaces shall be the minimum pos-
sible and shall not exceed '/, inch (6 mm) per foot
(2.083-percent gradient). The slope of any appreciably warped
walking surface shall not exceed one unit vertical in 12 units
horizontal (8.33-percent slope) in any direction. Where pedes-
trian grade separations cross streets or other vehicular traffic
ways, and where a street level crossing can reasonably and
safely be used by persons with physical disabilities, there shall
be provided conforming curb ramps and a usable pathway.

Exceptions:

1. When the grade differential of the walking surface of a
pedestrian grade separation exceeds 14 feet (4267
mm) due to required height clearance and grade con-
ditions, and the enforcing agency finds that because
of right-of-way restrictions, topography or natural
barriers, wheelchair accessibility or equivalent facil-
itation would create an unreasonable hardship, such
accessibility need not be provided. However, the re-
quirements in these regulations relating to other types
of mobility shall be complied with.

2. For existing facilities, this section shall not apply
where, due to legal or physical constraints, the site of
the project will not allow compliance with these regu-
lations or equivalent facilitation without creating an
unreasonable hardship. See Section 109.1.5.

SECTION 1129B
ACCESSIBLE PARKING REQUIRED

1129B.1 General. Each lot or parking structure where parking
is provided for the public as clients, guests or employees, shall
provide accessible parking as required by this section. Accessi-
ble parking spaces serving a particular building shall be
located on the shortest accessible route of travel (complying
with Section 1114B.1.2) from adjacent parking to an accessi-
ble entrance. In parking facilities that do not serve a particular
building, accessible parking shall be located on the shortest
accessible route of travel to an accessible pedestrian entrance
of the parking facility. In buildings with multiple accessible
entrances with adjacent parking, accessible parking spaces
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shall be dispersed and located closest to the accessible
entrances. Table 11B-6 establishes the number of accessible
parking spaces required.

1129B.2 Medical care outpatient facilities. At facilities pro-
viding medical care and other services for persons with mobil-
ity impairments, parking spaces complying with this section
shall be provided in accordance with Table 11B-6 except as fol-
lows:

1. Outpatient units and facilities. Ten percent of the total
number of parking spaces provided shall serve each such
outpatient unit or facility.

2. Units and facilities that specialize in treatment or ser-
vices for persons with mobility impairments. Twenty
percent of the total number of parking spaces provided
shall serve each such unit or facility.

TABLE 11B-6
SPACES REQUIRED

Establishes the number of accessible parking spaces required.

TOTAL NUMBER OF PARKING MINIMUM REQUIRED
SPACES IN LOT OR GARAGE NUMBER OF SPACES

1-25 1
26-50
51-75
76-100
101-150
151-200
201-300
301-400
401-500
501-1,000
1,001 and over

O 0 9 N R W

*
*

* Two percent of total.
** Twenty plus one for each 100, or fraction over 1,001.

1129B.3 Parking space size. Accessible parking spaces shall
be located as near as practical to a primary entrance and shall
be sized as follows:

1. Dimensions. Where single spaces are provided, they
shall be 14 feet (4267 mm) wide and lined to provide a
9-foot (2743 mm) parking area and a 5-foot (1524 mm)
loading and unloading access aisle on the passenger
side of the vehicle. When more than one space is provided
in lieu of providing a 14-foot-wide (4267 mm) space for
each parking space, two spaces can be provided within a
23-foot-wide (7010 mm) area lined to provide a 9-foot
(2743 mm) parking area on each side of a 5-foot (1524
mm) loading and unloading access aisle in the center.
The loading and unloading access aisle shall be marked
by a border painted blue. Within the blue border, hatched
lines a maximum of 36 inches (914 mm) on center shall
be painted a color contrasting with the parking surface,
preferably blue or white. See Figure 11B-18A. Parking
access aisles shall be part of an accessible route of travel
(complying with Section 1114B.1.2) to the building or fa-
cility entrance. Parked vehicle overhangs shall not re-

duce the clear width of an accessible route. The minimum
length of each parking space, shall be 18 feet (5486 mm).
The words “NO PARKING” shall be painted on the
ground within each 5-foot (1524 mm) loading and un-
loading access aisle. This notice shall be painted in white
letters no less than 12 inches (305 mm) high and located
so that it is visible to traffic enforcement officials. See
Figures 11B-18A, 11B-18B and 11B-18C.

. Van space(s). One in every eight accessible spaces, but

not less than one, shall be served by a loading and un-
loading access aisle 96 inches (2438 mm) wide minimum
placed on the side opposite the driver’s side when the ve-
hicle is going forward into the parking space and shall be
designated van accessible as required by Section
1129B.4. All such spaces may be grouped on one level of
a parking structure. The loading and unloading access
aisle shall be marked by a border painted blue. Within
the blue border, hatched lines a maximum of 36 inches
(914 mm) on center shall be painted a color contrasting
with the parking surface, preferably blue or white. The
words “NO PARKING” shall be painted on the ground
within each 8-foot (2438 mm) loading and unloading ac-
cess aisle. This notice shall be painted in white letters no
less than 12 inches (305 mm) high and located so that it is
visible to traffic enforcement officials. See Figures
11B-18A, 11B-18B and 11B-18C.

. Arrangement of parking space. In each parking area, a

bumper or curb shall be provided and located to prevent
encroachment of cars over the required width of walk-
ways. Also, the space shall be so located that persons
with disabilities are not compelled to wheel or walk be-
hind parked cars other than their own. Pedestrian ways
which are accessible to persons with disabilities shall be
provided from each such parking space to related facili-
ties, including curb cuts or ramps as needed. Ramps
shall not encroach into any accessible parking space or
the adjacent access aisle. The maximum cross slope in
any direction of an accessible parking space and adja-
cent access aisle shall not exceed 2 percent.

Exceptions: See Figures 11B-18A through 11B-18C.

1. Where the enforcing agency determines that
compliance with any regulation of this section
would create an unreasonable hardship, a vari-
ance or waiver may be granted when equivalent
facilitation is provided.

2. Parking spaces may be provided which would
require a person with a disability to wheel or
walk behind other than accessible parking
spaces when the enforcing agency determines
that compliance with these regulations or pro-
viding equivalent facilitation would create an
unreasonable hardship. See Section 109.1.5.

. Slope of parking space. Surface slopes of accessible

parking spaces shall be the minimum possible and shall
not exceed one unit vertical to 50 units horizontal
(2-percent slope) in any direction.

1129B.4 Identification of parking spaces for off-street park-
ing facilities. Each parking space reserved for persons with
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disabilities shall be identified by a reflectorized sign perma-
nently posted immediately adjacent to and visible from each
stall or space, consisting of the International Symbol of Acces-
sibility in white on a dark blue background. The sign shall not
be smaller than 70 square inches (4516 mm?) in area and, when
in a path of travel, shall be posted at a minimum height of 80
inches (2032 mm) from the bottom of the sign to the parking
space finished grade. Signs may also be centered on the wall at
the interior end of the parking space. An additional sign or
additional language below the symbol of accessibility shall
state “Minimum Fine $250.” Spaces complying with Section
1129B.3, Item 2 shall have an additional sign stating
“Van-Accessible” mounted below the symbol of accessibility.
Signs identifying accessible parking spaces shall be located so
they cannot be obscured by a vehicle parked in the space.

An additional sign shall also be posted in a conspicuous
place at each entrance to off-street parking facilities, or imme-
diately adjacent to and visible from each stall or space. The
sign shall not be less than 17 inches by 22 inches (432 mm by
559 mm) in size with lettering not less than 1 inch (25 mm) in
height, which clearly and conspicuously states the following:

“Unauthorized vehicles parked in designated accessible
spaces not displaying distinguishing placards or license
plates issued for persons with disabilities may be towed
away at owner’s expense. Towed vehicles may be reclaimed
at or by tele-
phoning 7

Blank spaces are to be filled in with appropriate information
as a permanent part of the sign.

In addition to the above requirements, the surface of each
accessible parking space or stall shall have a surface identifi-
cation duplicating either of the following schemes:

1. By outlining or painting the stall or space in blue and
outlining on the ground in the stall or space in white or
suitable contrasting color a profile view depicting a
wheelchair with occupant; or

2. Byoutlining a profile view of a wheelchair with occupant
in white on blue background. The profile view shall be lo-
cated so that it is visible to a traffic enforcement officer
when a vehicle is properly parked in the space and shall
be 36 inches high by 36 inches wide (914 mm by 914
mm). See Figures 11B-18A through 11B-18C.

SECTION 11308
PARKING STRUCTURES

All entrances to and vertical clearances within parking
structures shall have a minimum vertical clearance of 8 feet 2
inches (2489 mm) where required for accessibility to accessi-
ble parking spaces.

Exceptions:

1. Where the enforcing agency determines that compli-
ance with Section 1130B would create an unreason-
able hardship, an exception may be granted when
equivalent facilitation is provided.
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2. This section shall not apply to existing buildings
where the enforcing agency determines that, due to le-
gal or physical constraints, compliance with these
regulations or equivalent facilitation would create an
unreasonable hardship. See Section 109.1.5.

SECTION 1131B
PASSENGER DROP-OFF AND LOADING ZONES

1131B.1 Location. When provided, passenger drop-off and
loading zones shall be located on an accessible route of travel
(complying with Section 1114B.1.2) and shall comply with
1131B.2.

1131B.2 Passenger loading zones.

1. General. Where provided, one passenger drop-off and
loading zone shall provide an access aisle at least 60
inches (1524 mm) wide and 20 feet (6096 mm) long adja-
cent and parallel to the vehicle pull-up space. Vehicle
standing spaces and access aisles shall be level with sur-
face slopes not exceeding 1:50 (2 percent) in all direc-
tions. If there are curbs between the access aisle and the
vehicle pull-up space, a curb ramp shall be provided.
Each passenger drop-off and loading zone designed for
persons with disabilities shall be identified by a
reflectorized sign, complying with Section 1117B.5.1,
Items 2 and 3, permanently posted immediately adjacent
to and visible from the passenger drop-off or loading
zone stating “Passenger Loading Zone Only” and in-
cluding the International Symbol of Accessibility, in
white on a dark blue background.

2. Vertical clearance. Provide minimum vertical clearance
of 114 inches (2896 mm) at accessible passenger loading
zones and along at least one vehicle access route to such
areas from site entrances and exits.

1131B.3 Valet parking. Valet parking facilities shall provide a
passenger loading zone complying with Section 1131B.2
above and shall be located on an accessible route of travel
(complying with Section 1114B.1.2) to the entrance of the facil-
ity. The parking space requirements of Sections 1129B through
1130B apply to facilities with valet parking.

1131B.4 Bus stop pads and shelters. See Section 1121B.2.1.

SECTION 1132B
OUTDOOR OCCUPANCIES

1132B.1 General. Outdoor occupancies shall be accessible as
required in this chapter. See also the general requirements in
Section 1114B.1.1.

1132B.2 Parks and recreational areas. The following parks
and recreational areas shall comply with these regulations.

Exceptions:

1. In existing buildings, when the enforcing agency de-
termines that compliance would create an unreason-
able hardship, a variance shall be granted when
equivalent facilitation is provided.
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2. Where the enforcing agency finds that, in specific ar-
eas, the natural environment would be materially
damaged by compliance with these regulations, such
areas shall be subject to these regulations only to the
extent that such material damage would not occur.

3. Automobile access shall not be provided or paths of
travel shall not be made accessible when the enforc-
ing agency determines that compliance with these
regulations would create an unreasonable hardship.

. Campsites. Campsites, a minimum of two and no fewer

than three for each 100 campsites provided, shall be ac-
cessible by a level path or ramp and shall have travel
routes with slopes not exceeding one unit vertical in 12
units horizontal (8.33-percent slope) to sanitary facili-
ties. Permanent sanitary facilities serving campgrounds
shall be accessible to wheelchair occupants.

. Beaches, picnic areas. Beaches, picnic areas, day-use

areas, vista points and similar areas shall be accessible.

. Sanitary facilities. Sanitary facilities, to the extent that

such facilities are provided, each public use area that is
accessible to wheelchair occupants by automobile,
walks or other paths of travel.

. Boat docks. Boat docks, fishing piers, etc., shall be ac-

cessible.

. Parking lots. Parking lots shall be provided with accessi-

ble parking spaces and with curb cuts leading to all adja-
cent walks, paths or trails.

. Trails and paths. Trails, paths and nature walk areas, or

portions of these, shall be constructed with gradients
which will permit at least partial use by wheelchair occu-
pants. Hard surface paths or walks shall be provided to
serve buildings and other functional areas.

. Nature trails. Nature trails and similar educational and

informational areas shall be accessible to the blind by
the provision of rope guidelines, raised Arabic numerals
and symbols for identification, information signs and re-
lated guide and assistance devices.

For museums, orientation buildings, visitor centers, office
buildings, retail stores, restaurants, etc., and sanitary facilities
serving these uses, see Sections 1104B through 1111B and sec-
tions listed in Section 1114B.1.1.

1132B.3 Highway rest areas. The specific standards of acces-
sibility for highway rest areas and similar facilities shall be as
follows in Section 1132B.3.1, subject to other provisions in
these regulations.

1132B.3.1 Permanent facilities. At least one kind of perma-
nent functional area or facility, as applicable, shall be
accessible to persons with disabilities, including:
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1. A sanitary facility for each sex.

2. At least one picnic table and one additional table for
each 20 tables, or fraction thereof provided.

3. Information and display areas.
4. Drinking fountains.

5. At least one parking space.
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6. Curb ramps conforming to Section 1127B.5 shall be
provided at pedestrian ways where appropriate.
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36" MIN.
CLEAR PASSAGE

34" MAX.

FIGURE 11B-16—FOOD SERVICE LINES

46" MAX.
54" MAX. WITH NO

OBSTRUCTION TO
REACH OVER

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
FOR BUILDING DESIGN AND CONSTRUCTION.

FIGURE 11B-17—TABLEWARE AREAS
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PEDESTRIAN ROUTE 70 SQ INCH
ACCESSIBILITY SIGN
PER SECTION 1129B.4

I % =
—a — WHEEL STOP
LOADING AND UNLOADING
ACCESS AISLE BORDER
PAINTED BLUE
= STRIPES AT 36" MAXIMUM
= ON CENTER PAINTED
S A COLOR CONTRASTING
e WITH THE PARKING
SURFACE, PREFERABLY
BLUE OR WHITE
NO TYPICAL PAVEMENT
E‘ PARKING E\‘ SYMBOL PER
i b SECTION 1129B.4
| | / | |<— DIMENSION TO
! . ' ' . ' CENTERLINE
1L 90" MIN 1L 1L 9-0" MIN 1L OF STRIPE
WITHIN THE LOADING 50" MINIMUM AT TYPICAL
& UNLOADING ACCESS ACCESSIBLE PARKING STALL
AISLE PAINT THE WORDS 8-0" MINIMUM AT VAN
"NO PARKING" IN 12" HIGH ACCESSIBLE PARKING STALL
MINIMUM WHITE LETTERS

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
FOR BUILDING DESIGN AND CONSTRUCTION

FIGURE 11B-18A—DOUBLE PARKING STALLS
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70 SQINCH
ACCESSIBILITY SIGN
PER SECTION 1129B.4

PEDESTRIAN ROUTE

WHEEL STOP —_— |

LOADING AND UNLOADING
ACCESS AISLE BORDER
PAINTED BLUE

STRIPES AT 36" MAXIMUM

ON CENTER PAINTED
A COLOR CONTRASTING z
WITH THE PARKING =
SURFACE, PREFERABLY e
BLUE OR WHITE ®
TYPICAL PAVEMENT
SYMBOL PER
SECTION 1129B.4 NO
DIMENSION TO (E\, , | PAR5(|NG
CENTERLINE | 4 |
OF STRIPE | I I
] 9-0" MIN v v
1 1 1
WITHIN THE LOADING [
& UNLOADING ACCESS 50" MINIMUM AT TYPICAL
AISLE PAINT THE WORDS ACCESSIBLE PARKING STALL
"NO PARKING" N 12" HIGH 8-0" MINIMUM AT VAN
MINIMUM WHITE LETTERS ACCESSIBLE PARKING STALL
FIGURE 11B-18B - SINGLE PARKING STALLS
PEDESTRIAN ROUTE
70 SQ INCH
& \/\ & ACCESSIBILITY SIGN
\ PER SECTION 1129B.4
FACE OF CURB
/ \ / WHEEL STOP
LOADING AND UNLOADING
ACCESS AISLE BORDER \
PAINTED BLUE
[{p)
A
STRIPESAT 36" MAXIMUM & \
ON CENTER PAINTED A \
A COLOR CONTRASTING )
WITH THE PARKING kS
SURFACE, PREFERABLY
BLUE OR WHITE \
TYPICAL PAVEMENT Q
SYMBOL PER \ ‘\ \{\\$Q°
SECTION 1129B.4 \ Q}?\ A WITHIN THE LOADING
. S & UNLOADING ACCESS
DIMENSION TO \ XA < AISLE PAINT THE WORDS
CENTERLINE \ xS \ 'NO PARKING" IN 12° HIGH
OF STRIPE MINIMUM WHITE LETTERS

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC
REQUIREMENTS OF THESE REGULATIONS
AND ARE INTENDED ONLY AS AN AID FOR
BUILDING DESIGN AND CONSTRUCTION

5'-0" MINIMUM AT TYPICAL
ACCESSIBLE PARKING STALL

8-0" MINIMUM AT VAN

ACCESSIBLE PARKING STALL

FIGURE 11B-18C - DIAGONAL PARKING STALLS

2007 CALIFORNIA BUILDING CODE

OCTOBER 23, 2008 EMERGENCY SUPPLEMENT

505



ACCESSIBILITY TO PUBLIC BUILDINGS, PUBLIC ACCOMMODATIONS, COMMERCIAL BUILDINGS AND PUBLICLY FUNDED HOUSING

FOR DETECTABLE WARNING
REQUIREMENTS AT CURB RAMPS,

12" MIN. BORDER SEE SECTION 1127B.5, ITEM 7
GROOVES AT 3/4" O.C.

REFER TO GROOVING

DETAIL AND SEC. 1127B.5,ITEM 6

4" DRAIN

CURB AND GUTTER ——*

SIDEWALK

8.33% MAX.
-—

SECTION A-A

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS

OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
FOR BUILDING DESIGN AND CONSTRUCTION.

FIGURE 11B-19A—CURB DETAILS
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HISTORY NOTE APPENDIX
CALIFORNIA BUILDING CODE

Title 24, Part 2, California Code of Regulations (CCR)

For prior history, see the History Note Appendix to the Cali-
fornia Building Code, 2001 Triennial Edition effective Novem-
ber 1, 2002.

1. (BSC 01/06, BSC 06/06, DSA-AC 01/06, DSA-AC 02/06,
DSA-SS 01/06, DSA-SS 02/06, HCD 04/06, OSHPD
02/06, OSHPD 03/06, OSHPD 04/06, SFM 05/06)
Adoption by reference of the 2006 International Building
Code with necessary state amendments and repeal of the
1997 edition of the Uniform Building Code. Filed with the
Secretary of State on February 15, 2007 and effective on
January 1, 2008.

2. (SFM EF 02/07) Amend Chapter 7A, Section 701A.3.2 to
clarify the dates established for State Responsibility Areas
as January 1, 2008 and Local Agency Very-High Fire
Hazard Severity Zones as July 1, 2008 filed with Secretary
of State on September 27, 2007, effective January 1,2008.

3. Erratum to correct editorial errors in Chapter 1, Section
108.2.1.3. Chapter 1, Section 109.1.2.1. Chapter 2,
Definitions - Matrix Adoption Table correction. Chapter 4,
Section 430 - Article reference change. Chapter 5, Table
503. Chapter 5, Section 507.3. Chapter 11A, Section
1110A.2. Chapter 11A, Figure 11A-9D and 11A-9E out of
order. Chapter 11A, Section 1121B.3.1 (8) (a), Chapter
11A, Section 1124A.3.2.1. Chapter 11A, Section 1143A.4.
Chapter 11B, Section 1111B, 1115B.3, 1129B.4,
1133B.4.5.3, 1133B.7.1.3 and Figure 11B-11. Chapter 12,
Matrix Adoption Table. Chapter 12, Section 1250.1 and
1250.4. Chapter 15, Section 1511.1. Chapter 16A, Section
1614A.1.13. Chapter 17A, Section 1714A.5.2. Chapter 18,
Matrix Adoption Tables. Chapter 29, Fixture Table 2902.1.
Chapter 31, Section 3109.4.4.2 through 3109.4.4.8.
Chapter 31A - Clarify reference to Title 8 for provisions.
Chapter 35, NFPA 13-02. Appendix Chapter 1, Section
101.4.2,101.4.5, 102.6 and 103.3.

4. (OSHPD EF 01/07) Amend Chapters 16A, 17A, 18A, 22A,
34 and 34 A to incorporate theASCE 41-06, Seismic
Rehabilitation of Existing Buildings as a referenced
standard. Repeal FEMA 356, relocate necessary
amendments of FEMA 356 into the ASCE 41-06. Amend
by adopting the PTI-2004-4th edition. Incorporation of an
advisory issued by AISG torequire Steel Concentric Braced
Frame (SCBF) based on Hollow Structural Steel Sections
(HSS).

5. (SFM EF 01-08) Amend Title 24, Part 2, Chapters 2,4, 7,9
and 27. Approved as an emergency by the California
Building Standards Commission on May 21, 2008. Filed
with the Secretary of State on May 23, 2008.

2007 CALIFORNIA BUILDING CODE

6. (DSA-AC EF 01-08) Amend Title 24, Part 2, Chapter 11B,
Figure 11B-18A, 11B-18-B and 11B-18C, Accessible
Parking Stalls. Approved as an emergency by the California
Building Standards Commission on May 21, 2008. Filed
with the Secretary of State on June 4, 2008, effective July 1,
2008.

7. (SFM 01-08, 02-08, 03-08, 04-08) Changes without
regulatory effect to Sections 310, 445, 704, 903 and 1011.
Filed with the Secretary of State on July 14, 2008.
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