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STANDBY PERSONNEL
(see also FIRE WATCH) 2404.20

STANDBY POWER SYSTEM 604, 2705.1.5
STANDPIPE SYSTEM, CLASSES OF

Defined 902.1
STANDPIPE, TYPES OF

Defined 902.1
STANDPIPES 905

Buildings under construction/demolition 1413
STATIC PILES

Defined 1902.1
Protection 1908.6

STATIC PROTECTION 3406.5.1.7
STATIONARY LEAD-ACID BATTERY SYSTEMS

(see BATTERY SYSTEM, STATIONARY LEAD
ACID)

STEEL
Defined 202

STILLS, DRY CLEANING 1204.2.4, 1207.1
STORAGE

Aerosol, inside 2804
Attics 315.2.4
Baled combustible fibers 2905
Boiler rooms 315.2.3
Calcium carbide 2607.1
Combustible materials, miscellaneous 315
Compressed gas 3004
Concealed spaces 315.2.4

"-~ Corrosive materials 3104
Cryogenic fluids 3204
Cylinder and container 2605.2
Detached structure 2904.6
Electrical rooms 315.2.3
Exterior, finished lumber 1909
Flammable gases 3504
Flammable solids 3604
Foam 3404.2.9.1.2.1
Fuel oil 603.3
Hazardous materials definition 2702.1, 2704
Hogged material 1907, 1908
In buildings 315.2
Log areas 1906
Loose combustible fibers 2904
LP-gas 3809
Means of egress 315.2.2
Mechanical refrigeration rooms 606.10
Mechanical rooms 315.2.3
Nitrocellulose 2009.4
Organic peroxide 2009.5,3904
Outside 315.3
Oxidizers 4004
Pyrophoric materials 4104
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Pyroxylin (cellulose nitrate) plastics 4204
Semiconductor fabrication facilities 1804
Silane gas 4106.2, 4106.3
Specialty . . . . . . . . . . . . . . . . . . . . . . . . . . . . 231 0
Tank 2009.2
Tire 2505,2509
Under floors 315.2.4
Unstable (reactive) materials 4304
Water-reactive solids and liquids 4404
Wood chips 1907, 1908

STORAGE BATTERY SYSTEMS,
STATIONARY 608

Permit 105.6.5
Room design 608.3
Signs 608.6
Ventilation 608.5
STRAW 2404.5, 2903.4

Waste material 304.1.1
SUMPS.. .' 3406.3.3
SUPERVISING STATION

Defined 902.1
SUPERVISORY SERVICE

Defined 902.1
SUPERVISORY SIGNAL

Defined 902.1
SUPERVISORY SIGNAL-INITIATING DEVICE

Defined 902.1
SYSTEM

Defined 2702.1

T
TANK

Abandonment 3404.2.13, 3404.2.13.1.4
Above-ground 2206.2.2, 2206.2.3,

2206.2.4,2703.2.4.2, 3104.2.1,3404.2.7.3.5.1,
3404.2.9, 3404.2.13.2

Anchoring 3404.2.8.5
Capacity 2205.1.2
Compressed gas 3003.1, 3003.4.2
Construction 3404.2.9.6.1
Defective 2703.2.6.2
Defined 202
Design and construction 2703.2.1,3404.2.7,

3404.2.9.6.1
Diking 3404.2.10.2
Discharge 3404.2.7.5.5.2
Dispensing 3406.2.8, 3406.5.4
Drainage control 2206.5
Empty 2703.2.5, 3404.3.3.4,

3404.4.8
Filling operations 2205.1, 3406.6.1.10
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Inside buildings 2206.2.2, 3404.2.9.4
Installation 2703.2.4,3404.2.7
Lining 3404.2.7.11
Low pressure 3202.1
Maintenance 2003.9
Marking 3406.2.2
Openings 2206.6.2.1,3404.2.7.5, 3404.2.9.6.9
Out of service 2703.2.6.1, 3404.2.13.1.1
Outside buildings 3404.2.9.5
Overfill protection 3404.2.7.5.8,3404.2.9.6.6,

3404.2.11.4, 3406.6.1.5, 3406.8.3, 3406.8.5
Permanent and temporary 3406.2.4
Piping 2206.6.3
Piping, valves and fittings 2206.6.2
Portable 2206.2.5, 3404.3
Preparation for fueling 2210.5.6
Pressure 1509.3,3404.2.7.2
Primary 3402.1
Removal 3404.2.14
Repair, alteration or reconstruction 3404.2.7.6
Security 2206.3
Solvent storage 1207.3
Stationary : 3704.2.2.7.4
Storage 2009.2, 3404, 3406.3.2.1, 3406.3.5
Testing 3404.2.12
Underground 2206.2.1, 2703.2.4.1,

3404.2.7.3.5.2, 3404.2.11,
3404.2.13.1

Vaults 2206.2.4
Vehicle 2009.3, 3406.5.1.15,

3406.5.1.16, 3406.6
Venting 3404.2.7.3,3404.2.7.3.6,

3404.2.8.9, 3406.2.4.2
Water 508.2.2, 508.5.3

TANK, ATMOSPHERIC
Defined 2702.1

TANK CARS
(see also BULK TRANSFER) 3406.5.1

Loading racks or stations 2009.3, 3406.5.1.12
TANK, PORTABLE

Defined 2702.1
TANK, PRIMARY

Defined 3402.1
TANK, PROTECTED ABOVE-GROUND

Defined 3402.1
TANK, STATIONARY

Defined 2702.1
TANK VEHICLE 2004.3.2, 3406.5.1.16.1, 3406.6

Aircraft fuel-servicing 1105.4
Certification 3406.5.1.15
Construction 2703.2.1
Defined 2702.1
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Dispensing 3406.2.8, 3406.5.4
Fire protection 3406.6.4
Garaging 3406.6.1, 3811.3
Loading racks or stations 2009.3
Operation 3406.6.1
Parking 3406.6.3,3811
Smoking 3406.6.1.9
Stability 3406.5.1.16
Use as storage tank 3404.2.2

TAR KETTLE [see ASPHALT (TAR) KETTLES]
TEMPORARY HEATING EQUIPMENT 1403
TEMPORARY WIRING 605.9, 1404.7
TENANT SPACES, VACANT

(see VACANT PREMISES)
TENTS AND OTHER MEMBRANE

STRUCTURES Chapter 24
Access 2403.8.1
Air~supported structure 2403.10
Approval 2403.2
Crowd managers 2404.20
Defined 2402.1
Fire safety requirements 2404.2
Generators 2404.19
Heating and cooking equipment 2404.15
Location 2403.8.3
LP-gas 2404.16
Means of egress 2403.12
Occupant load 2404.14
Permit. 105.6.43
Portable fire extinguisher ~ . 2404.8.12
Seating 2403.11
Structural stability 2403.9
Waste 2404.22

TESTING, ACCEPTANCE
(see ACCEPTANCE TESTING)

THEFT RESISTANT
Defined 3302.1

THERMAL INSECTICIDAL FOGGING Chapter 17
Defined 1702.1
Fire safety requirements 1703

TIMBER AND LUMBER PRODUCTION
FACILITIES 1907

Defined 1902.1
TIRE REBUILDING 2503

Precautions against fire 2504
TIRE STORAGE Chapter 25

Access 2506
Fencing 2507
Indoor. . . . . . . . . . . . . . . . . . . . . . . . . . . 2509
Outdoor . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2505
Precautions against fire 2504
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TIRES, BULK STORAGE OF
Defined 902.1

TOOL
Defined 1802.1

TORCH-APPLIED ROOF SYSTEM
Defined 2602.1

TORCHES 308.4
Permit. 105.6.31

TOXIC
Defined 3702.1
Materials Chapter 37

TRAINING, EMPLOYEE EMERGENCY 406
TRANSPORTATION

Hazardous materials 1805.3, 2703.10
LP-Gas 3801.1

TRANSVERSE FLUE SPACE
Defined 2302.1

TRASH (see RUBBISH)
TRAVEL DISTANCE, EXIT ACCESS 1016
TREATMENT SYSTEMS 606.12.4, 1803.14.3,

3703.1.3, 3703.2.3.2, 3704.2.2.7, 3704.3.2.5
TROUBLE SIGNAL

Defined 902.1
TURNSTILES 1008.3

U

UNAUTHORIZED DISCHARGE 2703.3.1, 3406.2.6
Defined 2702.1

UNDERGROUND BUILDINGS 404.2, 604.2.16,
905.3.5, 907.2.18,

907.2.19,909.20,914.5
UNLAWFUL ACTS 109.1
UNSAFE HEATING APPLIANCES 603.7
UNSAFE BUILDINGS (see BUILDINGS)
UNSTABLE (REACTIVE) MATERIAL Chapter 43

Defined 4302.1
Indoor storage 4304.1
Outdoor storage 4304.2
Requirements 4303
Use 4305.1

UNVENTED HEATERS 603.4

UNWANTED FIRE
Defined 202

Reporting 401.3, 1409

UPHOLSTERED FURNITURE
(see FURNITURE, UPHOLSTERED)

USE, CHANGE OF (see CHANGE OF USE)
USE (MATERIAL)

Defined 2702.1
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V
VACANT PREMISES 311

Abandoned 311.1.1
Fire protection systems 311.2.2
Placarding 311 .5
Removal of hazardous materials 311.4
Safeguarding 311.2
Tenant spaces 311 .1 .2
Waste removal 311 .3

VAPOR AREA, FLAMMABLE
Defined 1502.1

VAPOR BALANCE SYSTEM 2206.7.9.1
VAPOR PRESSURE

Defined 2702.1
VAPOR-PROCESSING SySTEM 2206.7.9.2
VAPOR-RECOVERY SySTEM 2206.7.9
VEHICLE IMPACT PROTECTION

(see IMPACT PROTECTION, VEHICLE)
VEHICLES 314.4

Compressed natural gas motor 2208
Gas-fueled 2404.18
Industrial 3803.2.2
Liquefied petroleum gas motor 2207
Liquid-fueled 2404.18
Overfilling 2207.7
Storage 313.1
Tank ... 2009.3, 3406.5.1.15, 3406.5.1 .16, 3406.6

VENTILATION
Battery systems 608.6
Dry cleaning 1204.2.1, 1205.2.3, 1206.3.3
Electrostatic equipment 1506.7
Exhaust. 1803.14, 1803.15.2
Floor surfacing 1510.5
Hazardous materials 2703.8.4.2,

2703.8.5.2, 2703.8.6.2
2705.2.1.1, 2705.2.2.2

Indoor dispensing 2705.1.9
Indoor storage areas 2704.3
Industrial ovens 2103.1
Mechanical ventilation for

reinforced plastics manufacturing 1511.5
Powered industrial trucks 309.3
Process structures 2005.5
Refrigeration machinery room 606.13
Repair garages 2211.4.3,2211.7.1
Spray finishing 1504.1.4.3, 1504.2, 1504.2.4,

1504.6.3, 1506.10
VENTS, SMOKE AND HEAT

(see SMOKE AND HEAT VENTS)
VIOLATION PENALTIES 109.3
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VISIBLE ALARM NOTIFICATION
APPLIANCE 907.10.1

Defined 902.1

w
WAREHOUSE

Aerosol. 2802.1 , 2804.3.2,
Table 2804.3.2, 2804.4

Liquid 2804.6, 3404.3.8, 3404.3.8.5,
Table 3404.3.6(2), Table 3404.3.6(3)

WARRANTS 104.3.1
WASTE MATERIALS,

COMBUSTIBLE 105.6.45,304,1404.2
WASTEBASKETS AND

WASTE CONTAINERS 304.3, 808.1
WATCH, FIRE (see FIRE WATCH)
WATER-REACTIVE MATERIAL Chapter 44

Defined 4402.1
Indoor storage 4404.1
Outdoor storage 4404.2
Requirements 4403
Use 4405

WATER SUPPLY
Buildings under construction or demolition,

standpipes . . . . . . . . . . . . . . . . . . . . . . . . . 1413
Fire protection 508, 1412
Required 508.1
Sprinklers 903.3.5
Standpipes. . . . . . . . . . . . . . . . . . . . . . . . . . . 1413
Test 508.4

WEATHER PROTECTION 2704.13,
2705.3.9, 3308.5.2, 3308.5.2,

3404.4.7,3406.5.1.2,3703.2.5,
3704.3.3, 4104.2.2, 4105.2, 4106.3.4, 4106.5.2

WELDING AND OTHER HOT WORK Chapter 26
Cutting 2605
Electric arc. . . . . . . . . . . . . . . . . . . . . . . . . . .2606
Gas 2605
Permit. 105.6.11
Requirements 2603, 2604
Tire storage yards 2504.2
Warning signs in flammable

finish operations 1503.2.7
WELL DRILLING 3406.3
WET-CHEMICAL EXTINGUISHING AGENT 904.5

Defined 902.1
WET FUELING (see MOBILE FUELING)
WET HOSING (see MOBILE FUELING)
WHARVES 2210.3.1, 2210.5.5, 3406.4.7
WINDOW WELLS 1026.5
WINDOWLESS STORIES OR AREAS 903.2.10,

1027.5
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WIRELESS PROTECTION SYSTEM
Defined 902.1

WIRING, ELECTRICAL
Hazards 605

WOODWORKING FACILITIES
(see LUMBER YARDS) 903.2.3.1

WORKSTATION
Defined 1802.1

z
ZONE, FIRE ALARM

Defined 902.1
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• National representatipn)norganizations involving standards
development, code, aq,rrrinistration and code enforcement matters

• Voting privileges for preliminary hearings on proposed changes
to any, of the I-Codes**,'

• Access 'to the member~only area of the International Code
Council Web site www.iccsafe.org.This area contains a
searchable membership directory, an order area showing
member discount pricing, and other valuable services
avaa~ble only to International Code Council members

• An International Code-Council membership card, wall
certificate and Int~rnatjonal Code Council logo decals to
identify 'your commitn1ent to the community and to the safety
of people worldwide:. , 1!!!I"_IIItr..,...
*A'new member has not had an active membership with ICt, BOCA,
ICBO orSBCCI within the last five years.

**Contact your Member Services Representative for details on
voting privileges.

,~> '" , ?

• Substantial discounts;on I~Codes®, code commentaries,
supplements, updates;' r~f~renced standards and other
publiCations; in-persop,onJioe and tetephone seminars;
and t~chnical service~" dUding ptanreview

• FREE code opiniohs:fbFALllrlternational Code Council
(ICC@)members' ' , "

" '"

• FREE code book with.r,l'e¥1 tnembership (Save up to $100)*

• Subscription to BuildfnfrSdfefy JournaPM (ICC's magazine),
BuildIng Safety BulJeti,", (ICC's newsletter), and eNews
(IC,C'selectronic newsletter) included in member dues

• FREE job postings in the members-only area of the ICC Web site

• FREE (upon request)r:nonographs and other publications
regarding proposed.r:evisio[1s to the I-Codes

nternational C,C)de,~:Council ®

-

Your career deserves

the added prestige that

comes with membership in

the International

Code Council. The

International Code

Council offers complete

support for building

safety andfire prevention

professionals. Sign up

today to begin enjoying

"hese exclusive ben",e,fi,'_,1"t_s., "_c__ " "" __



MEMBERSHIP CATEGORIES AND DUES*- ANNUAL MEMBERSHIP
Special membership structures are also available for Educational Institutions and Federal Agencies.
For more information, please visit www.iccsafe.org/membership or call 1-888-ICC-SAFE (422-7233), x33804.

GOVERNMENTAL MEMBER** _
Government/Municipality (including agencies, departments or units) engaged in administration, formulation or •
enforcement of laws, regulations or ordinances relating to public health, safety and welfare. Annual member dues .

(by population) are shown below. Please verify the current ICC membership status of your employer prior to applying.

Membership Application
This form may be photocopied

INTERNATIONAL
CODE COUNCI~

People Helping People
Build a Safer World™

o Up to 50,000 $100 050,001-150,000 $180

Please refer to Tracking Number
66-05-274 when applying.

0150,001 + $280

**A Governmental Member may designate 4 to 12 voting representatives (based on population) who are employees or officials of that
governmental member and are actively engaged on a full- or part-time basis in the administration, formulation or enforcement of laws,
regulations or ordinances relating to public health, safety and welfare. Number of representatives is based on population. All dues for
representatives have been included in the annual member dues payment. Please call 1-888-ICC-SAFE (422-7233), x33804 for
information about how to designate your voting representatives.

oCORPORATE MEMBERS ($300)

INDIVIDUAL MEMBERS
o PROFESSIONAL ($150)

o COOPERATING ($150)

o CERTIFIED ($75)

o ASSOCIATE ($35)

o STUDENT ($25)

o RETIRED ($20)

An association, society, testing laboratory, manufacturer, company or corporation

A design professional duly licensed or registered by any state or other recognized governmental agency

An individual who is interested in International Code Council purposes and objectives and would
like to take advantage of membership benefits

An individual who holds a current Legacy or International Code Council certification

An employee of a current ICC Governmental Member

An individual who is enrolled in classes or a course of study including at least 12 hours of
classroom instruction per week

A former governmental representative, corporate or individual member who has retired

New Governmental and Corporate Members will receive a free package of 7 code books. New Individual Members will receive one free code book. Upon
receipt of your completed application and payment, you will be contacted by an ICC Member Services Representative regarding your free code
package or code book. For more information, please visit www.iccsafe.org/membership or call 1-888-ICC-SAFE (422-7233), x33804.

Please print clearly or type information below:

Name

Name of Jurisdiction, Association, Institute or Company, etc.

Title

Billing Address

City

Street Address for Shipping

City

E-mail

Telephone

Payment Information:

State

State

Tax Exempt Number (If applicable, must attach copy of tax exempt license if claiming an exemption)

Zip+4

Zip+4

VISA, MC, AMEX or DISCOVER Account Number

Return this application to:
International Code Council
Attn: Membership
5360 Workman Mill Road
Whittier, CA 90601-2298

Exp. Date

Toll Free: 1-888-ICC-SAFE (1-888-422-7233), x33804

FAX: (562) 692-'6031 (Los Angeles District Office)
Or, apply online at www.iccsafe.org/membership.
Please refer to Tracking Number 66-05-274 when applying.

If you have any questions about membership in the International Code Council,
call 1-888-ICC-SAFE (1-888-422-7233), x33804 and request a Member Services Representative.

*Membership categories and dues subject to change.
Please visit www.iccsafe.org/membership for the most current information.
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SECTION 202 
GENERAL DEFINITIONS 
 
OCCUPANCY CLASSIFICATION. For the purposes of this code, certain occupancies are defined as follows: 
 
[B] Assembly Group A. Assembly Group A occupancy includes, among others, the use of a building or structure, or a portion thereof, 
for the gathering together of persons for purposes such as civic, social or religious functions; recreation, food or drink consumption; or 
awaiting transportation. 
 

Exceptions: 
1. A building or tenant space  used for assembly purposes with an occupant load of less than 50 persons shall be 

classified as a Group B occupancy. 
2. A room or space used for assembly purposes with an occupant load of less than 50 persons and accessory to 

another occupancy shall be classified as a Group B occupancy or classified as part of that occupancy. 
3. A room or space used for assembly purposes that is less than 750 square feet (70 m2) in area and is accessory to 

another occupancy shall be classified as a Group B occupancy or classified as part of that occupancy.  
 
Assembly occupancies shall include the following: (No  change to remainder of Group A text.)  (posted 6-27-07) 
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CHAPTER 5 
FIRE SERVICE FEATURES 
 
504.3 Stairway access to roof.  New buildings four or more stories in height, except those with a roof slope greater than 
four units vertical in 12 units horizontal (33.3 percent slope), shall be provided with a stairway to the roof. Stairway access 
to the roof shall be in accordance with Section 1009.12 1009.11. Such stairway shall be marked at street and floor levels 
with a sign indicating that the stairway continues to the roof. Where roofs are used for roof gardens or for other purposes, 
stairways shall be provided as required for such occupancy classification. (posted 6-27-07) 
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CHAPTER 9 
FIRE PROTECTION SYSTEMS 
 
907.2.7 Group M. A manual fire alarm system shall be installed in Group M occupancies having an occupant load of 500 
or more persons or more than 100 persons above or below the lowest level of exit discharge. The initiation of a signal 
from a manual fire alarm box shall initiate alarm notification appliances as required by Section 907.10. 
 
 Exceptions: 
 

1. A manual fire alarm system is not required in covered mall buildings complying with Section 402 of the 
International Building Code. 

 
2. Manual fire alarm boxes are not required where the building is equipped throughout with an automatic 

sprinkler system and the alarm notification appliances will automatically activate upon sprinkler water 
flow. (posted 6-27-07) 
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CHAPTER 10 
MEANS OF EGRESS 
 
1007.5.1 Openness.  Platform lifts on an accessible means of egress shall not be installed in a fully enclosed hoistway or 
fire- rated shaft. (posted 06-27-07) 
 
1008.1.3.3 Horizontal sliding doors. In other than Group H occupancies, horizontal sliding doors permitted to be a 
component of a means of egress in accordance with Exception 5 6 to Section 1008.1.2 shall comply with all of the 
following criteria: (No change to Items 1 through 8.)  (posted 06-27-07) 
 
1023.1 Exterior exit ramps and stairways. Exterior exit ramps and stairways serving as an element of a required means 
of egress shall comply with this section. 
 

Exception: Exterior exit ramps and stairways for outdoor stadiums complying with Section 1019.1 1020.1, 
Exception 2. (posted 06-27-07) 
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APPENDIX D 
FIRE APPARATUS ACCESS ROADS 
 
D104.1 Buildings exceeding three stories or 30 feet in height.  Buildings or facilities exceeding 30 feet (9144 mm) or 
three stories in height shall have at least three two means of fire apparatus access for each structure. (posted 06-27-07) 
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CHAPTER 8 
INTERIOR FINISH, DECORATIVE MATERIALS AND FURNISHINGS 
 
805.1.1.2 Heat release rate. Newly introduced upholstered furniture shall have limited rates of heat release 
when tested in accordance with ASTM E 1537 or California Technical Bulletin 133, as follows:  
 

1. (No change) 
 
2. The total energy released by the single upholstered furniture item during the first 5 10 minutes of the test shall 

not exceed 24 25 megajoules (MJ). 
 

Exception: Upholstered furniture in rooms or spaces protected by an approved automatic sprinkler system 
installed in accordance with Section 903.3.1.1. (posted 1-23-07) 
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CHAPTER 9 
FIRE PROTECTION SYSTEMS 
 
914.4.1 Automatic sprinkler system.  An approved automatic sprinkler system shall be installed throughout the entire 
building. 
 

Exceptions: 
1. That area of a building adjacent to or above the atrium need not be sprinklered, provided that portion of 

the building is separated from the atrium portion by not less than a 2-hour fire resistance-rated fire barrier 
or horizontal assembly, or both. (posted 1-23-07) 

 
2. Where the ceilings of the atrium are more than 55 feet (16 764 mm) above the floor, sprinkler protection at the 
 ceiling of the atrium is not required.
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CHAPTER 10 
MEANS OF EGRESS 
 
1012.4 Continuity. Handrail-gripping surfaces shall be continuous, without interruption by newel posts or other 
obstructions. 
 

Exceptions: 
1. Handrails within dwelling units are permitted to be interrupted by a newel post at a stair or ramp landing. 

(posted 1-23-07) 
2. And 3. (No change) 

 
1012.5 Handrail extensions. Handrails shall return to a wall, guard or the walking surface or shall be continuous to the 
handrail of an adjacent stair flight or ramp run. At stairways where handrails are not continuous between flights, the 
handrails shall extend horizontally at least 12 inches (305 mm) beyond the top riser and continue to slope for the depth of 
one tread beyond the bottom riser. At ramps where handrails are not continuous between runs, the handrails shall extend 
horizontally above the landing 12 inches (305 mm) minimum beyond the top and bottom of ramps runs.    
 

Exceptions: 
1. And 2. (No change)  (posted 1-23-07) 

 
1020.1.7 Smokeproof enclosures.  In buildings required to comply with Section 403 or 405 of the International Building 
Code, each of the exits of a building that serves stories where the floor surface is located more than 75 feet (22 860 mm) 
above the lowest level of fire department vehicle access or more than 30 feet (9144 mm) below the level of exit discharge 
serving such floor levels shall be a smokeproof enclosure or pressurized stairway in accordance with Section 909.20 of 
the International Building Code. (posted 12-14-06) 
 
1023.1 Exterior exit ramps and stairways. Exterior exit ramps and stairways serving as an element of a required means 
of egress shall comply with this section. 
 

Exception: Exterior exit ramps and stairways for outdoor stadiums complying with Section 1019.1 1020.1, 
Exception 2. (posted 1-23-07) 
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CHAPTER 14 
FIRE SAFETY DURING CONSTRUCTION AND DEMOLITION 
 
[B]1411.3 Stairway floor number signs. Temporary stairway floor number signs shall be provided in accordance with 
the requirements of Section 1012.1.7. (posted 1-23-07) 
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CHAPTER 33 
EXPLOSIVES AND FIREWORKS 
 
TABLE 3301.8.1(1), Column 4 (“Operating Building”), Rows 4 and 5: Table 3304.5.2(2)  3304.5.2(1)  (posted 1-23-07) 
 
TABLE 3301.8.1(2), Column 4 (“Operating Building”), Rows 2, 3, 4 and 5: Table 3304.5.2(3)  3304.5.2(2)  (posted 1-23-
07) 
 
Section 3306.5.2.3, Item 1 should read as follows: 
 
3306.5.2.3 Small arms primers. Commercial stocks of small arms primers shall be stored as follows: 
 

1. Quantities not to exceed 750,000 small arms primers stored in a building shall be arranged such that not 
more than 100,000 small arms primers are stored in any one pile and piles are at least 15 feet (4572 mm) 
apart. (posted 12-13-06) 
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CHAPTER 45 
REFERENCED STANDARDS 
 
ASME: 
 
A13.1—96 (Reaffirmed 2002)   Scheme for the Identification of Piping Systems....(Posted 1-23-07)  
 
UL: 
 
268—96  Control Units for Fire Protective  Smoke Detectors for Fire Alarm Signaling Systems—with Revisions through 
October 2003......................... (posted 1-23-07)   
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APPENDIX B 
FIRE-FLOW REQUIREMENTS FOR BUILDINGS 
 

SECTION B106 
REFERENCED STANDARDS 

 
ICC IBC-06 International Building Code B104.2, Table B105.1 (posted 1-23-07) 
 
ICC IWUIC-06  International Wildland-Urban Interface Code B103.3  (posted 1-23-07) 
 
NFPA 1142-01  Standard on Water Supplies for Suburban and Rural Fire Fighting    B103.3 (posted 1-23-07) 
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APPENDIX F 
HAZARD RANKING 
 

SECTION F102 
REFERENCED STANDARDS 

 
ICC IFC-06 International Fire Code F101.1 (posted 1-23-07) 
 
NFPA 704-01 Identification of the Hazards of Materials for Emergency Response  F101.1, F101.2 (posted 1-23-07) 
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CHAPTER 2 
DEFINITIONS 
 
Section 202:  Revise as follows: 
 
OCCUPANCY CLASSIFICATION. 
 
[B] Institutional Group I.  
 
Group I-2. This occupancy shall include...(no change) 
 
 A facility such as the above with five or fewer persons shall be classified as Group R-3 or shall comply with the 
International Residential Code. 
 
 A child care facility that provides care on a 24-hour basis to more than five children 21/2 years of age or less shall 
be classified as Group I-2. (posted 7-10-06) 
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CHAPTER 6 
BUILDING SERVICES AND SYSTEMS 
 
Section 603.6.1 should read as follows: 
 
603.6.1 Masonry chimneys. Masonry chimneys that, upon inspection, are found to be without a flue liner and that have 
open mortar joints which will permit smoke or gases to be discharged into the building, or which are cracked as to be 
dangerous, shall be repaired or relined with a listed chimney liner system installed in accordance with the manufacturer’s 
installation instructions or a flue lining system installed in accordance with the requirements of the International Building 
Code and appropriate for the intended class of chimney service. (posted 7-10-06) 
 



2006 International Fire Code Errata 
 

FIRST PRINTING (Updated July 1, 2006) 
 

2006 International Fire Code Errata – 1st printing Page 3 of 14 

CHAPTER 9 
FIRE PROTECTION SYSTEMS 
 
904.2.1 Hood system suppression. Each required commercial kitchen exhaust hood and duct system required by 
Section 610 609 to have a Type I hood shall be protected with an approved automatic fire-extinguishing system installed 
in accordance with this code. (posted 7-10-06) 
 
909.9.2:  Equation 9-8 is deleted. (posted 7-10-06) 
 
Table 910.3 :  Revise the section references in column 1, rows 3 through 6 of the table as follows:  910.2.3 910.2.2. 
(posted 7-10-06) 
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CHAPTER 10 
MEANS OF EGRESS 
 
1007.2 Continuity and components. (No change) 
Items 1 through 5. (No change) 
6. Horizontal exits complying with Section 1021 1022. (posted 7-10-06) 
Items 7 and 8. (No change) 
 
1007.6.2 Separation. Each area of refuge shall be separated from the remainder of the story by a smoke barrier 
complying with Section 709 or a horizontal exit complying with Section 1021 1022. Each area of refuge shall be designed 
to minimize the intrusion of smoke. 

 
Exception: Areas of refuge located within a vertical exit enclosure. (posted 7-10-06) 

 
1008.1 Doors. Means of egress doors shall meet the requirements of this section. Doors serving a means of egress 
system shall meet the requirements of this section and Section 1017.2 1018.2. …….(posted 7-10-06) 
 
Table 1016.1: Revise column 3 and add note c, as follows: 
 

WITH SPRINKLER  
SYSTEM   b    

(feet) 

250 b 

300 c 

400  c 

75  c 

100  c 

150  c 

175  c 

200  c 

200  c 
 
c.  Buildings equipped throughout with an 
automatic sprinkler system in accordance 
with Section 903.3.1.1. (posted 7-10-06)  
 
1023.5 Location. Exterior exit ramps and stairways shall be located in accordance with Section 1023.3 1024.3. (posted 
7-10-06) 
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CHAPTER 15 
FLAMMABLE FINISHES 
 
1505.4.1 Fixed fire-extinguishing equipment. An approved automatic fire-extinguishing system or dip tank cover in 
accordance with Section 1505.7 1505.3.4 shall be provided for the following dip tanks: (remainder of text unchanged) 
(posted 7-10-06) 
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CHAPTER 18 
SEMICONDUCTOR FABRICATION FACILITIES 
 
Sections 1805.2.2.1, 1805.2.2.2 and 1805.2.2.3: Delete without substitution.  (posted 7-10-06) 
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CHAPTER 33 
EXPLOSIVES AND FIREWORKS 
 
3301.8.1.1 Mass-detonating explosives. The total net explosive weight of Division 1.1, 1.2 or 1.5 explosives shall be 
used. See Table 3304.5.2(2)  3304.5.2(1) or Table 3305.3 as appropriate. 
 

Exception: When the TNT equivalence of the explosive material has been determined, the equivalence is 
allowed to be used to establish the net explosive weight. (posted 7-10-06) 

 
3301.8.1.2 Nonmass-detonating explosives (excluding Division 1.4). Nonmass-detonating explosives shall be as 
follows: 
 

1. Division 1.3 propellants. The total weight of the propellants alone shall be the net explosive weight. The net 
weight of propellant shall be used. See Table 3304.5.2(3) 3304.5.2(2). 

 
2. Combinations of bulk metal powder and pyrotechnic compositions. The sum of the net weights of metal 

powders and pyrotechnic compositions in the containers shall be the net explosive weight. See Table 
3304.5.2(3) 3304.5.2(2). (posted 7-10-06) 

 
TABLE 3301.8.1(1), Column 2 ( “Magazine”), Column 6 (“Inhabited Building”) and Column 8 (“Public Traffic Route”), 
Rows 2, 3, 4 and 5: Table 3304.5.2(2)  3304.5.2(1)  (posted 7-10-06) 
 
TABLE 3301.8.1(2), Column 2 ( “Magazine”), Column 6 (“Inhabited Building” and Column 8 (“Public Traffic Route”), Rows 
2, 3, 4 and 5: Table 3304.5.2(3)  3304.5.2(2)  (posted 7-10-06) 
 
TABLE 3301.8.1(3), Column 2 ( “Magazine”), Column 4 (“Operating Building”), Column 6(“Inhabited Building”) and 
Column 8 (“Public Traffic Route”) in Rows 2, 3, 4 and 5: Table 3304.5.2(4)  3304.5.2(3)  (posted 7-10-06) 
 
3301.8.1.3 Combinations of mass-detonating and nonmass-detonating explosives (excluding Division 1.4). 
Combination of mass-detonating and nonmass-detonating explosives shall be as follows: 
 

1. When Division 1.1 and 1.2 explosives are located in the same site, determine the distance for the total quantity 
considered first as 1.1 and then as 1.2. The required distance is the greater of the two. When the Division 1.1 
requirements are controlling and the TNT equivalence of the 1.2 is known, the TNT equivalent weight of the 1.2 
items shall be allowed to be added to the total explosive weight of Division 1.1 items to determine the net 
explosive weight for Division 1.1 distance determination. See Table 3304.5.2(3) 3304.5.2(2) or Table 3305.3 as 
appropriate. 

 
2. When Division 1.1 and 1.3 explosives are located in the same site, determine the distances for the total quantity 

considered first as 1.1 and then as 1.3. The required distance is the greater of the two. When the Division 1.1 
requirements are controlling and the TNT equivalence of the 1.3 is known, the TNT equivalent weight of the 1.3 
items shall be allowed to be added to the total explosive weight of Division 1.1 items to determine the net 
explosive weight for Division 1.1 distance determination. See Table 3304.5.2(2) 3304.5.2(1), 3304.5.2(3) 
3304.5.2(2) or 3305.3, as appropriate. 

 
3. When Division 1.1, 1.2 and 1.3 explosives are located in the same site, determine the distances for the total 

quantity considered first as 1.1, next as 1.2 and finally as 1.3. The required distance is the greatest of the three. 
As allowed by paragraphs 1 and 2 above, TNT equivalent weights for 1.2 and 1.3 items are allowed to be used to 
determine the net weight of explosives for Division 1.1 distance determination. Table 3304.5.2(2) 3304.5.2(1) or 
3305.3 shall be used when TNT equivalency is used to establish the net explosive weight.  
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4. For composite pyrotechnic items Division 1.1 and Division 1.3, the sum of the net weights of the pyrotechnic 
composition and the explosives involved shall be used. See Tables 3304.5.2(2) 3304.5.2(1) and 3304.5.2(3) 
3304.5.2(2). 

 
Table 3304.5.2(1), For Row “Pounds over 500"/”Pounds not over 600", Column 3:   240 340  (posted 7-10-06) 
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CHAPTER 34 
FLAMMABLE AND COMBUSTIBLE LIQUIDS 
 
3404.3.2 Liquid storage cabinets. Where other sections of this code require that liquid containers be stored in storage 
cabinets, such cabinets and storage shall be in accordance with Sections 3404.3.2.1 through 3404.3.2.3 3404.3.2.2.  
(posted 7-10-06) 
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CHAPTER 35 
FLAMMABLE GASES 
 
Insert Section 3503.1.6 to read as follows: 
 
3503.1.6 Liquefied flammable gases and flammable gases in solution. Containers of liquefied flammable gases and 
flammable gases in solution shall be positioned in the upright position or positioned so that the pressure relief valve is in 
direct contact with the vapor space of the container. 
 

Exceptions: 
1. Containers of flammable gases in solution with a capacity of 1.3 gallons (5 L) or less. 
2. Containers of flammable liquefied gases, with a capacity not exceeding 1.3 gallons (5 L), designed to 

preclude the discharge of liquid from safety relief devices.  (posted 7-10-06) 
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CHAPTER 36 
FLAMMABLE SOLIDS 
 
3606.1 General. Storage, use, handling and processing of magnesium, including the pure metal and alloys of which the 
major part is magnesium, shall be in accordance with Chapter 27 and Sections 3602.2 through 3606.8 3606.5.8.  (posted 
7-10-06) 
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CHAPTER 38 
LIQUEFIED PETROLEUM GASES 
 
Section 3809.14 Alternative location and protection of storage: Delete (posted 7-10-06) 
 
Section 3809.14 3809.15 Alternative location and protection of storage:  Renumber (posted 7-10-06) 
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CHAPTER 45 
REFERENCED STANDARDS 
 
ASME: 
A17.1—2004 Safety Code for Elevators and Escalators with A17.1a-2004 Addenda and A17.1S Supplement 2005 
(posted 7-10-06) 
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APPENDIX D 
FIRE APPARATUS ACCESS ROADS 
 
D107.1 One- or two-family dwelling residential developments. Developments of...(no change) 
 
 Exceptions: 
 

 1. Where there are more than 30 dwelling units on a single public or private fire apparatus access 
road and all dwelling units are equipped throughout with an approved automatic sprinkler system 
in accordance with Section 903.3.1.1, 903.3.1.2 or 903.3.1.3.3  903.3.1.3 , access from two 
directions shall not be required. 

 
  2. (No Change) (posted 7-10-06) 


