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CHAPTER 11C

STANDARDS FOR CARD READERS AT GASOLINE
FUEL-DISPENSING FACILITIES

SECTION 1101C
CARD-READER DEVICES AT FUEL-DISPENSING

EQUIPMENT

1101C.1 General. Notwithstanding other requirements in the
California Building Code, only the requirements and addi-
tional definitions in this section shall apply to card-reading
devices in motor vehicle fuel facilities, except that administra-
tive requirements which are found in Chapter 1 still apply.

For purposes of this section, the following additional defini-
tions shall apply:

ACCESSIBLE. See Chapter 11A, Section 1107A.1-A and
Chapter 11B, Section 1102B.

ACCESSIBLE ELEMENT. See Chapter 11B, Section 1102B.

ALTERNATE CARD READER shall be defined in this sec-
tion as functionally equal card reader and control directly
attached to or an integral part of the fuel dispenser in addition
to the primary card reader, which is an integral part of the dis-
penser.

FREE-STANDING PEDESTAL is a card-reading device
which controls one or more remote fuel dispensers that have no
card readers as an integral part of the fuel dispenser.

GRADE (Adjacent Ground Elevation). See Chapter 2, Sec-
tion 202.

INTERNATIONAL SYMBOL OF ACCESSIBILITY. See
Chapter 11A, Section 1107A.9-I and Chapter 11B, Section
1102B.

LEVEL ACCESSIBLE AREA, for the purpose of this section,
shall mean a slope of not more than one unit vertical in 50 units
horizontal (2-percent slope) in front of the dispensing device;
however, the slope may extend to one unit vertical in 20 units
horizontal (5-percent slope) where the enforcing authority
determines that, due to unusual site conditions, the 2-percent
slope is not obtainable.

LEVEL AREA. See Chapter 11A, Section 1107A.12-L and
Chapter 11B, Section 1102B.

PATH OF TRAVEL shall include the clearance requirements
stated in Chapter 11B for wheelchair passage widths, and rela-
tionships of maneuvering clearances to wheelchair spaces,
except that pump nozzles and hoses may overlap required
clearances.

RECOMMEND. See Chapter 2, Section 202.

TYPE OF MOTOR FUEL shall mean gasoline, diesel, com-
pressed natural gas, methanol, electricity or ethanol.

SECTION 1102C
APPLICATION

This section shall apply to equipment located at the follow-
ing facilities:

1. New motor vehicle fuel facilities.

2. Existing motor vehicle fuel facilities built before the ef-
fective date of this section where:

2.1. Remodeling or reconstruction includes removal
and replacement of one or more islands and as-
sociated piping and tank(s); or

2.2. Remodeling includes reconstruction or removal
and replacement of fuel islands at facilities that
provide free-standing pedestal card readers.

SECTION 1103C
NUMBER OF ACCESSIBLE CARD-READING

DEVICES REQUIRED

Where only one card-reading device is installed for use with
any type of motor fuel, it shall meet the required features of this
section. When more than one card-reading location is avail-
able for a specific type of motor fuel, a minimum of two for that
type shall have the accessible features of this section.

SECTION 1104C
REQUIRED FEATURES

Card-reading devices at motor vehicle fuel facilities shall be
accessible by complying with only the following:

1. The highest operable part of each primary or alternate
card reader shall be no more than 54 inches (1372 mm)
measured from the base of the fuel dispenser. Where card
readers are located on free-standing pedestals, the
card-reading control function shall be no more than 54
inches (1372 mm) above an accessible level area which
is served by an accessible path of travel.

Exception: If an enforcing agency requires that fuel
dispensers or card-reading devices be placed in a
manner where the card-reading device exceeds the
requirements described herein, the provisions of Sec-
tion 1104C do not apply. Any enforcing agency hav-
ing jurisdiction over retail fueling facilities may not
require islands or impose other regulations which
conflict with this section, unless the agency docu-
ments and justifies the specific necessity for such a
rule or ordinance and complies with the requirements
of Health and Safety Code Section 18941.

2. An accessible path of travel shall be provided to the base
of all fuel dispensers required to meet the provisions of
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this section. Such fuel dispensers shall be mounted on the
accessible level area.

3. An accessible level area shall be provided, which is mini-
mally 30 inches by 48 inches (762 mm by 1219 mm) level
and clear. This area shall be provided within 10 inches
(254 mm) in plan view of the face of the controls and shall
be unobstructed by any features, except pump nozzles
and hoses, with the long side of this space parallel to and
centered [plus or minus 9 inches (229 mm)] with the face
of the card-reader controls. See Figures 11C-1 and
11C-2.

SECTION 1105C
PROTECTION OF DISPENSERS

MOUNTED AT GRADE
Dispensers mounted at grade shall be protected from vehic-

ular damage as required by Part 9, Title 24 (California Fire
Code).

542 JANUARY 1, 2009 SUPPLEMENT 2007 CALIFORNIA BUILDING CODE

STANDARDS FOR CARD READERS AT GASOLINE FUEL-DISPENSING FACILITIES



2007 CALIFORNIA BUILDING CODE JANUARY 1, 2009 SUPPLEMENT 545

�



546 JANUARY 1, 2009 SUPPLEMENT 2007 CALIFORNIA BUILDING CODE



CHAPTER 12

INTERIOR ENVIRONMENT

SECTION 1201
GENERAL

1201.1 Scope. The provisions of this chapter shall govern ven-
tilation, temperature control, lighting, yards and courts, sound
transmission, room dimensions, surrounding materials and
rodent proofing associated with the interior spaces of
buildings.

SECTION 1202
DEFINITIONS

1202.1 General. The following words and terms shall, for the
purposes of this chapter and as used elsewhere in this code,
have the meanings shown herein.

SUNROOM ADDITION. A one-story addition added to an
existing building with a glazing area in excess of 40 percent of
the gross area of the structure's exterior walls and roof.

THERMAL ISOLATION. A separation of conditioned
spaces, between a sunroom addition and a dwelling unit, con-
sisting of existing or new wall(s), doors and/or windows.

SECTION 1203
VENTILATION

1203.1 General. Buildings shall be provided with natural ven-
tilation in accordance with Section 1203.4, or mechanical ven-
tilation in accordance with the California Mechanical Code.

Exception: [OSHPD 1, 2, 3 & 4] For restrictions on natural
ventilation, see California Mechanical Code.

1203.2 Attic spaces. Enclosed attics and enclosed rafter spaces
formed where ceilings are applied directly to the underside of
roof framing members shall have cross ventilation for each
separate space by ventilating openings protected against the
entrance of rain and snow. Blocking and bridging shall be
arranged so as not to interfere with the movement of air. A min-
imum of 1 inch (25 mm) of airspace shall be provided between
the insulation and the roof sheathing. The net free ventilating
area shall not be less than 1/150 of the area of the space venti-
lated, with 50 percent of the required ventilating area provided
by ventilators located in the upper portion of the space to be
ventilated at least 3 feet (914 mm) above eave or cornice vents
with the balance of the required ventilation provided by eave or
cornice vents.

Exception: The minimum required net free ventilating area
shall be 1/300 of the area of the space ventilated, provided a
vapor retarder having a transmission rate not exceeding 1
perm in accordance with ASTM E 96 is installed on the
warm side of the attic insulation and provided 50 percent of
the required ventilating area provided by ventilators located
in the upper portion of the space to be ventilated at least 3
feet (914 mm) above eave or cornice vents, with the balance

of the required ventilation provided by eave or cornice
vents.

1203.2.1 Openings into attic. Exterior openings into the
attic space of any building intended for human occupancy
shall be covered with corrosion-resistant wire cloth screen-
ing, hardware cloth, perforated vinyl or similar material that
will prevent the entry of birds, squirrels, rodents, snakes and
other similar creatures. The openings therein shall be a min-
imum of 1/8 inch (3.2 mm) and shall not exceed 1/4 inch (6.4
mm). Where combustion air is obtained from an attic area, it
shall be in accordance with Chapter 7 of the California
Mechanical Code.

1203.3 Under-floor ventilation. The space between the bot-
tom of the floor joists and the earth under any building except
spaces occupied by a basement or cellar shall be provided with
ventilation openings through foundation walls or exterior
walls. Such openings shall be placed so as to provide cross ven-
tilation of the under-floor space.

1203.3.1 Openings for under-floor ventilation. The mini-
mum net area of ventilation openings shall not be less than 1
square foot for each 150 square feet (0.67 m2 for each 100
m2) of crawl-space area. Ventilation openings shall be cov-
ered for their height and width with any of the following
materials, provided that the least dimension of the covering
shall not exceed 1/4 inch (6 mm):

1. Perforated sheet metal plates not less than 0.070 inch
(1.8 mm) thick.

2. Expanded sheet metal plates not less than 0.047 inch
(1.2 mm) thick.

3. Cast-iron grilles or gratings.

4. Extruded load-bearing vents.

5. Hardware cloth of 0.035 inch (0.89 mm) wire or
heavier.

6. Corrosion-resistant wire mesh, with the least dimen-
sion not exceeding 1/8 inch (3.2 mm).

1203.3.1.1 [SPCB] Openings for under-floor ventilation
shall be not less than 1 ½ square feet (0.135 m2) for each
25 linear feet (7620 linear mm) of exterior wall. They
shall be covered with corrosion-resistant wire mesh with
mesh openings not less than ¼ inch (6.4 mm) nor more
than ½ inch (13 mm) in any dimension.

1203.3.2 Exceptions. The following are exceptions to Sec-
tions 1203.3 and 1203.3.1:

1. Where warranted by climatic conditions, ventilation
openings to the outdoors are not required if ventila-
tion openings to the interior are provided.

2. The total area of ventilation openings is permitted to
be reduced to 1/1,500 of the under-floor area where the
ground surface is treated with an approved vapor re-
tarder material and the required openings are placed
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so as to provide cross ventilation of the space. The in-
stallation of operable louvers shall not be prohibited.

3. Ventilation openings are not required where continu-
ously operated mechanical ventilation is provided at a
rate of 1.0 cubic foot per minute (cfm) for each 50
square feet (1.02 L/s for each 10 m2) of crawl-space
floor area and the ground surface is covered with an
approved vapor retarder.

4. Ventilation openings are not required when the
ground surface is covered with an approved vapor re-
tarder, the perimeter walls are insulated and the space
is conditioned in accordance with the California En-
ergy Code, Title 24, Part 6.

5. For buildings in flood hazard areas as established in
Section 1612.3, the openings for under-floor ventila-
tion shall be deemed as meeting the flood opening re-
quirements of ASCE 24 provided that the ventilation
openings are designed and installed in accordance
with ASCE 24.

6. [SPCB] For purposes of structural pest control in-
spections, ventilation shall be considered inadequate
when the lack thereof has contributed to the growth of
wood-destroying pests or organisms.

1203.4 Natural ventilation. Natural ventilation of an occu-
pied space shall be through windows, doors, louvers or other
openings to the outdoors. The operating mechanism for such
openings shall be provided with ready access so that the open-
ings are readily controllable by the building occupants.

[HCD 1] In employee housing, all openable windows in
rooms used for living, dining, cooking or sleeping purposes,
and toilet and bath buildings, shall be provided and maintained
with insect screening.

[HCD 1] Door openings of rooms used for dining, cooking,
toilet and bathing facilities in employee housing shall be pro-
vided and maintained with insect screening or with solid doors
equipped with self-closing devices in lieu thereof, when
approved by the enforcement agency.

[HCD 1] The windows, doors, louvers or other approved
closeable openings not required by Section 1026 may open into
a passive solar energy collector for ventilation required by this
section. The area of ventilation openings to the outside of the
passive solar energy collector shall be increased to compen-
sate for the openings required by the interior space.

1203.4.1 Ventilation area required. The minimum
openable area to the outdoors shall be 4 percent of the floor
area being ventilated.

1203.4.1.1 Adjoining spaces. Where rooms and spaces
without openings to the outdoors are ventilated through
an adjoining room, the opening to the adjoining room
shall be unobstructed and shall have an area of not less
than 8 percent of the floor area of the interior room or
space, but not less than 25 square feet (2.3 m2). The mini-
mum openable area to the outdoors shall be based on the
total floor area being ventilated.

Exception: Exterior openings required for ventila-
tion shall be permitted to open into a thermally iso-

lated sunroom addition or patio cover provided that
the openable area between the sunroom addition or
patio cover and the interior room shall have an area of
not less than 8 percent of the floor area of the interior
room or space, but not less than 20 square feet (1.86
m2). The minimum openable area to the outdoors
shall be based on the total floor area being ventilated.

1203.4.1.2 Openings below grade. Where openings
below grade provide required natural ventilation, the
outside horizontal clear space measured perpendicular to
the opening shall be one and one-half times the depth of
the opening. The depth of the opening shall be measured
from the average adjoining ground level to the bottom of
the opening.

1203.4.2 Contaminants exhausted. Contaminant sources
in naturally ventilated spaces shall be removed in accor-
dance with the California Mechanical Code and the Cali-
fornia Fire Code.

1203.4.2.1 Bathrooms. Rooms containing bathtubs,
showers, spas and similar bathing fixtures shall be
mechanically ventilated in accordance with the Califor-
nia Mechanical Code.

1203.4.3 Openings on yards or courts. Where natural ven-
tilation is to be provided by openings onto yards or courts,
such yards or courts shall comply with Section 1206.

1203.5 Other ventilation and exhaust systems. Ventilation
and exhaust systems for occupancies and operations involving
flammable or combustible hazards or other contaminant
sources as covered in the California Mechanical Code or the
California Fire Code shall be provided as required by both
codes. For Group L occupancies see Section 443.4.7.

SECTION 1204
TEMPERATURE CONTROL

1204.1 Equipment and systems. Interior spaces intended for
human occupancy shall be provided with active or passive
space-heating systems capable of maintaining a minimum
indoor temperature of 68°F (20°C) at a point 3 feet (914 mm)
above the floor on the design heating day.

Exceptions:

1. Interior spaces where the primary purpose is not asso-
ciated with human comfort.

2. [HCD 1] For limited-density owner-built rural dwell-
ings, a heating facility or appliance shall be installed
in each dwelling subject to the provisions of
Subchapter 1, Chapter 1, Title 25, California Code of
Regulations, commencing with Section 74; however,
there shall be no specified requirement for heating ca-
pacity or temperature maintenance. The use of
solid-fuel or solar-heating devices shall be deemed as
complying with the requirements of this section. If
nonrenewable fuel is used in these dwellings, rooms
so heated shall meet current installation standards.

3. [OSHPD 1, 2, 3 & 4] Space heating systems shall
comply with the requirements of the California Me-
chanical Code.
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SECTION 1224 [OSHPD 1]
HOSPITALS

1224.1 Scope. The provisions of this section shall apply to gen-
eral acute-care hospitals, acute psychiatric hospitals, and gen-
eral acute-care hospitals providing only acute medical
rehabilitation center services. The provisions of Section 1225
shall apply to distinct part skilled nursing and intermedi-
ate-care services on a general acute-care or acute psychiatric
hospital license, provided either in a separate unit or a free-
standing building.

1224.2 Application. New buildings and additions, alterations
or repairs to existing buildings subject to licensure shall com-
ply with applicable provisions of the California Electrical
Code, California Mechanical Code, California Plumbing
Code, California Fire Code (Parts 3, 4, 5 and 9 of Title 24) and
this section.

Exceptions:

1. Facilities licensed and in operation prior to the effec-
tive date of this section shall not be required to insti-
tute corrective alterations or construction to comply
with any new requirements imposed thereby or subse-
quently, except where specifically required or where
the enforcing agency determines that a definite haz-
ard to health and safety exists. Facilities for which
preliminary drawings have been submitted to the en-
forcing agency prior to the effective date of this
change shall not be required to comply with such new
requirements, provided working drawings are sub-
mitted within one year of the effective date of such new
requirements.

2. The provisions of this section do no prohibit the use of
alternate space utilization, new concepts of design,
treatment techniques, equipment and alternate finish
materials provided the intent of this section is accom-
modated and written approval for such alternative is
granted by the enforcing agency. Written substantiat-
ing evidence in support of the alternate and a written
request for consideration shall be submitted to the en-
forcing agency.

3. Nothing in this section shall prohibit the provisions of
required services from a centralized service facility
serving two or more licensed facilities when approved
in writing by the licensing agency. Buildings and re-
quired spaces for services provided in a separate cen-
tralized services facility shall comply with all
applicable provisions of these regulations and appli-
cable local codes and ordinances for the services so
provided.

4. Acute psychiatric hospitals and general acute-care
hospitals providing only acute medical rehabilitation
center services may provide for surgical and anesthe-
sia services to be provided by an outside licensed fa-
cility when approved by the licensing agency.

5. When the Corrections Standards Authority, the De-
partment of Corrections or the Department of Youth
Authority determines that a particular requirement
for hospitals located in a correctional facility may
compromise the safety, security or protection of staff,

inmates or property, the enforcement agency shall
consider an alternate design.

1224.3 Definitions. For the purpose of this section , the follow-
ing terms shall have the meaning indicated:

AIR CONDITIONING. The process or system by which simul-
taneously the temperature, humidity, air motion and quality are
maintained within required limits.

AIRBORNE INFECTION ISOLATION ROOM. A sin-
gle-occupancy patient room where environmental factors are
controlled in an effort to minimize the transmission of those
infectious agents usually spread from person to person by
droplet nuclei associated with coughing and inhalation.

AMBULATORY CARE. A defined health care encounter(s) of
less than 24 hours in duration that requires direct professional
health care support within a specific facility.

AMBULATORY SURGICAL FACILITY. Any surgical facil-
ity organized for the purpose of providing procedural, invasive
surgical care to patients with the expectation that they will be
recovered sufficiently to be discharged in less than a 24-hour
period.

BASIC SERVICES. Those essential services required for
licensure as a hospital, including medical, nursing, surgical,
anesthesia, laboratory, radiology, pharmacy, dietary services
and support services. See “SUPPLEMENTAL SERVICES.”

BIOTERRORISM. The use, or threat of use, of biological
agents to intimidate a political entity or population group.

CENTRAL AIR-HANDLING SYSTEMS. Any units requir-
ing ductwork on the supply or inlet side and serving more than
one room.

COURT. An open exterior space bounded on three or more
sides by the walls of a structure.

ENVIRONMENT OF CARE. Those features in a built health
care entity that are created, structured, and maintained to sup-
port quality health care.

FLOOR AREA, CLEAR. The actual occupied area exclusive
of fixed or wall-mounted cabinets, built-in shelves, toilet
rooms, closets, lockers, wardrobes, alcoves, anterooms or ves-
tibules.

GENERAL ACUTE-CARE HOSPITAL. A hospital, licensed
by the Department of Health Services, having a duly consti-
tuted governing body with overall administrative and profes-
sional responsibility and an organized medical staff which
provides 24-hour inpatient care, including the basic services.

GOOSENECK SPOUT. A deck or fixture-mounted spout
shaped so the discharge point is at least 5 inches (127 mm)
above the fixture rim.

HANDWASHING FIXTURE. A special application sink hav-
ing a water supply spout mounted so the discharge point is at
least 5 inches (127 mm) above the fixture rim and equipped
with hot and cold supply controls not requiring direct contact
of the hands for operation. The fixture cannot be equipped with
an aerator and wrist or elbow blade handles, but may be
equipped with a nonaerating laminar flow device. Sensor oper-
ated fixtures may be used, provided they are either battery
operated or connected to the essential electrical system.
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HOSPITAL. A general acute-care hospital, including those
providing only acute medical rehabilitation center services
and acute psychiatric hospitals.

HOUSEKEEPING. Services anywhere within a health care
facility that include general cleaning and tidying and the provi-
sion and positioning of identified materials, e.g., soaps, towels,
etc. (While routine disinfection protocols can be included in
such a definition, the definition is not intended to include com-
plex, nonroutine disinfection procedures nor the nonroutine
disposition of hazardous materials such as potentially toxic
drugs or other chemicals and radioactive wastes.)

LDR. Labor, Delivery, Recovery (an unlicensed patient bed)

LDRP. Labor, Delivery, Recovery, Postpartum (a licensed
patient bed)

LICENSING AGENCY. The Department of Public Health,
Licensing and Certification.

NURSING UNIT. A designated patient care area of the hospi-
tal which is planned, organized, operated and maintained to
function as a unit. It includes patient rooms with adequate sup-
port facilities, services and personnel providing nursing care
and necessary management of patients.

OPERATING ROOM. A room specifically designed for the
performance of surgical procedures. (In common understand-
ing, this means most types of surgical procedures, especially
those involving the administration of anesthesia, multiple per-
sonnel, recovery room access, and a fully controlled environ-
ment.)

OUTPATIENT SERVICE. An organizational unit of the hos-
pital, which provides nonemergency healthcare services to
patients.

PATIENT ROOM. Licensed patient bed rooms.

PERIOPERATIVE. Patient care and other related supportive
activities before, during or after the operative event.

PROTECTIVE ENVIRONMENT. A bedded unit or patient
room where severely immunosuppressed patients are cared for.

SCRUB SINK. A sink used to wash and scrub the hands and
arms during the aseptic preparation for surgery, and equipped
with a supply spout and controls as required for a handwashing
fixture.

SERVICE SINK. A sink located in a housekeeping room and
designed for the purpose of cleaning mops and the disposal of
waste water.

SUB-ACUTE CARE. A segment within a continuum of levels
of care determined by patient acuity, clinical stability, and
resource needs.

SUPPLEMENTAL SERVICE. An inpatient or outpatient ser-
vice which is not required to be provided by law or regulation
for licensure. A supplemental service, when provided, must
accommodate the provisions of this section.

Note: See “BASIC SERVICES.”

SURGICAL SERVICE SPACE. A space that includes the
operating room(s) and service areas.

1224.4 GENERAL CONSTRUCTION.

1224.4.1 Services/systems and utilities. Services/systems
and utilities that are necessary to the operation of an acute
care hospital, skilled nursing facility, intermediate care
facility, or correctional treatment center shall meet the
structural requirements of this section. Examples of ser-
vices/systems and utilities include normal power; emer-
gency power; nurse call; fire alarm; communication and
data systems; space-heating systems; process load systems;
cooling systems; domestic hot and cold water systems;
fire-suppression systems; building drain and sewer sys-
tems;. and medical gas systems that support basic and sup-
plemental services.

Services from an acute care hospital, skilled nursing
facility or a correctional treatment center may serve a build-
ing that does not comply with the structural requirements of
the 1973 edition or later edition of the California Building
Standards Code with prior approval of the Office.

Exception: Remodel projects that use available existing
services/systems and utilities are exempted from the
requirements of this section. The authority having juris-
diction may exempt minor addition, minor alteration,
and minor remodel projects and projects to upgrade
existing services/systems and utilities from the require-
ments of this section.

1224.4.1.1 Services/systems and utilities for hospital
buildings.

1224.4.1.1.1 Additions, alterations, and remodels of
conforming (SPC-3, -4, or -5) hospital buildings.
Services/systems and utilities for new buildings and
additions, and alterations or remodels to existing
conforming buildings shall originate in hospital
buildings that have OSHPD-approved performance
categories of SPC-3 or higher and NPC-4 or higher
The services/systems and utilities shall not pass
through or under buildings that do not have
OSHPD-approved performance categories of SPC-2
or higher and NPC-4 or higher.

Exceptions:

1. Remodel and alteration projects that use
available existing services/systems and util-
ities are exempted from these requirements.

2. Services/systems and utilities may pass
through or under buildings that have
OSHPD-approved nonstructural perfor-
mance categories of NPC-2 or NPC-3, pro-
vided that the services/systems and utilities
feeding the new building addition, alter-
ation, or remodel conform with ASCE 7
Chapter 13 as modified in Section 1614A
and are deemed by OSHPD to be free of ad-
verse seismic interactions caused by poten-
tial failure of overhead or adjacent
components.
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1224.4.1.1.2 Additions, alterations, and remodels of
SPC-2 hospital buildings. Services/systems and utili-
ties for additions, alterations, or remodels of SPC-2
hospital buildings may originate in and pass through
or under SPC-2 or better buildings that have an
OSHPD-approved nonstructural performance cate-
gory of NPC-3 or higher.

Exception: Services/systems and utilities may
pass through or under buildings that have
OSHPD-approved nonstructural performance
categories of NPC-2, provided that the ser-
vices/systems and utilities feeding the addition,
alteration, or remodel conform with Chapter 34A
and are deemed by OSHPD to be free of adverse
seismic interactions caused by potential failure of
overhead or adjacent components.

1224.4.1.1.3 Alterations and remodels of SPC-1
hospital buildings. Services/systems and utilities for
alterations or remodels of SPC-1 hospital buildings
may originate in and pass through or under SPC-1 or
better buildings that have an OSHPD-approved
nonstructural performance category of NPC-2 or
higher.

1224.4.1.1.4 Buildings without SPC/NPC ratings.
When services/systems and utilities for new buildings,
additions, alterations, or remodels pass through or
under hospital buildings which would not otherwise
require evaluation for an SPC rating, such buildings
shall be evaluated in accordance with the require-
ments of Section 1.3, Chapter 6, Part 1, California
Building Standards Administrative Code, to deter-
mine the appropriate ratings, or shall be shown to
meet the structural requirements of these regulations
for new hospital buildings. The services/systems and
utilities feeding the new building addition, alteration,
or remodel shall conform with ASCE 7 Chapter 13 as
modifed in Section 1614A and shall be deemed by
OSHPD to be free of adverse seismic interactions
caused by potential failure of overhead or adjacent
components.

1224.4.1.1.5 Buildings removed from acute-care
hospital service. Services/systems and utilities for
conforming acute care hospital buildings may pass
through or under a building that has been removed
from acute care hospital service until January 1, 2030
if the building removed from service remains under
the jurisdiction of OSHPD and meets the perfor-
mance requirements of Section 1224.4.1.1.1. Ser-
vices/systems and utilities for noncomforming acute
care hospital buildings may pass through or under a
building that has been removed from acute care hos-
pital service only if the building removed from service
remains under the jurisdiction of OSHPD and meets
the performance requirements of Sect ion
1224.4.1.1.2.

Exception: Service/system and utilities for acute
care hospital buildings may pass through or under

the buildings that have been removed from acute
care service and which do not meet the perfor-
mance requirements of Section 1224.4.1.1.1 or
Section 1224.4.1.1.2, provided all of the following
are met:

1. The hospital has obtained an approved ex-
tension to the 2008 deadlines in accordance
with Section 1.5.2, Article 1, Chapter 6 Cal-
ifornia Building Standards Administrative
Code.

2. The extensions request specifically includes
a request to allow services/systems and utili-
ties to pass through or under the building re-
moved from acute care service. The
services/systems and utilities may pass
through or under the building for the dura-
tion of the extension.

3. The building removed from acute care ser-
vice remains under the jurisdiction of
OSHPD.

After January 1, 2030, services/systems and utili-
ties for acute care hospital buildings shall not origi-
nate in or pass through or under a nonhospital
building unless it has OSHPD-approved perfor-
mance categories of SPC-3 or better and NPC-4 or
better, and the nonhospital building remains under
the jurisdiction of OSHPD.

1224.4.1.2 Services/systems and utilities for skilled
nursing facilities, intermediate care facilities, and cor-
rectional treatment centers.

1224.4.1.2.1 New buildings and additions. Ser-
vices/systems and utilities for new buildings and addi-
tions shall not originate in or pass through or under
structures that do not comply with the structural
requirements of the 1973 edition or later edition of the
California Building Standards Code. The structures
must be under the jurisdiction of OSHPD.

Exception: As an alternate to this section, skilled
nursing and intermediate care facilities, and cor-
rectional treatment centers may meet the require-
ments in Section 1224.4.1.1 for hospital buildings.

1224.4.1.2.2 Alterations and remodels. Services/sys-
tems and utilities for alterations or remodels of exist-
ing buildings may pass through structures that do not
comply with the structural requirements of the 1973
edition or later edition of the California Building
Standards Code, provided that the structure is under
the jurisdiction of OSHPD, and the new services/sys-
tems and utilities passing through the buildings are
anchored and braced for seismic forces in accor-
dance with these regulations for new buildings and
are free of adverse seismic interactions caused by
potential failure of overhead or adjacent components.

1224.4.2 Service spaces. Spaces for dietary, laundry,
morgue, ambulance entrance, receiving areas, power
plants, mechanical equipment, incinerator, garbage can
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cleaning, automobile parking and storage areas for gar-
bage, trash and medical gases shall be located and
constructed to minimize noise, steam, odors, hazards and
unsightliness in patient-care areas and bedrooms.

1224.4.3 Treatment spaces. Radiology, laboratory, phar-
macy, physical therapy and service spaces serving only out-
patients and similar outpatient service departments shall
not be located in nursing units, surgical units, perinatal
units, nursery areas, central sterilization rooms, food-ser-
vice' areas, power plants, mechanical equipment rooms,
maintenance shops, general storage, laundry, employees’
dressing or housekeeping facilities.

Exception: Physical and occupational therapy spaces of
a rehabilitation service may serve both outpatients and
inpatients.

1224.4.4 Examination or treatment room. Unless specified
elsewhere, if a treatment room or an exam room is provided,
it shall have a minimum clear floor area of 80 square feet
(7.4 m2), the least dimension of which shall be 8 feet (2438
mm). The room shall contain a handwashing fixture.

1224.4.5 Outpatient access. If x-ray examinations are to be
performed on outpatients, outpatient access to the radiolog-
ical spaces shall not traverse a nursing unit.

Exception: Satellite radiology, laboratory, pharmacy,
physical and occupational therapy space serving inpa-
tients may be located in nursing units and inpatient treat-
ment areas.

1224.4.6 Oxygen, vacuum and medical air.

1224.4.6.1 Outlets/inlets. Shall comply with Table
1224.2.

1224.4.6.2 Gas and vacuum systems. The design, instal-
lation and testing of medical gas and vacuum systems
shall conform to NFPA 99.

1224.4.6.3 Hyperbaric facilities. The design and con-
struction of hyperbaric facilities shall conform to NFPA
99.

1224.4.6.4 Laboratories. The design and construction of
hospital laboratories shall conform to NFPA 99.

1224.4.6.5 Bulk oxygen systems. Bulk oxygen systems
shall conform to NFPA 50.

1224.4.7 Corridors.

1224.4.7.1 Width. The minimum width of corridors and
hallways shall be 8 feet (2438 mm).

Exception: Patient-care corridors and hallways in
hospitals for psychiatric care of patients who are not
bedridden shall have a minimum clear and unob-
structed width of 6 feet (1829 mm). For the purposes
of this section, bedridden patients shall be defined as
patients confined to beds who would be transported
or evacuated in beds or litters.

1224.4.7.2 Light traffic. Service corridors and hallways
with anticipated light traffic volume for nonpatient use

may be reduced to a width of 5 feet (1524 mm) if
approved by the enforcing agency.

Exception: Corridors and hallways in administrative
and business areas may be reduced to a width of 44
inches (1118 mm).

1224.4.7.3 Outpatient services. Outpatient clinics or
outpatient departments which contain facilities for out-
patient use only, such as laboratory, x-ray, physical ther-
apy or occupational therapy, shall have a minimum
corridor or hallway width of 5 feet (1524 mm). Outpa-
tient clinics and outpatient departments consisting only
of waiting rooms, business offices, doctor's offices, and
examining rooms, where there is no traffic through such
area to other services or to exits from the building, shall
have a minimum corridor or hallway width of 44 inches
(1118 mm).

1224.4.7.4 Handrails. Corridors for patient traffic in
areas providing skilled nursing, intermediate care or
rehabilitation services shall be furnished with a handrail
on both sides at a height not less than 30 inches (762 mm)
or greater than 36 inches (914 mm).

1224.4.7.5 Connections. Corridor systems shall connect
all patient rooms and basic services.

Exception: Covered pedestrian walkways connecting
separate buildings are permitted for ambulatory, psy-
chiatric or chemical dependency patients.

1224.4.8 Doors and door openings.

1224.4.8.1 Toilet room doors. Doors to toilet rooms
shall have an opening of not less than 32 inches (813
mm) clear in width and shall be equipped with hardware
which will permit the door to swing outward or in a man-
ner to negate the need to push against a patient who may
have collapsed within the toilet room.

1224.4.8.2 Pocket doors. Pocket sliding doors are not
permitted.

Exception: Administration and business areas.

1224.4.9 Windows and screens.

1224.4.9.1 Windows. Rooms approved for the housing of
patients shall be provided with natural light by means of
exterior glazed openings excluding clerestory window,
obscure glass and skylights, with an area not less than
one tenth of the total floor area.

Exception: Newborn intensive-care units shall com-
ply with Section 1224.29.2.12 Daylight.

1224.4.9.2 Operation and sills. Patient room windows
shall have sills not more than 36 inches (914 mm) above
the floor. If operable windows are provided that require
the use of tools or keys for operation, the tools or keys
shall be located at the nurses’ station.

Exception: Window sills in intensive-care units may
be 60 inches (1524 mm) above the floor.

1224.4.9.2.1 Airborne infection isolation or protec-
tive environment rooms. If operable windows are
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1224.4.15 Housekeeping room. This room shall be a mini-
mum floor area of 15 square feet (1.4 m2). It shall contain a
service sink or floor receptor and provisions for storage of
supplies and housekeeping equipment.

1224.4.16 Laundry and trash chutes. Gravity-type laundry
and trash chutes shall have a minimum diameter of 2 feet
(610 mm) and shall be designed to prevent distribution of
airborne contaminating elements to all floors served.

1224.4.17 Telephone. Each floor accommodating patients
shall have a telephone installed for patient use. Such tele-
phones shall be readily accessible to patients who are lim-
ited to wheel chairs and stretchers. This may not be required
in separate buildings having six or fewer beds which are
restricted to occupancy by ambulatory patients.

1224.5 Reserved

1224.6 Reserved

1224.7 Reserved

1224.8 Reserved

1224.9 Reserved

1224.10 Reserved

1224.11 Reserved

1224.12 Reserved

1224.13 Reserved

BASIC SERVICES

1224.14 NURSING SERVICE SPACE.

1224.14.1 Patient rooms.

1224.14.1.1 Capacity. No patient room shall be designed
to accommodate more than eight beds.

1224.14.1.2 Space requirements. In new construction,
patient rooms shall have a minimum of 100 square feet
(9.29 m2) of clear floor area per bed in multiple-bed
rooms and 120 square feet (11.15 m2) of clear floor area
for single-bed rooms. The dimensions and arrangement
of rooms shall be such that there is a minimum of 3 feet
(914 mm) between the sides and foot of the bed and any
wall or any other fixed obstruction. In multiple-bed
rooms, a clearance of 4 feet (1219 mm) shall be available
at the foot of each bed to permit the passage of equipment
and beds.

Exceptions:

1. Where renovation of existing patient rooms is
undertaken in facilities built under the 2001 or
prior California Building Code, patient rooms
shall have no less than 80 square feet (7.43 m2)
of clear floor area per bed in multiple-bed
rooms and 110 square feet. (10.22 m2) of clear
floor area in single-bed rooms.

2. For shelled spaces built under the 2001 or prior
California Building Code, patient rooms shall
have no less than 80 square feet (7.43 m2) of
clear floor area per bed in multiple-bed rooms

and 110 square feet (10.22 m2) of clear floor
area in single-bed rooms.

1224.14.1.3 Windows. Each patient room shall have a
window in accordance with Section 1224.4.9.

1224.14.1.4 Arrangement. Patient rooms shall not be
designed to permit the placement of beds more than three
deep from the exterior window, but shall be of such shape
and dimensions to allow for the performance of routine
functions, including the easy transfer of patients to and
from bed to wheelchair or wheeled gurney.

1224.14.1.5 Outside exposure. All patient bedrooms
shall have an outside exposure and shall not be below
ground level.

1224.14.1.6 Handwashing fixtures. A handwashing fix-
ture shall be provided in the patient room. In multi-
ple-bed rooms the handwashing fixture shall be located
outside of the patient’s cubicle curtain so that it is acces-
sible to staff. Where renovation of patient rooms is under-
taken a handwashing fixture shall be located in the toilet
room or patient room.

1224.14.1.7 Toilet room. Each patient shall have access
to a toilet room without having to enter the general corri-
dor area. One toilet room shall serve no more than four
beds and no more than two patient rooms. The toilet
room shall contain a water closet and a lavatory and the
door shall swing outward or be double acting.

1224.14.1.8 Patient storage. Each patient shall have
within his or her room a separate wardrobe, locker, or
closet suitable for hanging full-length garments and for
storing personal effects.

1224.14.1.9 Privacy. In multiple-bed rooms, visual pri-
vacy from casual observation by other patients and visi-
tors shall be provided for each patient. The design for
privacy shall not restrict patient access to the entrance,
lavatory, or toilet room.

1224.14.2 Service areas. Unless otherwise indicated, provi-
sion for the services listed below shall be in or readily avail-
able to each nursing unit. The size and location of each
service area will depend upon the numbers and types of beds
served. Identifiable spaces are required for each of the indi-
cated functions. Each service area may be arranged and
located to serve more than one nursing unit but, unless
noted otherwise, at least one such service area shall be pro-
vided on each nursing floor. Where the words “room” or
“offices” are used, a separate, enclosed space for the one
named function is intended; otherwise, the described area
may be specific space in another room or common area.

1224.14.2.1 Administrative center(s) or nurse sta-
tion(s). This area shall have space for counters and stor-
age and shall have convenient access to handwashing
fixtures. It may be combined with or include centers for
reception, charting and communication.

1224.14.2.2 Nurse or supervisor office.

1224.14.2.3 Toilet room(s) conveniently located for staff
use.
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1224.14.2.4 Multipurpose room(s) for staff, patients,
patients’ families for patient conferences, reports, edu-
cation, training sessions, and consultation. These rooms
must be accessible to each nursing unit. They may be on
other floors if convenient for regular use. One such room
may serve several nursing units and/or departments.

1224.14.2.5 Examination or treatment room(s ). Exam-
ination or treatment rooms are optional. If provided, pro-
vision shall be made to preserve patient privacy from
observation from outside the exam room though an open
door.

1224.14.2.6 Clean utility room. If the room is used for
preparing patient care items, it shall contain a work
counter, a handwashing fixture, and storage facilities for
clean and sterile supplies. If the room is used only for
storage and holding as part of a system for distribution of
clean and sterile materials, the work counter and
handwashing fixture may be omitted. Soiled and clean
utility or holding rooms shall be separated and have no
direct connection.

1224.14.2.7 Soiled workroom or soiled holding room.
This room shall be separate from the clean utility room.
The soiled workroom utilities room shall contain a clini-
cal sink (or equivalent flushing-rim fixture). The room
shall contain a handwashing fixture. The above fixtures
shall both have a hot and cold mixing faucet. The room
shall have a work counter and space for separate cov-
ered containers for soiled linen and waste. Rooms used
only for temporary holding of soiled material may omit
the clinical sink and work counter. If the flushing-rim
clinical sink is eliminated, facilities for cleaning bedpans
shall be provided elsewhere.

1224.14.2.8 Medication station. Provision shall be
made for distribution of medications. This shall be done
from a medicine preparation room or from a self-con-
tained medicine dispensing unit.

1224.14.2.8.1 Medicine preparation room. If pro-
vided, this room shall be directly accessible from the
nursing station. It shall contain a work counter,
handwashing fixture, refrigerator, and locked storage
for controlled drugs. When a medicine preparation
room is to be used to store one or more self-contained
medicine dispensing units, the room shall be designed
with adequate space to prepare medicines with the
self-contained medicine dispensing unit(s) present.

1224.14.2.8.2 Self-contained medicine dispensing
unit. If provided, a self-contained medicine dispens-
ing unit shall be located at the nurses’ station, in the
clean utility room, or in an alcove.

1224.14.2.9 Clean linen storage. Each nursing unit
shall contain a designated area for clean linen storage.
This may be within the clean utility room or a separate
closet.

1224.14.2.10 Nourishment area. There shall be a nour-
ishment area with sink, work counter, refrigerator, stor-
age cabinets, and equipment for hot and cold
nourishment between scheduled meals. The nourishment

area shall include space for trays and dishes used for
nonscheduled meal service. Provisions and space shall
be included for separate temporary storage of unused
and soiled dietary trays not picked up at mealtime.
Handwashing fixtures shall be in or adjacent to the nour-
ishment area.

1224.14.2.11 Ice machine. Each nursing unit shall have
equipment to provide ice for treatments and nourish-
ment. Ice making equipment may be in the clean utility
room/holding room or at the nourishment station. Ice
intended for human consumption shall be from self-dis-
pensing icemakers.

1224.14.2.12 Equipment storage room. Appropriate
room(s) shall be provided for storage of equipment nec-
essary for patient care. Each unit shall provide not less
than 10 square feet (0.93 m2) per patient bed.

1224.14.2.13 Gurneys and wheelchairs. Provide a stor-
age room or alcove for gurneys and wheelchairs which
shall be a minimum of 15 square feet (1.39 m2).

1224.14.2.14 Showers and bathtubs. When individual
bathing facilities are not provided in patient rooms, there
shall be at least one shower and/or bathtub for each 12
beds without such facilities. Each bathtub or shower
shall be in an individual room or enclosure that provides
privacy for bathing, drying, and dressing. Special bath-
ing facilities, including space for attendant, shall be pro-
vided for patients on gurneys, carts, and wheelchairs at
the ratio of one per 100 beds or a fraction thereof. This
may be on a separate floor if convenient for use.

1224.14.2.15 Patient toilet room(s), in addition to those
serving bed areas, shall be conveniently located to multi-
purpose room(s) and within or directly accessible to
each central bathing facility.

1224.14.2.16 Emergency equipment storage. Space
shall be provided for emergency equipment that is under
direct control of the nursing staff, such as a
cardiopulmonary resuscitation (CPR) cart. This space
shall be directly accessible from the nursing station, but
out of normal traffic.

1224.14.2.17 Housekeeping room.

1224.14.3 Airborne infection isolation rooms.

1224.14.3.1 General. Single rooms shall be provided for
the isolation of patients with airborne communicable
disease at a ratio of one room for each 35 licensed beds,
or major fraction thereof. At least one airborne infection
isolation room shall be provided. Airborne infection iso-
lation rooms shall be labeled with the words “Airborne
Infection Room” on or adjacent to the anteroom side of
the door between the isolation room and the anteroom.

Exceptions:

1. Acute psychiatric hospitals shall provide air-
borne infection isolation rooms at the ratio of
one room for each 50 beds, or major fraction
thereof.
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2. Airborne infection isolation rooms are not re-
quired for chemical dependency recovery ser-
vices.

1224.14.3.2 Anteroom doors. Airborne infection isola-
tion room(s) shall have self-closing and latching devices
on all anteroom doors.

1224.14.3.3 Anteroom. A separate anteroom shall be
provided between the airborne infection isolation room
and the corridor, which shall constitute the primary
entrance to the airborne infection isolation room. This
anteroom shall have a handwashing fixture, work coun-
ter at least 3 feet (914 mm) long, cabinets and space to
gown and to store clean and soiled materials. There shall
be a view window from the anteroom to the isolation
room and means to allow for airflow from the anteroom
into the airborne infection isolation room. Doors shall
be aligned to allow large equipment to be wheeled into
the airborne infection isolation room unless a secondary
door complying with Section 1224.14.3.2 is provided.
One anteroom may serve no more than two airborne
infection isolation rooms.

1224.14.3.4 Secondary entry. When a secondary entry is
provided, the secondary doors shall be provided with
locking devices which are readily operable from the
room side and which are readily operable by the facility
staff on the other side. When key locks are used on isola-
tion rooms, keys shall be located at the nurses’station in
a prominent readily accessible location.

1224.14.3.5 Sealed-tight room. Airborne infection iso-
lation room perimeter walls, ceilings, floors, doors, and
penetrations shall be sealed tightly to minimize air infil-
tration from the outside or from other spaces.

1224.14.3.6 Adjoining toilet room. Each isolation room
shall have its own adjoining toilet room with an emer-
gency nurse call system, a lavatory, a shower providing a
seat or a space for a shower chair and a toilet equipped
with a bedpan flushing attachment with a vacuum
breaker.

1224.14.4 Protective environment room(s).

1224.14.4.1 General. Protective environment rooms for
the protection of certain immunosuppressed patients
may be provided by the facility. Protective environment
rooms shall be labeled.”Protective Environment Room”
on or adjacent to the anteroom side of the door between
the isolation room and the anteroom. Protective environ-
ment rooms shall contain only one bed.

1224.14.4.2 Anteroom doors. Protective environment
room (s) shall have self-closing and latching devices on
all anteroom doors.

1224.14.4.3 Anteroom. A separate anteroom shall be
provided between the protective environment room and
the corridor, hallway or adjoining space which shall
constitute the only entrance to the protective environ-
ment room. This anteroom shall have a handwashing fix-
ture, work counter at least 3 feet (914 mm) long, cabinets

and space to gown and to store clean and soiled materi-
als. There shall be a view window from the anteroom to
the protective environment room. There shall be means to
allow for airflow from the protective environment room
into the anteroom. Anteroom doors shall be aligned so
that large equipment can be wheeled into the protective
environment room. One anteroom may serve no more
than one protective environment room.

Exception: Alternate designs for protective environ-
ment rooms, without individual anterooms, may be
approved by the enforcement agency when it can be
demonstrated that the alternate design meets the
requirements of the California Mechanical Code and
does not compromise or alter any health or fire pro-
tection component, assembly or system.

1224.14.4.4 Adjoining toilet room. Room shall meet the
requirements of Section 1224.14.4.5.

1224.14.4.5 Sealed-tight room. Protective environment
room perimeter walls, ceiling, floors, doors, and pene-
trations shall be sealed tightly to minimize air infiltration
from the outside or from other spaces.

1224.14.5 Seclusion room(s). If provided, the hospital shall
provide one or more single bedrooms for patients needing
close supervision for medical and/or psychiatric care. This
may be part of the psychiatric unit described in Section
1224.31. If the single bedroom(s) is part of the acute-care
nursing unit, the provisions of Section 1224.14.1 shall
apply, with the following exceptions: each room shall be for
single occupancy; each shall be located to permit staff
observation of the entrance, preferably adjacent to the
nurses’ station; and each shall be designed to minimize the
potential for escape, hiding, injury, or suicide. If vision pan-
els are used for observation of patients, the arrangement
shall insure patient privacy and prevent casual observation
by visitors and other patients.

1224.15 SURGICAL SERVICE SPACE. A minimum of one
operating room and one recovery bed is required. The surgical
service space shall be located and arranged to prevent
nonrelated traffic through the service space.

Exception: Surgical service space is not required in a rural
general acute care hospital.

1224.15.1 Surgery.

1224.15.1.1 General operating room(s). In new con-
struction, each room shall have a minimum clear floor
area of 400 square feet (37.16 m2) with a minimum of 20
feet (6096 mm) clear dimension between fixed cabinets
and built-in shelves; and a system for emergency com-
munication with the surgical service space control sta-
tion. X-ray or imaging viewing capabilities shall be
provided.

Exception:

1. Where renovation of existing operating rooms
is undertaken in facilities built under the 2001
or prior California Building Code, each oper-
ating room shall have a minimum clear floor
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area of 324 square feet (30.10 m2) with a mini-
mum of 18 feet (5486 mm) clear dimension be-
tween fixed cabinets and built-in shelves.

2. For shelled floor spaces built under the 2001 or
prior California Building Code, each existing
operating room shall have a minimum clear
floor area of 324 square feet (30.10 m2) with a
minimum of 18 feet (5486 mm) clear dimension
between fixed cabinets and built-in shelves.

1224.15.1.2 Surgical cystoscopic and other endo-uro-
logic procedures. In new construction each room shall
have a minimum clear floor area of 250 square feet
(23.23 m2) with a minimum of 15 feet (4572 mm) clear
dimension between fixed cabinets and built-in shelves.
X-ray viewing capability shall be provided.

Exception:

1. Where renovation of operating rooms is under-
taken in facilities built under the 2001 or prior
California Building Code rooms for surgical
cystoscopy shall have a minimum clear floor
area of 180 square feet (16.72 m2). Cast rooms
for open reductions, if provided, shall have a
minimum clear floor area of 180 square feet
(16.72 m2), no dimension of which shall be less
than 11 feet (3353 mm).

2. For shelled spaces built under the 2001or prior
California Building Code, each surgical
cystoscopy shall have a minimum clear floor
area of 180 square feet (16.72 m2). Cast rooms
for open reductions, if provided, shall have a
minimum floor area of 180 square feet (16.72
m2), no dimension of which shall be less than 11
feet (3353 mm).

1224.15.2 Preoperative patient holding area(s). In facili-
ties with two or more operating rooms, area(s) shall be pro-
vided to accommodate gurney patients or sitting space for
ambulatory patients not requiring gurneys. These area(s)
shall be under the direct visual control of the nursing staff
and may be part of the recovery service space. Each gurney
station shall be a minimum clear floor area of 80 square feet
(7.43 m2) and shall have a minimum clearance of 3 feet (914
mm) on the sides of the gurneys and the foot of the gurney.
Provisions for patient privacy such as cubicle curtains shall
be made.

1224.15.3 Service areas. Services, except for the enclosed
soiled workroom referenced in Section 1224.15.3.7 and the
housekeeping room referenced in Section 1224.15.3.12.
Housekeeping room may be shared with the obstetrical
facilities. Service areas, when shared with delivery rooms,
shall be designed to avoid the passing of patients or staff
between the operating room and the delivery room areas.

1224.15.3.1 Control station. Control stations shall be
located to permit visual observation of all traffic into the
surgical service space.

1224.15.3.2 Supervisor’s office or station.

1224.15.3.3 Sub sterile areas. If provided, a sub sterile
area(s) shall be equipped with a flash sterilizer, warming

cabinet, and handwashing fixture. If a sterilizing facil-
ity(ies) with high-speed sterilizer(s) or other sterilizing
equipment for immediate or emergency use are provided,
they shall be grouped to service several operating rooms
for convenient, efficient use; and a work space and
handwashing fixture shall be included. Other facilities
for processing and sterilizing reusable instruments, etc.,
may be located in another hospital department such as
central services.

1224.15.3.4 Medication station. Shall be provided in
accordance with Section 1224.14.2.8.

1224.15.3.5 Scrub facilities. Scrub sinks shall be
located outside of sterile areas. A minimum of two scrub
sinks shall be provided in a surgical unit containing one
operating room. Four scrub sinks shall be provided in
surgical units containing two operating rooms. One
additional scrub sink shall be provided for each addi-
tional operating room. Scrub sinks shall have water sup-
ply controls not requiring direct contact of the hands for
operation.

1224.15.3.6 Clock. A direct-wired or battery-operated
clock or other equivalent timing device shall be visible
from the scrub-up sinks.

1224.15.3.7 Soiled workroom. An enclosed soiled work-
room (or soiled holding room that is part of a system for
the collection and disposal of soiled material) for the
exclusive use of the surgical service space shall be pro-
vided. The soiled workroom shall contain a flushing-rim
clinical sink or equivalent flushing-rim fixture, a
handwashing fixture, a work counter, and space for
waste receptacles and soiled linen receptacles. Rooms
used only for temporary holding of soiled material may
omit the flushing-rim clinical sink and work counters.
However, if the flushing-rim clinical sink is omitted,
other provisions for disposal of liquid waste shall be pro-
vided. The room shall not have direct connection with
operating rooms. Soiled and clean utility room or hold-
ing rooms shall be separated. The soiled workroom shall
provide 24 square feet (2.23 m2) per operating room up to
eight operating rooms and shall have a minimum area of
48 square feet (4.46 m2), with no dimension less than 6
feet (1829 mm).

1224.15.3.8 Clean utility room. This room shall not be
used for food preparation.

1. A clean utility room is required when clean materi-
als are assembled within the surgical service space
prior to use or following the decontamination cy-
cle. It shall contain a work counter, a handwashing
fixture, storage facilities for clean supplies, and a
space to package reusable items. The storage for
sterile supplies must be separated from this space.
If the room is used only for storage and holding as
part of a system for distribution of clean supply
materials, the work counter and handwashing fix-
ture may be omitted. Soiled and clean utility rooms
or holding rooms shall be separated.
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2. An operating room service space design with a
sterile core must provide for no cross traffic of staff
and supplies from the decontaminated/soiled ar-
eas to the sterile/clean areas. The use of facilities
outside the operating room for soiled/decontami-
nated processing and clean assembly and sterile
processing will be designed to move the flow of
goods and personnel from dirty to clean/sterile
without compromising universal precautions or
aseptic techniques in both departments.

1224.15.3.9 Anesthesia workroom. Provide an anesthe-
sia workroom for cleaning, testing, and storing anesthe-
sia equipment. This room shall contain work counter(s)
and sink(s) and racks for cylinders.

1224.15.3.10 Equipment storage room(s) for equip-
ment and supplies used in surgical service space. Each
surgical service space shall provide sufficient storage
area to keep its required corridor width free of equipment
and supplies, but not less than 150 square feet (13.94 m2)
or 50 square feet (4.65 m2) per operating room, which-
ever is greater.

1224.15.3.11 Staff clothing change areas. Appropriate
areas shall be provided for male and female personnel
(orderlies, technicians, nurses, and doctors) working
within the surgical service space. The areas shall contain
lockers, showers, toilets, lavatories equipped for
handwashing, and space for donning surgical attire.
These areas shall be arranged to encourage a one-way
traffic pattern so that personnel entering from outside the
surgical service space can change and move directly into
the surgical service space.

1224.15.3.12 Housekeeping room. Shall be provided for
the exclusive use of the surgical service space. It shall be
directly accessible from the service space.

1224.16 ANESTHESIA SERVICE SPACE.

1224.16.1 Post-anesthetic care units (PACUs). Each PACU
shall contain a medication station in accordance with Sec-
tion 1224.14.2.8; handwashing fixtures; nurse control with
charting facilities; clinical sink, refrigerator, provisions for
bedpan cleaning; and storage space for gurneys, supplies,
and equipment. Additionally, the design shall provide a
minimum of 80 square feet (7.43 m2) for each patient station
with clearance of at least 5 feet (1524 mm) between patient
gurneys and 4 feet (1218 mm) between patient gurneys and
adjacent walls. Provisions for patient privacy such as cubi-
cle curtains shall be made. In new construction, at least one
door to the recovery room shall access directly from the sur-
gical service space without crossing public corridors.
Handwashing fixtures shall be provided with at least one for
every four gurneys uniformly distributed to provide equal
access from each patient gurney.

Exception: In a rural general acute care hospital, when
the surgical service space is not provided, the anesthesia
service space is not required.

1224.17 CLINICAL LABORATORY SERVICE SPACE.

1224.17.1 General requirements. All hospitals shall pro-
vide space and equipment to perform urinalysis, complete

blood counts, hemoglobin blood typing and cross matching.
If laboratory facilities for bacteriological, serological,
pathological and additional hematological procedures are
not available in the community, then space, equipment and
supplies for such procedures shall be provided. The follow-
ing physical facilities shall be provided:

1. Laboratory work space.

2. Refrigerated blood storage facilities for transfusions
shall be provided. Blood storage refrigerator shall be
equipped with temperature-monitoring and alarm
signals that are monitored continuously.

3. Handwashing fixture.

1224.18 RADIOLOGICAL/IMAGING SERVICE SPACE.

1224.18.1 Minimum requirements. Hospital shall provide
a minimum of:

1. One fluoroscopy room, which can also provide x-ray
examination services.

2. Space for processing images.
3. A toilet room adjoining each fluoroscopy room, in ad-

dition to other toilet room facilities located adjacent
to or in the immediate vicinity.

4. An office or other suitable area for viewing and re-
porting radiographic examination.

5. Storage spaces for all image equipment, supplies and
copies of reports.

6. Handwashing fixtures located within the unit.
7. Dressing room facilities.

1224.18.1.1 Radiation protection. A certified physicist
or other qualified expert shall specify the type, location,
and amount of radiation protection to be installed in
accordance with the final approved department layout
and equipment selections. Where protected alcoves with
view windows are required, a minimum of 1'-6" (0.45
meter) between the view window and the outside parti-
tion edge shall be provided. Radiation protection
requirements shall be incorporated into the construction
documents and comply with Chapter 31C and the
requirements of California Radiation Control Regula-
tions, California Code of Regulations, Title 17, Division
1, Chapter 5, and Subchapter 4.

1224.18.2 Angiography. If provided, angiography space
shall accommodate the following:

1. A control room with a view window to permit full view
of the patient.

2. A scrub sink located outside the staff entry to the pro-
cedure room.

3. Patient holding area shall accommodate at least one
patient gurney with a minimum of 3-foot (1524 mm)
clearance on the long side.

4. Storage for portable equipment and catheters shall be
provided.

1224.18.3 Computerized tomography (CT) scanning. If
provided, CT space shall accommodate the following:

1224.18.3.1 Spaces required. If provided, CT scan
spaces shall accommodate the equipment with a mini-
mum of 3 feet (1524 mm) on all sides of the equipment,
together with the following:
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1. A control room shall be provided that is designed
to accommodate the computer and other controls
for the equipment. A view window shall be pro-
vided to permit view of the patient.

2. A patient toilet room convenient to the procedure
room.

1224.18.4 Magnetic resonance imaging (MRI). If pro-
vided, the MRI room shall accommodate the equipment with
a minimum of 3 feet (1524 mm) on all sides of the equipment,
together with the following:

1. A control room shall be provided with full view of the
MRI.

2. A computer room shall be provided.

1224.18.5 Ultrasound. If ultrasound is provided, a patient
toilet room, accessible from the procedure room, shall be
provided.

1224.18.6 Support spaces. The following spaces are com-
mon to the imaging service area and are minimum require-
ments unless stated otherwise:

1224.18.6.1 Patient’s toilet room(s). In service spaces
with procedure rooms that do not have dedicated patient
toilets, provide a minimum of one patient toilet room
within the service space.

1224.18.6.2 Patient dressing rooms. Dressing rooms
shall be provided convenient to the imaging rooms.

1224.18.6.3 Staff facilities. In service space of three or
more procedure rooms, staff toilet room(s) internal to the
service space shall be provided.

1224.18.6.4 Film storage (active). If film systems are
used provide the following:

1. A room with cabinet or shelves for filing patient
film for immediate retrieval shall be provided.

2. Storage facilities for unexposed film which shall
include protection of film against exposure or
damage.

1224.18.6.5 Locked storage. Provision shall be made for
locked storage of medications and drugs.

1224.19 PHARMACEUTICAL SERVICE SPACE.

1224.19.1 Licensed pharmacy. All hospitals having a
licensed capacity of 100 or more beds shall have a phar-
macy on the premises licensed by the California Board of
Pharmacy.

Note: See General Acute Care Hospitals §70263(a),
Article 3, Chapter 1, Division 5, Title 22, California
Code of Regulations, for requirements concerning hospi-
tals with fewer than 100 beds. The pharmacy room or
service space shall conform to the requirements of §
1751, Article 7, Division 17, Title 16, California Code of
Regulations as enforced by the California Board of
Pharmacy.

1224.19.1.1 Handwashing fixture. Handwashing fix-
ture(s) shall be provided within each separate room
where open medication is handled.

1224.19.1.2 Location. Provide for convenient access to
toilet room and locker.

1224.20 DIETETIC SERVICE SPACE.

1224.20.1 General. Food service facilities and equipment
shall conform to these standards, the standards of the
National Sanitation Foundation and the requirements of the
local public health agency.

1224.20.2 Functional elements. On-site conventional food
service preparation shall be provided as follows:

1224.20.2.1 Location. Patient food preparation areas
shall have access to delivery, interior transportation,
storage, etc., without traversing patient or public circu-
lation. Food preparation, service and storage shall be
inaccessible to nondietetic service staff.

1224.20.2.2 Receiving/control stations. Provide an area
for the receiving and control of incoming dietary sup-
plies.

1224.20.2.3 Storage spaces. They shall be convenient to
the receiving area and shall be located to exclude traffic
through the food preparation area to reach them. Storage
spaces for bulk, refrigerated, and frozen foods shall be
provided. At least one weeks’ (7 days) supply of staple
foods and at least two (2) days’ supply of perishable
foods shall be maintained on the premises. Food storage
components shall be grouped for convenient access from
receiving and to the food preparation areas. All food
shall be stored clear of the floor. Lowest shelf shall be not
less than 12 inches (305 mm) above the floor or shall be
closed in and sealed tight for ease of cleaning.

1224.20.2.4 Cleaning supplies storage. Provide a sepa-
rate storage room for the storage of nonfood items such
as cleaning supplies that might contaminate edibles.

1224.20.2.5 Food preparation workspaces. Provide
workspaces for food preparation, cooking, and baking.
These areas shall be as close as possible to the user (i.e.,
tray assembly and dining). Provide additional spaces for
thawing and portioning.

1224.20.2.6 Assembly and distribution. Provide a
patient tray assembly area and locate within close prox-
imity to the food preparation and distribution areas.

1224.20.2.7 Food service carts. A cart distribution sys-
tem shall be provided with spaces for storage, loading,
distribution, receiving, and sanitizing of the food service
carts. Cart circulation shall not be through food prepa-
ration areas.

1224.20.2.8 Dining area. Provide dining space(s) for
ambulatory patients, staff, and visitors. These spaces
shall be separate from the food preparation and distribu-
tion areas.

1224.20.2.9 Vending services. If vending devices are
used for unscheduled meals, provide a separate room
that can be accessed without having to enter the main
dining area.

1224.20.2.10 Ware washing facilities. They shall be
designed to prevent contamination of clean wares with
soiled wares through cross-traffic. The clean wares shall
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soiled materials, the clinical sink and handwashing fix-
ture shall be permitted to be omitted. The soiled utility
may be shared with an adjacent surgical unit.

1224.28.2.9 Housekeeping room. Shall be a minimum
floor area of 15 square feet (1.4 m2). It shall contain a
service sink or floor receptor and provisions for storage
of supplies and housekeeping equipment. This may be
shared with an adjacent surgical unit.

1224.29 INTENSIVE CARE UNITS.

1224.29.1 General. The following shall apply to all types of
intensive care service spaces, acute respiratory-care ser-
vice spaces, burn center spaces, coronary-care service
spaces, pediatric intensive-care service spaces unless oth-
erwise noted. Each unit shall comply with the following pro-
visions:

1224.29.1.1 Service space. Each intensive-care unit
shall contain not less than four or more than 12 beds.

Exception: When approved by the licensing agency
small or rural hospitals intensive care unit may con-
sist of less than four but shall not consist of less than
two patient beds.

1224.29.1.2 Patient space. In new construction, each
patient space (whether separate rooms, cubicles, or mul-
tiple bed space) shall have a minimum of 200 square feet
(18.58 m2) of clear floor area with a minimum headwall
width of 13 feet (3962 mm) per bed.

Exceptions:

1. Where renovation of existing intensive care
units is undertaken, in facilities built under the
2001 or prior California Building Code, pa-
tient space (whether separate rooms, cubicles,
or multiple bed space) shall have no less than
132 square feet (12.26 m2) with no dimension
less than 11 feet (3353 mm), and with 4 feet
(1219 mm) of clearance at each side and the
foot of the bed, and with a minimum of 8 feet
(2438 mm) between beds. The space shall be
designed so that all beds shall be placed in rela-
tion to the nurses’ station or work area to per-
mit, enable or allow maximum observation of
patients.

2. For shelled spaces built under the 2001 or prior
California Building Code, intensive care units
(whether separate rooms, cubicles, or multiple
bed space) shall have separate rooms or cubi-
cles for single patient use no less than 132
square feet (12.26 m2) with no dimension less
than 11 feet (3353 mm), and with 4 feet (1219
mm) of clearance at each side and the foot of the
bed, and with a minimum of 8 feet (2438 mm)
between beds. The space shall be designed so
that all beds shall be placed in relation to the
nurses’ station or work area to permit, enable
or allow maximum observation of patients.

1224.29.1.3 Private rooms. When private rooms or cubi-
cles are provided, view panels to the corridor shall be
required with a means to provide visual privacy. Where

only one door is provided to a bed space, it shall be at
least 4 feet (1219 mm) wide and arranged to minimize
interference with movement of beds and large equip-
ment. Sliding doors shall not have floor tracks. Where
sliding doors are used for access to cubicles within a ser-
vice space, a 3-foot-wide (914 mm) swinging door may
also be provided for personnel communication.

1224.29.1.4 Modular toilet. Modular toilet/sink combi-
nation units located within a privacy curtain may be used
within each patient space or private room. The toilet fix-
ture shall be completely contained within cabinetry when
not in use. Exhaust ventilation requirements shall com-
ply with the California Mechanical Code.

1224.29.1.5 Visitors and visual privacy. Each patient
bed area shall have space at each bedside for visitors,
and provisions for visual privacy from casual observa-
tion by other patients and visitors. For both adult and
pediatric units, there shall be a minimum of 8 feet (2438
mm) between beds.

1224.29.1.6 Outside environment. Each patient bed
shall have visual access, other than clerestory windows
and skylights, to the outside environment with not less
than one outside window in each patient bed area.

1224.29.1.6.1 Distance. The distance from the patient
bed to the outside window shall not exceed 50 feet (15
240 mm). When partitioned cubicles are used,
patients’ view to outside windows may be through no
more than two separate clear vision panels.

1224.29.1.7 Handwashing fixtures. Handwashing fix-
tures shall be convenient to nurse stations and patient
bed areas. There shall be at least one handwashing fix-
ture for every three beds in open plan areas, and one in
each patient room. The handwashing fixture shall be
located near the entrance to the patient cubicle or room.

1224.29.1.8 Administrative center or nurse station.
This area shall have space for counters and storage. It
may be combined with or include centers for reception
and communication.

1224.29.1.9 Nurses’ work area. There shall be direct
visual observation between either a centralized or dis-
tributed nurse station or work station and the heads of all
patient beds in the intensive care unit.

1224.29.1.10 Monitoring. Each unit shall contain
equipment for continuous monitoring. Monitors shall be
located to permit easy viewing but not interfere with
access to the patient.

1224.29.1.11 Emergency equipment storage. Space
that is easily accessible to the staff shall be provided for
emergency equipment such as a CPR cart.

1224.29.1.12 Medication station. Shall be provided in
accordance with Section 1224.14.2.8.

1224.29.1.13 Airborne infection isolation room. At
least one airborne infection isolation room shall be pro-
vided per unit. The room shall comply with the require-
ments of Section 1224.14.3; however, the adjoining toilet
room is not required. Modular toilet/sink combination
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units located within a privacy curtain may be used. The
toilet fixture shall be completely contained within
cabinetry when not in use. Exhaust ventilation require-
ments shall comply with the California Mechanical
Code.

Exception:When approved by the licensing agency
an airborne infection isolation room is not required
for small or rural hospitals.

1224.29.1.14 Additional service spaces. The following
additional service spaces shall be immediately available
within each intensive care service space. These may be
shared by more than one intensive care unit provided that
direct access is available from each.

1224.29.1.14.1 Clean utility room. If the room is used
for preparing patient care items, it shall contain a
work counter, a handwashing fixture, and storage
facilities for clean and sterile supplies. If the room is
used only for storage and holding as part of a system
for distribution of clean and sterile supply materials,
the work counter and handwashing fixture may be
omitted. Soiled and clean utility rooms or holding
rooms shall be separated and have no direct connec-
tion.

1224.29.1.14.2 Clean linen storage. There shall be a
designated area for clean linen storage. This may be
within the clean utility room or a separate closet.

1224.29.1.14.3 Soiled utility room. Size shall be a
minimum 50 square feet (4.65 m2); if shared between
units, it shall be a minimum of 75 square feet (6.97
m2). The soiled workroom shall contain a clinical sink
(or equivalent flushing-rim fixture). The room shall
contain a handwashing fixture. The above fixtures
shall both have a hot and cold mixing faucet. The
room shall have a work counter and space for sepa-
rate covered containers for soiled linen and a variety
of waste types. Rooms used only for temporary hold-
ing of soiled material may omit the clinical sink and
work counter. If the flushing-rim clinical sink is elimi-
nated, facilities for cleaning bedpans shall be pro-
vided elsewhere.

1224.29.1.14.4 Nourishment station. There shall be
a nourishment station with sink, work counter, refrig-
erator, storage cabinets, and equipment for hot and
cold nourishments between scheduled meals. The
nourishment station shall include space for trays and
dishes used for nonscheduled meal service. Provi-
sions and space shall be included for separate tempo-
rary storage of unused and soiled dietary trays not
picked up at mealtime. Handwashing fixtures shall be
in or immediately accessible from the nourishment
area.

1224.29.1.14.5 Ice machine. There shall be available
equipment to provide ice for treatments and nourish-
ment. Ice-making equipment may be in the clean util-
ity room or at the nourishment station. Ice intended
for human consumption shall be from self-dispensing
icemakers.

1224.29.1.14.6 Equipment storage room. Appropri-
ate room(s) shall be provided for storage of large
items of equipment necessary for patient care. Each
intensive care unit shall provide not less than 20
square feet (1.86 m2) per patient bed.

1224.29.1.15 Support. The following shall be provided
and shall be located immediately adjacent to the unit:

1. Visitors’ waiting room.

2. Office space.

3. Staff lounge(s) and toilet room(s).

4. Multipurpose room(s). Provide for staff, patients,
and patients’ families for patient conferences, re-
ports, education, training sessions, and consulta-
tion.

5. Housekeeping room. Provide within or immedi-
ately adjacent to the intensive care unit. It shall not
be shared with other nursing units or departments.

6. Gurney and wheelchair storage. Provide a mini-
mum 15 square feet (1.39 mm) per each nursing
unit.

1224.29.2 Newborn intensive care units (NICU). The
NICU shall comply with all the requirements of Section
1224.29.1. Additionally each NICU shall include or comply
with the following:

1224.29.2.1 Entrance. The NICU shall have a clearly
identified entrance and reception area for families. The
area shall permit visual observation and contact with all
traffic entering the unit.

1224.29.2.2 Handwashing fixture(s). Provide one
handwashing fixture for each four infants or major frac-
tion thereof. In a multiple-bed room, every bed position
shall be within 20 feet (6096 mm) of a handwashing fix-
ture. Where an individual room concept is used, a
handwashing fixture shall be provided within each infant
care room.

1224.29.2.3 Doors. At least one door to each patient
room shall be a minimum of 44 inches (1118 mm) wide.

1224.29.2.4 View windows. When viewing windows are
provided, provision shall be made to control casual view-
ing of infants. Controls shall be provided to enable light-
ing to be adjusted over individual patient care spaces.
Darkening sufficient for transillumination shall be avail-
able when necessary.

1224.29.2.5 Control station. A central area shall serve
as a control station, shall have space for counters and
storage, and shall have convenient access to
handwashing fixture. It may be combined with or include
centers for reception and communication and patient
monitoring.

1224.29.2.6 Area. Each patient care space shall contain
a minimum of 120 square feet (11.15 m2) per bassinet
excluding handwashing fixtures and aisles. There shall
be an aisle for circulation adjacent to each patient care
space with a minimum width of 4 feet (1219 mm).
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Exceptions:
1. Where renovation of existing NICUs is under-

taken in facilities built under the 2001 or prior
California Building Code, patient care areas
shall have no less than 80 square feet (7.43 m2)
of clear floor area per bassinet exclusive of
space for nurse control, scrubbing and
gowning, and reception area.

2. For shelled spaces built under the 2001 or prior
California Building Code, NICUs shall have no
less than 80 square feet (7.43 m2) of clear floor
area per bassinet, exclusive of space for nurse
control, scrubbing and gowning, and reception
area.

1224.29.2.7 Ceilings. Ceilings shall have a noise reduc-
tion coefficient (NRC) of at least 0.90.

1224.29.2.8 Airborne infection isolation room. Shall
comply with the requirements of Section 1224.29.1.13
except for separate toilet, bathtubs, or shower. The room
shall be enclosed and separated from the nursery unit
with provisions for observation of the infant from adja-
cent nurseries or control area(s).

1224.29.2.9 Lactation. Space shall be provided for lac-
tation support and consultation in or immediately adja-
cent to the NICU.

1224.29.2.10 Emergency equipment storage. Space
shall be provided for emergency equipment that is under
direct control of the nursing staff, such as a CPR cart.

1224.29.2.11 Housekeeping room. Shall be directly
accessible from the unit and be dedicated for the exclu-
sive use of the neonatal intensive care unit.

1224.29.2.12 Daylight. At least one source of daylight
shall be visible from newborn care areas.

1. External windows in infant care rooms shall be
glazed with insulating glass to minimize heat gain
or loss.

2. External windows in infant care rooms shall be sit-
uated at least 2 feet (60.96 centimeters) away from
any part of a baby’s bed to minimize radiant heat
loss from the baby.

3. All external windows shall be equipped with easily
cleaned shading devices that are neutral color or
opaque to minimize color distortion from transmit-
ted light.

1224.30 PEDIATRIC AND ADOLESCENT UNIT. A pediat-
ric nursing unit shall be provided if the hospital has eight or
more licensed pediatric beds. The unit shall meet the following
standards:

1224.30.1 Patient rooms. Each patient room shall meet the
following standards:

1224.30.1.1 Beds. The space requirements for pediatric
patient beds shall be the same as required by Section
1224.14.1.2.

1224.30.1.2 Windows. Each patient room shall have a
window in accordance with Section 1224.4.9.

1224.30.2 Examination or treatment rooms. This room
shall be provided for pediatric and adolescent patients. A
separate area for infant examination and treatment may be
provided within the pediatric nursery workroom.

1224.30.3 Service areas. The service areas in the pediatric
and adolescent nursing units shall conform to Section
1224.14.2 and shall also provide the following:

1224.30.3.1 Play area. A play area shall be provided.

1224.30.3.2 Infant formula. Space for preparation and
storage of infant formula shall be provided within the
unit or other convenient location.

1224.30.3.3 Toilet rooms. Patient toilet room(s) with a
lavatory in each room, in addition to those serving bed
areas, shall be conveniently located to play area(s) and
to each central bathing facility.

1224.30.3.4 Storage. Closets or cabinets for toys, educa-
tional, and recreational equipment shall be provided.

1224.30.3.5 Airborne infection isolation room. At least
one airborne infection isolation room shall be provided
within each pediatric unit; minimum of one per 15 beds.
Airborne infection isolation room(s) shall comply with
the requirements of Section 1224.14.3.

1224.30.3.6 Clean and soiled workrooms. Separate
clean and soiled workrooms or holding rooms shall be
provided as described in Sections 1224.14.2.6 and
1224.14.2.7.

1224.31 PSYCHIATRIC NURSING UNIT.

1224.31.1 Psychiatric unit space. A psychiatric unit shall
be housed in a separate and distinct nursing unit and shall
provide the following:

1224.31.1.1 General. A psychiatric nursing unit shall
meet the requirements of Section 1224.14.

1224.31.1.2 Windows. Windows modified to prevent
patients from leaving the unit.

1224.31.1.3 Access control. Entrances and exits which
may be locked if necessary.

1224.31.1.4 Observation room(s). Used for the observa-
tion of acutely disturbed patients. This room shall be
designed to allow visual observation and be located near
the nursing station and a bathroom.

1224.31.1.5 Consultation room(s). Used for interview-
ing patients.

1224.31.1.6 Dining and recreation. Provide spaces for
dining and recreation. The total area for these purposes
shall be not less than 30 square feet (2.8 m2) per patient.

1224.31.1.7 Storage. Storage closets or cabinets for rec-
reational and occupation therapy equipment.

1224.31.1.8 Exam or treatment room. A room for physi-
cal examinations and medical treatment.

1224.31.1.9 Activity spaces. Indoor and outdoor space
for therapeutic activities.

1224.31.1.10 Occupational therapy. Facilities for occu-
pational therapy shall comply with Section 1224.35.3.
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1224.31.1.11 Recreation. A recreation room with a min-
imum of 100 square feet (9.3 m2) in each building, and on
each floor of a building accommodating six or more psy-
chiatric patients.

1224.31.1.12 Nurse call. A nurses’ call system is not
required, but if it is included, provisions shall be made
for easy removal, or for covering call button outlets.

1224.31.1.13 Privacy. Visual privacy in multibed rooms
(e.g., cubicle curtains) is not required.

1224.31.1.14 Tamper resistant. The ceiling and the air
distribution devices, lighting fixtures, sprinkler heads,
and other appurtenances shall be of a tamper-resistant
type.

1224.31.1.15 Toilet rooms. Each patient room shall be
provided with a private toilet room that meets the follow-
ing requirements:

1. The door shall not be lockable from within.
2. The door shall be capable of swinging outward.
3. The ceiling shall be of tamper-resistant construc-

tion and the air distribution devices, lighting fix-
tures, sprinkler heads, and other appurtenances
shall be of the tamper-resistant type.

1224.31.2 Education. If a unit treats children of school age
over a period of one month or more, it shall provide physical
facilities for an educational program, such as classrooms
and an office for the teacher.

1224.31.3 Service areas The standards noted in Section
1224.14.2 shall apply to service areas for psychiatric nurs-
ing units.

1224.32 OBSTETRICAL FACILITIES (PERINATAL UNIT
SPACE)

1224.32.1 General. The obstetrical facility, including
cesarean operating room(s) and delivery room(s), shall be
located and designed to prohibit nonrelated traffic through
the unit.

1224.32.2 Antepartum and postpartum unit

1224.32.2.1 Patient bedrooms. Antepartum and
postpartum bedrooms shall comply with Section
1224.14.1.

1224.32.2.2 Service areas. Shall be provided in accor-
dance with Section 1224.14.2 with the following addi-
tions:

1. Staff lounge.
2. Staff storage. Lockable closets or cabinets for per-

sonal articles of staff.
3. Consultation/conference room(s).

1224.32.3 Cesarean/delivery service space

1224.32.3.1 Cesarean operating room(s). Provide a
minimum clear floor area of 360 square feet (33.45 m2)
with a minimum dimension of 16 feet (4877 mm). There
shall be a minimum of one such room.

1224.32.3.2 Delivery room(s). Provide a minimum clear
floor area of 300 square feet (27.87 m2). An emergency
communication system shall be connected with the

obstetrical facilities control station. There shall be a
minimum of one such room.

1224.32.3.2.1 Postpartum bed ratio. Delivery rooms,
which are used for no other purpose, shall be pro-
vided at the ratio of one per 12 postpartum beds or
major fraction thereof.
Exceptions:

1. If LDR or LDRP beds are provided, each LDR
or LDRP may be counted as a delivery room in
the postpartum bed ratio.

2. When approved by the licensing agency, the op-
erating room of small or rural hospitals with a
licensed bed capacity of 50 or less may serve as
the delivery room.

1224.32.3.3 Clocks. Shall be provided as follows:

1. A direct-wired or battery-operated clock with
sweep second hand and lapsed time indicators in
each cesarean operating and delivery room.

2. A direct-wired or battery-operated clock or other
equivalent timing device, visible from the scrub-up
sinks.

1224.32.3.4 Surgical lights. Provide a surgical light in
each cesarean operating or delivery room.

1224.32.3.5 Infant resuscitation. Provide within the
cesarean operating rooms and delivery rooms a mini-
mum clear floor area of 40 square feet (3.72 m2) in addi-
tion to the required area of each room or may be provided
in a separate but immediately accessible room with a
clear floor area of 150 square feet (13.94 m2). Six single
or three duplex electrical outlets shall be provided for the
infant in addition to the facilities required for the mother.

1224.32.3.6 Labor room(s) (LDR or LDRP rooms may
be substituted). Where LDRs or LDRPs are not provided,
a minimum of two labor beds shall be provided for each
cesarean operating room. Each room shall be designed
for either one or two beds with a minimum clear floor
area of 120 square feet (11.15 m2) per bed. Each labor
room shall contain a handwashing fixture and have
access to a toilet room. One toilet room may serve two
labor rooms, Labor rooms shall have controlled access
with doors that are arranged for observation from a
nursing station. At least one shower (which may be sepa-
rate from the labor room if under staff control) for use of
patients in labor shall be provided. Windows in labor
rooms, if provided, shall be located, draped, or otherwise
arranged, to preserve patient privacy from casual obser-
vation from outside the labor room.

Exceptions:
1. Where renovation of labor rooms is undertaken

in facilities built under the 2001 or prior Cali-
fornia Building Code, existing labor rooms
shall have a minimum clear floor area of 100
square feet (9.29 m2) per bed.

2. For shelled spaces built under the 2001 or prior
California Building Code, labor rooms shall
have a minimum clear floor area of 100 square
feet (9.29 m2) per bed.
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control of access to treatment area, pedestrian and
ambulance entrances, and public waiting area.

1224.33.3.4 Wheelchair and gurney storage. Shall be
located with convenient access from emergency
entrances.

1224.33.3.5 Public waiting area with toilet room facili-
ties, drinking fountains, and telephone.

1224.33.3.6 Examination or treatment room(s). Shall
have a minimum floor area of 120 square feet (11.15 m2).
The room shall contain work counter(s); cabinets;
handwashing fixtures; and a vision panel adjacent to
and/or in the door. When treatment cubicles are in open
multi-bed areas, each cubicle shall have a minimum of
80 square feet (7.43 m2) of clear floor space with a mini-
mum 8 foot (2438 mm) width and 3 feet (914 mm) at foot
of bed and shall be separated from adjoining cubicles by
curtains. Handwashing fixtures shall be provided for
each four treatment cubicles or major fraction thereof in
multiple-bed areas.

Exceptions:
1. Where renovation of existing examination or treat-

ment room(s) is undertaken in facilities built under
the 2001 or prior California Building Code, pa-
tient rooms shall have no less than 80 square feet
(7.43 m2) of clear floor area per examination or
treatment room(s).

2. For shelled spaces built under the 2001 or prior
California Building Code, examination or treat-
ment room(s) shall have no less than 80 square feet
(7.43 m2) of clear floor area.

1224.33.3.7 Trauma/cardiac rooms. These rooms are
for emergency procedures, including emergency surgery,
and shall have at least 250 square feet (23.23 m2) of clear
floor space. Each room shall have cabinets and emer-
gency supply shelves, image viewing capability, exami-
nation lights, and counter space for writing. Additional
space with cubicle curtains for privacy may be provided
to accommodate more than one patient at a time in the
trauma room. There shall be storage provided for imme-
diate access to attire used for universal precautions.
Doors leading from the ambulance entrance to the car-
diac trauma room shall have an opening with a minimum
width of 5 feet (1524 mm).

1224.33.3.8 Orthopedic and cast work. Provisions may
be made in separate room(s) or in the trauma room. They
shall include storage for splints and other orthopedic
supplies, traction hooks, image viewing capability, and
examination lights. If a sink is used for the disposal of
plaster of paris, a plaster trap shall be provided. The
clear floor space for this area shall be a minimum of 180
square feet (16.7 m2)

1224.33.3.9 Poison Control Center and EMS commu-
nications center. May be a part of the staff work and
charting area.

1224.33.3.10 Emergency equipment storage space.

1224.33.3.11 Patients’ toilet room. Where there are
more than eight treatment areas, a minimum of two toilet

rooms, with a lavatory in each toilet room, shall be
required.

1224.33.3.12 Storage. Provide rooms for clean, soiled,
or used supplies.

1224.33.3.12.1 Soiled workroom or soiled holding
room. See Section 1224.14.2.7. This room is for the
exclusive use of the emergency service.

1224.33.3.12.2 Clean utility room. See Section
1224.14.2.6.

1224.33.3.13 Administrative center or nurses’ station
for staff work and charting. These areas shall have
space for counters, cabinets, and medication storage,
and shall have convenient access to handwashing fix-
tures. They may be combined with or include centers for
reception and communication.

1224.33.3.14 Staff lounge.

1224.33.3.15 Housekeeping room. A housekeeping
room shall be directly accessible from the unit.

1224.33.3.16 Airborne infection isolation room. If pro-
vided shall comply with the requirements of Section
1224.29.1.13 except for separate toilet room, bathtubs,
or shower.

1224.33.3.17 Secured holding room. If provided, shall
have at least one holding/seclusion room of 120 square
feet (11.15 m2). This room shall allow for security,
patient and staff safety, patient observation, and sound-
proofing.

1224.33.4 Other space considerations

1224.33.4.1 Observation units. If provided shall have
the following:

1. Handwashing fixtures shall be provided for each
four treatment cubicles or major fraction thereof.
Handwashing fixtures shall be convenient to nurse
stations and patient bed areas.

2. Each patient bed area shall have space at each
bedside for visitors and provision for visual pri-
vacy from casual observation by other patients
and visitors.

3. One toilet room shall be provided for each eight
treatment cubicles or major fraction thereof.

4. A sink, work counter, refrigerator, storage cabi-
nets.

1224.34 NUCLEAR MEDICINE

1224.34.1 General. If nuclear medicine is provided, the fol-
lowing shall be provided:

1224.34.1.1 Radiation protection. A certified physicist
shall specify the type, location, and amount of radiation
protection to be installed in accordance with final
approved department layout and equipment selection.
Radiation protection requirements shall be incorporated
into the construction documents and comply with Chap-
ter 31C and the requirements of California Radiation
Control Regulations, California Code of Regulations,
Title 17, Division 1, Chapter 5, and Subchapter 4.
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1224.34.1.2 Nuclear medicine room. Sized to accom-
modate the equipment and a gurney. Provide a
handwashing fixture.

1224.34.1.3 Radiopharmacy. If radiopharmaceutical
preparation is performed, an area adequate to house a
radiopharmacy shall be provided with appropriate
shielding. This area shall include adequate space for
storage of radionuclides, chemicals for preparation,
dose calibrators, and record keeping. If preprepared
materials are used, storage and calculation area may be
considerably smaller than that for on-site preparation.
Space shall provide adequately for dose calibration,
quality assurance, and record keeping. The area may still
require shielding from other portions of the facilities.

1224.34.2 Services. Nuclear medicine area when operated
separately from the imaging department shall provide the
following:

1224.34.2.1 Entrance. Space shall be adequate to per-
mit entry of gurneys, beds, and able to accommodate
imaging equipment, electronic consoles, and if present,
computer terminals.

1224.34.2.2 Cleanup. Provisions for cleanup shall be
located within the service space for convenient access
and use. It shall include service sink or floor receptacle
as well as storage space for equipment and supplies.

1224.34.2.3 Consultation. A consultation area may be
provided.

1224.34.2.4 Waiting. Waiting areas shall be provided
out of traffic, under staff control. If the department is rou-
tinely used for outpatients and inpatients at the same
time, separate waiting areas shall be provided with
screening or visual privacy between the waiting areas.

1224.34.2.5 Dose administration area. Provide and
locate near the preparation area. Since as much as sev-
eral hours may elapse for the dose to take effect, the area
shall provide for visual privacy from other areas.

1224.34.2.6 Holding. A holding area for patients on
gurneys or beds shall be provided out of traffic and under
control of staff and may be combined with the dose
administration area with visual privacy between the
areas.

1224.34.2.7 Patient dressing rooms. Located conve-
nient to the waiting area and procedure rooms. Each
dressing room shall include a seat or bench, a mirror,
and provisions for hanging patients’ clothing and for
securing valuables.

1224.34.2.8 Patient toilet room(s). Reserved for nuclear
medicine patients and shall be located convenient to
waiting and procedure rooms.

1224.34.2.9 Staff toilet rooms(s). Shall be located con-
venient to the nuclear medicine laboratory.

1224.34.2.10 Handwashing fixtures. Shall be located
within each procedure room.

1224.34.2.11 Control desk and reception.

1224.34.2.12 Storage area for clean linen.

1224.34.2.13 Soiled and contaminated material. Provi-
sions with handwashing fixtures shall be made for hold-
ing soiled material. Separate provisions shall be made
for holding contaminated material.

1224.34.3 Radiotherapy service space.

1224.34.3.1 Radiation therapy space. If radiation ther-
apy is provided, the following shall be accommodated:

1. Patient reception and waiting areas.
2. Space for medical and physics staff functions.
3. Space for equipment and supplies.
4. Housekeeping room.
5. Direct access to or space provided for radiation

measurement and calibration equipment, includ-
ing a calibration constancy instrument, and access
to a secondary standard dose meter.

5.1. A megavoltage treatment unit capable of
delivering x-rays or gamma rays of effec-
tive energy 500 KeV or more and conform-
ing to the requirements of Chapter 31C and
the California Radiation Control Regula-
tions, California Code of Regulations, Title
17, Division 1, Chapter 5, Subchapter 4.

5.2. Access to a medium voltage or superficial
treatment unit delivering 500 KeV or less,
but otherwise having the same functional
characteristics as the above mega-voltage
units and conforming to the requirements
of Chapter 31C and the California Radia-
tion Control Regulations, California Code
of Regulations, Title 17, Division 1, Chap-
ter 5, Subchapter 4.

5.3. Direct access to or space provided for
brachytherapy equipment which shall meet
the requirements of Chapter 31C and the
California Radiation Control Regulations,
California Code of Regulations, Title 17,
Division 1, Chapter 5, Subchapter 4.

5.4. Shielding of the rooms shall meet the re-
quirements of Chapter 31C and the Cali-
fornia Radiation Control Regulations.
California Code of Regulations, Title 17,
Division 1, Chapter 5, Subchapter 4.

1224.34.3.2 Radiation protection. Cobalt, linear accel-
erators, hot lab and high dose rate brachytherapy rooms
and simulation rooms require radiation protection. All
rooms that provide radiation treatment shall be appro-
priately shielded. A certified physicist shall specify the
type, location, and amount of protection to be installed in
accordance with final approved department layout and
equipment selection. Radiation protection requirements
shall be incorporated into the construction documents
and comply with Chapter 31C and the requirements of
California Radiation Control Regulations, California
Code of Regulations, Title 17, Division 1, Chapter 5, and
Subchapter 4.

1224.34.3.3 Room sizes. Rooms shall be sized as fol-
lows:
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1. Cobalt rooms and linear accelerators shall be
sized in accordance with equipment requirements
and shall accommodate a gurney for litter borne
patients. Layouts shall provide for preventing the
escape of radioactive particles. Openings into the
room, including doors, ductwork, vents and elec-
trical raceways and conduits, shall be baffled to
prevent direct exposure to other areas of the facil-
ity.

2. Simulator, accelerator, and cobalt rooms shall be
sized to accommodate the equipment with patient
access on a gurney, medical staff access to the
equipment and patient, and service access.

1224.34.3.4 General support area. The following areas
shall be provided:

1. A gurney hold area adjacent to the treatment
rooms, screened for privacy, and combined with a
seating area for outpatients.

2. Exam or treatment room shall be provided with a
minimum of 100 square feet (9.29 m2) with a mini-
mum dimension of 8 feet (2438 mm). Each exam
room shall be equipped with a handwashing fix-
ture.

Exceptions:
1. Where renovation of existing treatment

rooms is undertaken in facilities built under
the 2001 or prior California Building Code,
treatment rooms shall have no less than 80
square feet (7.43 m2) of clear floor area.

2. For shelled spaces built under the 2001 or
prior California Building Code, treatment
rooms shall have no less than 80 square feet
(7.43 m2) of clear floor area per bed.

3. Darkroom is optional. If provided, shall be conve-
nient to the treatment room(s)

4. Patient gowning area with provision for safe stor-
age of valuables and clothing and with direct ac-
cess to toilet room(s). At least one space shall be
large enough for staff-assisted dressing.

5. Film files area is optional. If provided shall have
storage for unprocessed film.

1224.34.4 Additional support areas for linear accelerator.

1224.34.4.1 Mold room with exhaust hood and
handwashing fixture.

1224.34.4.2 Block room with storage. The block room
may be combined with the mold room.

1224.34.5 Additional support areas for cobalt room.

1224.34.5.1 Hot lab.

1224.34.6 High dose rate brachytherapy room.

1224.35 REHABILITATION THERAPY DEPARTMENT
1224.35.1 Rehabilitation center space. If provided, a reha-
bilitation center space shall be designed to meet the require-
ments of Section 1224.14, except as follows:

1. Patient bedrooms shall contain a minimum of 110
square feet (10.22 m2) of clear floor area per bed,

exclusive of toilet room(s), closets, lockers,
wardrobes, alcoves or vestibules, with greater space
provided for special needs such as circ-o-electric
beds.

2. Space for group dining shall be provided at the mini-
mum rate of 20 square feet (1.86 m2) per bed.

3. Space for group recreation or patient’s lounge shall
be provided at the minimum rate of 20 square feet
(1.86 m2) per bed.

4. Space for staff conferences, patient evaluation, and
progress reports.

5. A classroom space.
6. An examination and treatment room, adjacent or di-

rectly accessible to an office for the physician in
charge of the outpatient service.

7. A patient waiting area with access to telephone,
drinking fountain, and men’s and women’s toilet
room facilities in or adjacent to the rehabilitation
outpatient service area.

8. Access to an outside area to be used for therapeutic
procedures for patients.

9. At least one training toilet room in each patient unit
with minimum dimensions of 5 feet by 6 feet (1524
mm by 1829 mm).

10. Patient bathtubs, where provided, of standard height
and located to provide access to both sides and one
end of the tub.

11. Patient showers, where provided, shall have a mini-
mum floor area of 16 square feet (1.49 m2), no di-
mension of which shall be less than 4 feet (1219
mm), be equipped with handrails, privacy curtains,
and designed for ease of accessibility. The floor
shall be sloped to provide drainage.

1224.35.2 Physical therapy service space. If physical ther-
apy is part of the service, the following shall be included:

1. Individual treatment area(s) with privacy screens or
curtains. Each such space shall have not less than 70
square feet (6.51 m2) of clear floor area.

2. Handwashing fixtures for staff either within or at each
treatment space. (One handwashing fixture may serve
several treatment stations.)

3. Exercise area and facilities.
4. Clean linen and towel storage.
5. Storage for equipment and supplies.
6. Separate storage for soiled linen, towels, and sup-

plies.
Exception: When approved by the licensing
agency small or rural hospitals are exempt from
Sections 1224.35.2.1 through 1224.35.2.6.

1224.35.3 Occupational therapy service space. If this ser-
vice is provided, the following shall be included:

1. Work areas and counters suitable for wheelchair ac-
cess.

2. Handwashing fixture(s).
3. Storage for supplies and equipment.
4. An area for teaching daily living activities shall be

provided. It shall contain an area for a bed, kitchen
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counter with appliances and sink, bathroom, and a ta-
ble/chair.

1224.35.4 Speech pathology and/or audiology service
space. If a speech pathology service is provided, space shall
be provided for:

1. Tables and chairs to conduct interviews, consulta-
tions and treatment, and to accommodate patients in
wheelchairs and stretchers.

2. A waiting area with access to public toilet room(s) if
outpatients are being served.

3. Handwashing fixture.
4. Testing unit. If an audiology service is provided, there

shall be, in addition to Items 1, 2 and 3 above, a mini-
mum of one two-room testing unit that meets Stan-
dards S-3.1, 1960 (R-1971), Criteria for Background
Noise in Audiometer Rooms, of the American Na-
tional Standards Institute, Inc., 1430 Broadway, New
York, NY 10018.

1224.36 RENAL DIALYSIS SERVICE SPACE (ACUTE
AND CHRONIC)

1224.36.1 General. If provided, renal dialysis service shall
comply with the following:

1224.36.2 Treatment area.

1224.36.2.1 Location. The treatment area may be an
open area and shall be separate from administrative and
waiting areas.

1224.36.2.2 Nurses’ station(s). Shall be located within
the dialysis treatment area and designed to provide
visual observation of all patient stations.

1224.36.2.3 Individual patient treatment areas. Shall
contain at least 80 square feet (7.44 m2). There shall be at
least a 4-foot (1219 mm) space around and between beds
and/or lounge chairs.

1224.36.2.4 Handwashing fixtures. Shall be located
convenient to the nurses' station and patient treatment
areas. There shall be at least one handwashing fixture
serving no more than four stations. These shall be uni-
formly distributed to provide equal access from each
patient station.

1224.36.2.5 Privacy. The open unit shall be designed to
provide privacy for each patient.

1224.36.2.6 Bloodborne infection isolation room. A
minimum of one bloodborne infection isolation room of
at least 120 square feet (11.15 m2) of clear floor space
shall be provided for patients. This room shall contain a
counter and handwashing fixture.

1224.36.2.7 Medication dispensing. If provided, there
shall be a medication dispensing station for the dialysis
center. A work counter and handwashing fixtures shall
be included in this area. Provisions shall be made for the
controlled storage, preparation, distribution and refrig-
eration of medications.

1224.36.2.8 Home training. If provided in the unit, a pri-
vate treatment area of at least 120 square feet (11.15 m2)
shall be provided for patients who are being trained to
use dialysis equipment at home. This room shall contain

counter, handwashing fixtures, and a separate drain for
fluid disposal.

1224.36.2.9 Examination room. An examination room
with a handwashing fixture shall be provided with at
least 100 square feet (9.29 m2).

1224.36.2.10 Clean utility room. A clean utility room
shall be provided. If the room is used for preparing
patient care items, it shall contain a work counter, a
handwashing fixture, and storage facilities for clean and
sterile supplies. If the room is used only for storage and
holding as part of a system for distribution of clean and
sterile materials, the work counter and handwashing fix-
ture may be omitted. Soiled and clean utility rooms or
holding rooms shall be separated and have no direct con-
nection.

1224.36.2.11 Soiled utility room. A soiled workroom
shall be provided and contain a sink, handwashing fix-
ture, work counter, storage cabinets, waste receptacles,
and a soiled linen receptacle.

1224.36.2.12 Reprocessing room. If dialyzers are
reused, a reprocessing room is required and sized to per-
form the functions required and include one-way flow of
materials from soiled to clean with provisions for a
refrigerator (temporary storage or dialyzer), decontami-
nation/cleaning areas, sinks, processors, computer pro-
cessors and label printers, packaging area and dialyzer
storage and disinfectants cabinets.

1224.36.2.13 Nourishment station. If a nourishment
station for the dialysis service is provided, the nourish-
ment station shall contain a sink, a work counter, a
refrigerator, storage cabinets and equipment for serving
nourishments as required.

1224.36.2.14 Housekeeping room. Provide adjacent to
and for the exclusive use of the unit.

1224.36.2.15 Repair room. If required, an equipment
repair and breakdown room shall be equipped with a
handwashing fixture, deep service sink, work counter
and storage cabinet. Needs water supply and drain con-
nection for testing machines.

1224.36.2.16 Supplies. Supply areas or supply carts
shall be provided.

1224.36.2.17 Storage. Storage space shall be available
for wheelchairs and gurneys, if gurneys are provided, out
of direct line of traffic.

1224.36.2.18 Clean linen storage A clean linen storage
area shall be provided. This may be within the clean util-
ity room, a separate closet, or an approved distribution
system. If a closed cart system is used, storage may be in
an alcove. It must be out of the path of normal traffic and
under staff control.

1224.36.2.19 Mixing room. Each facility using a central
batch delivery system shall provide, either on the pre-
mises or through written arrangements, individual deliv-
ery systems for the treatment of any patient requiring
special dialysis solutions. The mixing room shall also
include a sink, storage space and holding tanks.
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1224.36.2.20 Water treatment room. The water treat-
ment equipment shall be located in an enclosed room.

1224.36.2.21 Patient toilet. A patient toilet room with a
lavatory shall be provided.

1224.36.3 Ancillary facilities.

1224.36.3.1 Staff lounge, lockers and toilet(s). Space
shall be available for male and female personnel for staff
clothing change area and lounge. The areas shall con-
tain lockers, shower, toilet(s), and handwashing fixtures.

1224.36.3.2 Patient storage. Storage for patients’
belongings shall be provided.

1224.36.3.3 Waiting room. A waiting room, toilet
room(s) with handwashing fixtures, drinking fountain,
public telephone, and seating accommodations for wait-
ing periods shall be available or accessible to the dialy-
sis unit.

1224.36.3.4 Administrative services. Provide office and
clinical work space.

1224.37 RESPIRATORY THERAPY SERVICE SPACE. If
respiratory service is provided, the following elements shall be
included:

1. Storage for equipment and supplies.
2. Space and utilities for cleaning and disinfecting equip-

ment. Provide physical separation of the space for re-
ceiving and cleaning soiled materials from the space for
storage of clean equipment and supplies. Appropriate lo-
cal exhaust vent i lat ion shal l be provided if
gluteraldehyde or other noxious disinfectants are used in
the cleaning process. This space may be co-located with
other reprocessing functions within the hospital.

3. Additional facilities. If respiratory services such as test-
ing and demonstration for outpatients are part of the pro-
gram, additional facilities and equipment shall be
provided including but not limited to:

3.1. Patient waiting.
3.2. A reception and control station.

1224.38 INTERMEDIATE-CARE SERVICE SPACE. An
intermediate-care service unit shall be housed in a separate
and distinct nursing unit and shall comply with the applicable
requirements of Section 1225.

1224.39 OUTPATIENT SERVICE SPACE.
1224.39.1 Waiting area(s). Provide with access to public
toilet room facilities, a public telephone and a drinking
fountain. These facilities may be shared with other services.

1224.39.2 Outpatient surgery. If outpatient surgery is per-
formed in the out patient service area, the following shall be
provided:

1. An operating room(s) with a minimum clear floor
area of 270 square feet (25.08 m2), no dimension of
which shall be less than 15 feet (4572 mm).

2. Preoperative patient holding shall be provided in ac-
cordance with Section 1224.15.2.

3. A postanesthesia recovery area which meets the re-
quirements of Section 1224.16.

4. Each surgical unit shall provide a separate cleanup
room separated from any surgical sterilizing facili-
ties. The cleanup room shall provide 24 square feet
(2.2 m2) per operating room up to eight operating
rooms and shall have the minimum area of 48 square
feet (4.5 m2), with no dimension less than 6 feet (1829
mm).

5. Scrub sinks which meet the requirements of Section
1224.15.3.5.

6. Service areas which meet the requirements of Section
1224.15.3.

7. A housekeeping room shall be provided for the exclu-
sive use of outpatient surgery. It shall be directly ac-
cessible from the service area.

1224.39.3 Endoscopy rooms. If endoscopy examination
rooms are provided, each room shall be a minimum of 200
square feet (18.6 m2) and have a handwashing fixture.

1224.40 SKILLED NURSING SERVICE SPACE. If provided
a skilled nursing service unit shall be housed in a separate and
distinct nursing unit and shall comply with the applicable
requirements of Section 1225.

1224.41 SOCIAL SERVICE SPACE. If provided, the social
service space shall include office or other space for privacy in
interviewing, telephoning and conducting conferences.

SECTION 1225 [OSHPD 2]
SKILLED NURSING AND INTERMEDIATE-CARE

FACILITIES
1225.1 Scope. The provisions of this section shall apply to
skilled nursing and intermediate-care facilities, including dis-
tinct part skilled nursing and intermediate care services on a
general acute-care or acute psychiatric hospital license, pro-
vided either in a separate unit or a freestanding building.

1225.2 Application. New buildings and additions, alterations
or repairs to existing buildings subject to licensure shall com-
ply with applicable provisions of the California Electrical
Code, California Mechanical Code and California Plumbing
Code, Parts 3, 4 and 5 of Title 24 and this section.

Exception: See Section 1224.2.

1225.3 General construction. Skilled nursing and intermedi-
ate-care facilities shall comply with Sections 1224.4 through
1224.13 whenever applicable.

1225.4 NURSING SERVICE SPACE.

1225.4.1 Patient bedrooms. Patients shall be accommo-
dated only in rooms with the following minimum floor area,
exclusive of toilet rooms, wardrobes, entrance vestibules,
and fixed furnishings or equipment.

1. Single-patient rooms: 110 square feet (10.21 m2).
2. Multipatient rooms: 80 square feet (7.43 m2) per bed.

1225.4.2 Bed clearance. A minimum distance of 3 feet (914
mm) shall be provided between beds and 4 feet (1219 mm)
between the foot of beds and walls or fixed objects in
multipatient rooms, and 3 feet (914 mm) in single-patient
rooms.

1225.4.3 Patient room beds. Patient rooms shall not be
designed to permit the placement of beds more than three
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deep from the exterior window, but shall be of such shape
and dimensions to allow for the performance of routine
functions, including the easy transfer of patients to and from
bed to wheelchair or wheeled stretcher. No patient room
shall be designed to accommodate more than four beds.

1225.4.4 Outside exposure. All patient bedrooms shall
have an outside exposure and shall not be below ground
level.

1225.4.5 Patient storage. Each patient room shall be pro-
vided with wardrobe or locker spaces for clothing, toilet
articles or other personal belongings for each patient.

Exception: Pediatric and psychiatric patient rooms.

1225.4.6 Airborne infection isolation rooms. If provided,
single rooms shall be provided for the isolation of patients
with airborne communicable disease. Airborne infection
isolation rooms shall be labeled with the words “Airborne
Infection Isolation Room” on or adjacent to the anteroom
side of the door between the isolation room and the ante-
room.

Exception: Alternate designs for modifications to isola-
tion rooms in operation prior to the effective date of this
section may be utilized when it can be demonstrated that
the alternate design meets performance requirements,
without compromising any health or life safety require-
ment.

1225.4.6.1 Anteroom. A separate anteroom shall be pro-
vided between the airborne infection isolation room and
the corridor, which shall constitute the primary entrance
to the airborne infection isolation room. This anteroom
shall have a handwashing fixture, work counter at least 3
feet (914 mm) long, cabinets and space to gown and to
store clean and soiled materials. There shall be a view
window from the anteroom to the isolation room and
means to allow for airflow from the anteroom into the
airborne infection isolation room. Doors shall be
aligned to allow large equipment to be wheeled into the
airborne infection isolation room unless a secondary
door complying with Section 1225.4.6.2 is provided. One
anteroom may serve no more than two airborne infection
isolation rooms.

1225.4.6.2 Secondary entry. When a secondary entry is
provided directly from the hallway to the airborne infec-
tion isolation room, it shall be a tight-fitting smoke-and
draft-control assembly. In addition, an approved gasket
shall be installed to provide a seal at the bottom of the
door. Secondary doors shall be provided with locking
devices which are readily openable from the room side
and which are readily operable by the facility staff on the
other side. When key locks are used on isolation rooms,
keys shall be located at the nurses’station in a prominent
readily accessible location.

1225.4.6.3 Sealed-tight room. Airborne infection isola-
tion room perimeter walls, ceiling, floors, doors, and
penetrations shall be sealed tightly to minimize air infil-
tration from the outside or from other spaces.

1225.4.6.4 Adjoining toilet room. Each isolation room
shall have its own adjoining toilet room with an emer-

gency nurse call system, a lavatory, a shower providing a
seat or a space for a shower chair and a toilet equipped
with a bedpan flushing attachment with a vacuum
breaker.

1225.4.7 Protective environment room(s). Protective envi-
ronment rooms for the protection of certain immuno-
suppressed patients may be provided by the facility.
Protective environment rooms shall be labeled “Protective
Environment Room” on or adjacent to the anteroom side of
the door between the protective environment room and the
anteroom.

1225.4.7.1 Anteroom. A separate anteroom shall be pro-
vided between the protective environment room and the
corridor, hallway or adjoining space which shall consti-
tute the only entrance to the protective environment
room. This anteroom shall have a handwashing fixture,
work counter at least 3 feet (914 mm) long, cabinets and
space to gown and to store clean and soiled materials.
There shall be a view window from the anteroom to the
protective environment room. There shall be means to
allow for airflow from the protective environment room
into the anteroom. Anteroom doors shall be aligned so
that large equipment can be wheeled into the protective
environment room. One anteroom may serve no more
than one protective environment room.

Exception: Alternate designs for positive protective
environment rooms, without individual anterooms,
may be approved by the enforcement agency when it
can be demonstrated that the alternate design meets
the requirements of the California Mechanical Code
and does not compromise or alter any health or fire
protection component, assembly or system.

1225.4.7.2 Adjoining toilet room. Room shall meet the
requirements of Section 1225.4.6.4.

1225.4.7.3 Sealed-tight room. Airborne infection isola-
tion room perimeter walls, ceiling, floors, doors, and
penetrations shall be sealed tightly to minimize air infil-
tration from the outside or from other spaces.

1225.4.8 Room identification. Each patient room shall be
labeled with an identification number, letter, or combination
of the two.

1225.4.9 Nurses’ station. A nurses’station in free-standing
skilled nursing and intermediate-care facilities shall be pro-
vided within each nursing unit. Nurses’ stations shall be
designed to serve no more than 60 beds.

Exception: The 60-bed limit does not apply to distinct
part skilled nursing and intermediate-care services pro-
vided as a separate unit in a general acute-care hospital
or acute psychiatric hospital.

1225.4.9.1 Components. Nurses’ stations shall be pro-
vided with a cabinet, a desk, space for records, a bulletin
board, a telephone, and a specifically designated,
lockable and illuminated medicine storage compart-
ment, and a handwashing fixture. If a separate medicine
room is provided, it shall have a lockable door and a sink.
This sink cannot replace the required nurses’ station
handwashing fixture.
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shall accommodate the following services and equip-
ment:

1. Soiled work area. A receiving and gross cleaning
area which shall contain work space and equip-
ment for cleaning medical and surgical equipment
and for disposal of or processing of soiled mate-
rial.

2. Clean work area. A clean work area which shall
contain work space and equipment for sterilizing
medical and surgical equipment and supplies.

3. Sterilizing space.
4. Storage. Space for sterile supplies and unsterile

supplies.

1225.9.2.2 Sterilizers. All sterilizers and autoclaves
which emit steam exhaust shall be vented to the outside of
the building. Such vents shall be independent from the
plumbing vent system.

Exception: Small instrument sterilizers.

1225.10 STORAGE.

1225.10.1 Required areas. Facilities shall provide com-
bined general and specialized storage in accordance with
the following schedule:

Licensed Bed Capacity Storage Area
1 to 10 beds 120 square feet (11.15 m2)

minimum
11 to 100 beds 12 square feet (1.11 m2)

per bed
Over 100 beds 1,200 square feet (111.48

m2) plus 5
square feet (0.46 m2) per
bed for each bed over 100

1225.10.2 Specialized storage. Shall include those spaces
identified in the dietetic food storage of Section 1225.5 and
as follows:

1225.10.2.1 Linen. Separate and enclosed facilities for
clean and soiled linen in each nursing unit. The clean
linen storage space shall have a minimum area of 10
square feet (0.93 m2) and may be within the clean utility
room. The soiled linen collection space shall have an
area of no less than 10 square feet (0.93 m2), except
where linen chutes are provided, and may be within the
soiled utility room.

1225.10.2.2 Supply. One supply storage space having a
minimum area of 15 square feet (1.39 m2) shall be pro-
vided in each nursing unit. Supply storage may be within
the clean utility room used only as part of a system for
distributing clean and sterile supplies.

1225.10.2.3 Wheelchairs. A room or space shall be pro-
vided in each nursing unit for wheelchairs and stretch-
ers. The wheelchair and stretcher space shall have a
minimum area of 15 square feet (1.39 m2).

1225.10.2.4 Sterile and unsterile supplies shall be stored
separately.

1225.10.2.5 Location. All storage spaces shall be
directly accessible on the site of the licensed facility.

1225.11 EMPLOYEE DRESSING ROOMS AND LOCK-
ERS. Separate dressing rooms with toilet(s), lavatories and
lockers for male and female personnel shall be provided.

1225.12 HOUSEKEEPING ROOMS. Housekeeping rooms
shall be provided to serve each department and nursing unit,
and may be shared by compatible departments, except when
specifically required by other sections.

1225.13 LAUNDRY. If a laundry is to be provided, the follow-
ing is required in addition to the laundry room:

1. A separate soiled linen receiving, holding and sorting
room with handwashing fixture.

2. A separate clean linen storage, issuing and holding
room.

3. Storage for laundry supplies.

1225.13.1 Outside service. If linen is processed off site, the
following shall be provided within the hospital:

1. A soiled linen holding room.
2. A separate clean linen receiving and storage room.

OPTIONAL SERVICES

1225.14 GENERAL. Waiting areas and access to optional ser-
vices for outpatients shall accommodate the following:

1225.14.1 Outpatient waiting rooms. Waiting rooms for
outpatients shall provide a seating area and space for
wheelchairs and have public corridor access to, or provi-
sions for, public toilet room(s), drinking fountain and tele-
phone.

Note: One waiting area may serve more than one depart-
ment or service.

1225.14.2 Circulation. If x-ray examinations are to be per-
formed on outpatients, outpatient access to the radiological
spaces shall not traverse a nursing unit.

Exception: Satellite radiology, laboratory, pharmacy,
physical and occupational therapy space serving inpa-
tients may be located in nursing units and inpatient treat-
ment areas.

1225.15 PHYSICAL THERAPY SERVICE.

1225.15.1 Area. The minimum floor area for a physical
therapy service shall be 300 square feet (27.87 m2), with no
dimensions less than 12 feet (3658 mm).

1225.15.2 Toilet room(s). Toilet room facilities shall be
directly accessible and allow for patient transfer activities.

1225.15.3 Equipment space. See Title 22 for required
equipment.

1225.15.4 Handwashing fixture. A minimum of one
handwashing fixture shall be provided.

1225.16 OCCUPATIONAL THERAPY SERVICE. An occu-
pational therapy service shall accommodate the requirements
of Sections 1225.15.1, 1225.15.2 and 1225.15.4.

Storage space shall be provided.
Note: See Title 22 for required equipment, supplies and
adaptive devices.

1225.17 SPEECH PATHOLOGY AND/OR AUDIOLOGY
SERVICE. At least one space free of ambient noise shall be
provided. A handwashing fixture shall be provided.
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1225.18 SOCIAL WORK SERVICE. Office space for privacy
in interviewing, telephoning and conferences shall be pro-
vided.

1225.19 SPECIAL TREATMENT PROGRAM SERVICE.

1225.19.1 Location. A special treatment program service
providing therapeutic services to an identified mentally dis-
ordered population group shall be located in a distinct sepa-
rate unit of the facility.

1225.19.2 Nursing service. The nursing service space shall
comply with Section 1225.4.

1225.19.3 Activity program. The activity program space
shall provide a minimum of 25 square feet (2.3 m2) of dining
and recreation space per bed.

1225.19.4 Indoor and outdoor space. Shall be designated
for the special treatment program.

SECTION 1226 [OSHPD 3]
CLINICS

1226.1 Scope. The provisions of this section shall apply to pri-
mary-care clinics, specialty clinics and psychology clinics.
Primary-care clinics include free clinics, community clinics,
employee clinics and optometric clinics. Specialty clinics
include alternative birth centers (ABCs), surgical clinics,
chronic end-stage renal dialysis clinics and rehabilitation clin-
ics.

1226.2 Application. All new buildings and additions, alter-
ations or repairs to existing buildings subject to licensure shall
comply with applicable provisions of the California Electrical
Code, California Mechanical Code, California Plumbing
Code, California Fire Code, (Parts 3, 4, 5, and 9 of Title 24) and
this section.

Exception: See Section 1224.2.

1226.2.1 Outpatient clinical services. Hospitals providing
outpatient clinical services and clinics licensed under
Health and Safety Code Section 1200 that are not covered
by this section shall meet the applicable requirements in
Section 1224.

1226.3 Definitions. See Section 1224.3.

1226.4 GENERAL CONSTRUCTION. Clinics shall comply
with Sections 1224.4.2 through 1224.4.5 wherever applicable.

1226.5 CORRIDORS AND HALLWAYS.

1226.5.1 Connections. Corridor systems shall connect all
essential services.

1226.5.2 Corridors. Rehabilitation clinics shall have corri-
dors of at least 5 feet (1524 mm) in width, with handrails on
both sides.

1226.6 DOORS AND DOOR OPENINGS.

1226.6.1 Doors. Doors for patient use shall not be less than
3 feet (914 mm) in width. Where patients are transported by
wheeled stretchers, doors shall provide a minimum opening
of 44 inches (1118 mm).

1226.6.2 Pocket doors. Except for administrative areas,
pocket sliding doors are not permitted.

1226.7 WINDOWS AND SCREENS. Where necessary to pro-
tect against entrance of insects, screens of 16 meshes per inch
shall be installed on windows which may be left in an open
position.

1226.8 CEILING HEIGHTS.

1226.8.1 Minimum height. The minimum height of ceilings
shall be 8 feet (2438 mm), except in closets, toilet rooms and
bathrooms where the minimum ceiling height shall not be
less than 7 feet (2134 mm).

1226.8.2 Minimum height with fixed ceiling equipment.
Operating rooms, radiographic rooms and other rooms
containing ceiling-mounted major fixed equipment or ceil-
ing-mounted surgical light fixtures shall have ceiling
heights to accommodate the equipment or fixtures and their
normal movement.

1226.9 INTERIOR FINISHES—FLOORS AND BASES.

1226.9.1 Floor finishes. Shall be smooth, water resistant
and durable. Upon written, appropriately documented
request, the enforcing agency may grant approval of the
installation of carpet.

1226.9.2 Bases. The materials and textures of bases and the
installation thereof shall be so as to minimize moisture infil-
tration. Wood bases are prohibited except in waiting areas
and administration departments.

1226.9.3 Bases/wet cleaning. Wall bases in operating
rooms, cast rooms and other areas which are frequently sub-
ject to wet-cleaning methods shall be made integral and
coved with the floor. Construction shall be without voids at
the intersection of floor and wall surfaces.

1226.10 WALL AND CEILINGS. For wall and ceiling finish
requirements, refer to Section 1224.4.11 and Table 1224.1.

1226.11 ELEVATORS.

1226.11.1 Cab requirements. Buildings over one story in
height with accommodations or services for patients on
floors without grade-level entrance shall provide at least
one elevator in compliance with Section 3002.4.

1226.11.2 Dimensions. Elevators used for the routine
transport of wheeled stretchers shall have minimum inside
platform dimensions of 5 feet by 8 feet (1524 mm by 2438
mm) and a minimum clear door opening of 3 feet 8 inches
(1118 mm).

1226.12 GARBAGE-SOLID WASTES AND TRASH STOR-
AGE.

1226.12.1 Enclosure. A lockable room or screened enclo-
sure of at least 25 square feet (2.32 m2) shall be provided for
the washing and cleaning of garbage containers and for the
storage of garbage, trash and other solid wastes. Such room
or screened enclosure shall include the following:

1226.12.1.1 Floor and curb. A concrete floor with a curb
and with a drain connected to the sewer.

1226.12.1.2 Water. Steam or hot water and cold water
supplies in accordance with the California Plumbing
Code.
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1226.12.1.3 Size. A minimum floor area of not less than
25 square feet (2.32 m2), the least dimension of which
shall be 4 feet (1219 mm). This amount of space may not
be required by the enforcing agency if there is proposed a
method of handling, storage, or cleaning of containers
which requires a lesser amount of space. Additional
space may be required by the enforcing agency when
special operations or collection and disposal methods
result in greater than usual accumulation of solid wastes.

1226.12.2 Compactors. Trash compactor systems shall
meet the drainage and wash-down requirements under Sec-
tion 1226.12.1, Items 1 and 2.

Exception: If a dumpster system is proposed, opera-
tional procedures for handling and storage must be spe-
cifically approved by the local health officials.

1226.13 LAUNDRY AND TRASH CHUTES. Gravity-type
laundry and trash chutes shall conform with Section
1224.4.16.

PRIMARY CARE CLINICS

1226.14 ABORTION SERVICES. Clinics with abortion ser-
vices shall provide, in addition to the basic clinic facilities:

1226.14.1 Postabortion recovery area. Shall have a mini-
mum area of 60 square feet (5.57 m2) per recovery bed, with
cubicle curtains for patient privacy.

1226.14.2 Storage. Space for the storage of patient clothing
and personal items.

1226.14.3 Counseling. A room or private area of at least 60
square feet (5.57 m2) for preabortion and postabortion
counseling.

1226.15 CLINICAL FACILITIES. Clinical facilities shall
include the following:

1226.15.1 Examination room. Shall have a minimum area
of 70 square feet (6.50 m2), the least dimension of which
shall be 7 feet (2134 mm), excluding such spaces as vesti-
bule, toilet room and work counter.

1226.15.2 Treatment room. If provided, shall have a mini-
mum area of 120 square feet (11.15 m2), the least dimension
of which shall be 10 feet (3048 mm), excluding such spaces
as vestibules and work counters.

Exception: Treatment rooms used for aspiration abor-
tion may be, as a minimum, sized as examination rooms.

1226.15.3 Handwashing fixtures. Examination and treat-
ment rooms, including those used for abortion, shall be
equipped with handwashing fixtures.

Exception: Examination and treatment rooms used for
routine examinations or where surgical procedures are
not performed may be equipped with fixtures having
wrist or elbow controls.

1226.15.4 Records. Space shall be designed for charting
and storage of clinical records.

1226.15.5 Drug distribution. A lockable drug distribution
station with space for a refrigerator.

1226.15.6 Utility room. A utility room which contains stor-
age, sinks, work counter, and separate clean and soiled

linen hampers. The room shall be designed for the separa-
tion of clean and dirty work areas. Separate clean and
soiled utility rooms may be designated.

BIRTHING CLINICS

1226.16 BIRTHING CLINICS. Birthing clinics shall accom-
modate the provisions of Sections 1226.17.4, 1226.17.5 and
1226.17.6, as well as the following:

1. A birthing room shall provide not less than 156 square
feet (14.49 m2), with a minimum dimension of 12 feet
(3658 mm) of usable floor space.

2. An adjoining toilet room with a nurses’call system and a
lavatory.

3. Direct access to a patient shower.

4. A handwashing fixture located within or directly outside
the room. If the fixture is located within the room, the fix-
ture may be screened or within openable casework.

5. A nurses’call system which will alert the nearest continu-
ally staffed nurses’ station.

6. Lighting capable of 1076 lux (100 footcandles) at work-
ing surfaces. Dimmer switches may be used.

7. Oxygen and suction capabilities, portable or piped.

8. Space for a crash cart.

9. Space for supplies and equipment, as well as separate
spaces for clean and soiled linen.

SPECIALTY CLINICS

1226.17 SURGICAL CLINICS.

1226.17.1 Operating rooms. Shall have a minimum floor
dimension of 15 feet (4572 mm) and shall contain not less
than 270 square feet (25.08 m2) of floor area and have provi-
sions for the following:

1. Clock and elapsed timer.

2. X-ray film illuminator.

1226.17.2 Cast rooms, fracture rooms and cystoscopic
rooms. If provided, shall have minimum floor area of 180
square feet (16.72 m2), no dimension of which shall be less
than 11 feet (3353 mm).

1226.17.3 Scrub sinks. A minimum of two scrub sinks shall
be provided in a surgical unit containing one operating
room. Four scrub sinks shall be provided in surgical units
containing two operating rooms. One additional scrub sink
shall be provided for each additional operating room.

1226.17.3.1 Clock. A direct-wired or battery-operated
clock or other equivalent timing device shall be visible
from the scrub-up sinks.

1226.17.4 Clean-up room. Each surgical unit shall provide
a clean-up room with a handwashing fixture and work space
which is separate from any surgical sterilizing facilities. The
clean-up room shall provide 24 square feet (2.23 m2) per
operating room up to eight operating rooms, with no dimen-
sions less than 6 feet (1829 mm). The clean-up room may be
the soiled work area of the central sterile supply.
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1226.17.5 Cart storage. Space for clean and soiled cart
storage shall be provided if a case cart supply system is pro-
posed.

1226.17.6 Housekeeping room. See Section 1224.4.15. The
housekeeping room shall serve no other areas.

1226.17.7 Lockers. Separate dressing rooms with lockers,
showers, lavatories and toilet(s) shall be provided for male
and female staff.

1226.17.8 Support spaces. A surgical supervisor’s station,
a sterile supply storage facility stretcher space and instru-
ment storage facilities shall be provided.

1226.17.9 Outpatient change area. A separate space shall
be provided where outpatients change from street clothing
and are prepared for surgery. This would include provisions
for clothing storage, toilet room(s), sink space for clothing
change and gowning area.

1226.17.10 Postanesthesia recovery. The postanesthesia
recovery unit shall be provided and contain the following
spaces:

1226.17.10.1 Size. Floor area of at least 70 square feet
(6.50 m2) per bed, exclusive of the spaces listed below in
Items 1226.17.10.2 and 1226.17.10.3.

1226.17.10.2 Nurses’ control area. Space for a nurses’
control desk, signal system annunciator, charting space,
lockable medicine cabinet , refr igerator and
handwashing fixture.

1226.17.10.3 Storage. Separate storage spaces of at
least 10 square feet (0.93 m2) for clean and soiled linen,
supplies and equipment.

1226.17.10.4 Medical air. Provisions for piped or porta-
ble oxygen and suction systems at each bed location.

1226.17.11 Central sterile supply. A central supply and
sterilizing area shall be provided. Rooms and spaces to pro-
vide for the following services and equipment:

1226.17.11.1 Soiled work area. A receiving and gross
cleaning area of at least 50 square feet (4.65 m2) which
shall contain work space and equipment for cleaning
medical and surgical equipment and for disposal of or
processing unclean material.

1226.17.11.2 Clean work area. A clean work area of at
least 50 square feet (4.65 m2) which shall contain space
and equipment for sterilizing medical and surgical
equipment and supplies.

1226.17.11.3 Separation. There shall be separation of
soiled or contaminated supplies and equipment and
clean work areas.

1226.17.11.4 Space for sterilizing equipment

1226.17.11.5 Supplies. Separate storage space for ster-
ile supplies and unsterile supplies.

1226.17.11.6 Sterilizers and autoclaves. All sterilizers
and autoclaves, except small instrument sterilizers
which emit steam exhaust, shall be vented to the outside
of the building. Such vents shall be independent from the
plumbing vent system.

1226.18 CHRONIC DIALYSIS CLINICS.

1226.18.1 Size. Provide a minimum of 100 square feet (9.29
m2) of floor space, inclusive of aisles, per bed or station.

1226.18.2 Nurses’ station. Shall be equipped with a cabi-
net, a desk, space for records, a telephone, and a specifically
designated and well-illuminated medicine storage com-
partment with a lockable door.

1226.18.3 Utility room. Shall provide for the separation of
clean and dirty work areas and shall include work counters
and cabinets.

1226.18.4 Waiting area.

1226.18.5 Conference room. Provide a private room or
office near or contiguous with the unit for conference space
for patients and staff.

1226.18.6 Storage. Provide space for supplies and equip-
ment.

1226.18.7 Contaminated material storage. Provide sepa-
rate secure storage for all contaminated materials.

1226.18.8 Equipment room. Provide an equipment room
sized to accommodate the pumps, central distribution
equipment and any other necessary equipment.

1226.18.9 Toilet room(s). Provide patient toilet room(s)
which are directly accessible and equipped with bedpan
flushing attachment(s).

1226.18.10 Staff facilities. Provide staff lockers and change
areas with toilet(s).

1226.18.11 Housekeeping room. Provide 15 square feet
(1.39 m2) with service sink and storage space.

1226.18.12 Clean and soiled linen. Provide separate clean
and soiled linen storage.

1226.18.13 Administration. Provide space for admitting,
business and administration areas.

1226.18.14 Home training. If provided within the unit,
shall contain 11.0 square feet (10.22 m2) of usable enclosed
floor space.

1226.18.15 Bloodborne infection isolation room. If pro-
vided, the room shall have a minimum of 100 square feet
(9.3 m3)  of clear floor space.

1226.18.16 Handwashing fixtures. At least one
handwashing fixture shall be provided for each of the fol-
lowing areas:

1. Nurses’ station which may also serve up to eight pa-
tient beds or stations.

2. Bloodborne infection isolation room.

3. Home training room.

4. Utility room.

5. One additional handwashing fixture for every eight
patients, or fraction thereof, not served by the nurses’
station fixture.

1226.19 REHABILITATION CLINICS. Rehabilitation clin-
ics shall meet the general requirements of Sections 1226.4
through 1226.13, as well as the following sections:
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1227.13 PHARMACEUTICAL SERVICE SPACE.

1227.13.1 Licensed pharmacy. A licensed pharmacy shall
be provided and shall comply with the provisions of Section
1250.

1227.13.1.1 Entrance and waiting. If the pharmacy dis-
penses directly to inmates from the correctional institu-
tion, an entrance and a waiting area separate from the
inpatient areas shall be provided.

1227.14 DIETETIC SERVICE SPACE.

1227.14.1 Dietetic service space. The dietetic service space
shall accommodate the provisions of Section 1225.5.

Exceptions:

1. The dietetic service in the correctional institution
is found acceptable to the licensing agency.

2. Contractual arrangement for dietetic services with
another health facility acceptable to the licensing
agency.

1227.15 OFFICES. Office spaces shall be provided for the
provisions of nursing, physician, psychiatric and psychologi-
cal services.

1227.15.1 Consultation/interviews. Consultation/inter-
view rooms shall be provided.

1227.15.2 Conference/group activities. Separate rooms or
spaces shall be provided for conferences and group activi-
ties.

Exception: If conference room or space is available to
the correctional treatment facility staff in the correc-
tional institution, this room or space need not be dupli-
cated.

1227.16 ADMINISTRATION SPACE.

1227.16.1 Administration. An administration area shall be
provided which shall provide for the following functions:

1. Waiting area.

2. Offices for the administrator and clerical personnel.

1227.16.2 Records. Spaces shall be provided which accom-
modate the following functions:

1. Work area for sorting and recording records, for ei-
ther paper or electronic media.

2. Secure storage area for medical records, for either
paper or electronic media.

1227.17 CENTRAL STERILE SUPPLY.

1227.17.1 Minimum requirements. A central supply and
sterilizing area shall be provided. Rooms and spaces shall
accommodate the following services and equipment:

1. Soiled work area. A receiving and gross cleaning area
which shall contain workspace and equipment for
cleaning medical and surgical equipment and for dis-
posal of or processing of soiled material.

2. Clean work area. A clean work area which shall con-
tain work space, and equipment for sterilizing medi-
cal and surgical equipment and supplies.

3. Sterilizing space.

Exception: Items 1-3 do not apply to facilities with
contractual arrangements for outside autoclaving
and sterilizing services.

4. Storage. Space for sterile supplies and unsterile sup-
plies.

1227.17.2 Sterilizers and autoclaves. All sterilizers and
autoclaves which emit steam exhaust shall be vented to the
outside of the building. Such vents shall be independent
from the plumbing vent system.

Exception: Small instrument sterilizers.

1227.18 STORAGE.

1227.18.1 General storage. Hospitals shall provide com-
bined general and specialized storage space in accordance
with the following:

1-10 beds 120 square feet (11.15 m2)
minimum

11-100 beds 12 square feet (1.11 m2)
per bed

over 100 beds 1,200 square feet
(111.48 m2) plus 5
square feet (0.46 m2) per bed
for each bed over 100

1227.18.2 Specialized storage. Specialized storage spaces
shall include the following:

1. Linen. Separate and enclosed facilities for clean and
soiled linen in each nursing unit. The clean linen stor-
age space shall have a minimum area of 10 square
feet (0.93 m2) and may be within the clean utility
room. The soiled linen collection space shall have an
area of no less than 10 square feet (0.93 m2), and may
be within the soiled utility room.

2. Supply. One supply storage space having a minimum
area of 15 square feet (1.39 m2) shall be provided in
each nursing unit. Supply storage may be within the
clean utility room used only as part of a system for dis-
tributing clean and sterile supplies.

3. Wheelchairs. A room or space shall be provided in
each nursing unit for wheelchairs and stretchers. The
wheelchair and stretcher space shall have a minimum
area of 15 square feet (1.39 m2).

4. Storage. Sterile and unsterile supplies shall be stored
separately.

1227.19 EMPLOYEE DRESSING ROOMS AND LOCK-
ERS.

1227.19.1 Minimum facilities. Correctional Treatment
Centers shall provide the following:

1. Dressing rooms. Separate dressing rooms for male
and female personnel with lockers, lavatory and toi-
let(s).

Exception: If provided for the Correctional Treat-
ment Center staff in adjacent correctional institu-
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tions, dressing rooms and lockers need not be
duplicated.

1227.20 HOUSEKEEPING ROOM.

1227.20.1 A securely lockable housekeeping room with ser-
vice sink and supply storage spaces shall be provided in
each nursing unit.

OPTIONAL SERVICES

1227.21 SERVICE SPACES. Service spaces, such as labora-
tory, radiology and any other services approved by the licens-
ing agency, shall comply with the applicable space
requirements of Sections 1224 and 1225. Service spaces shall
also comply with applicable provisions of the California Build-
ing Standards Administrative Code (Part 1).

1227.22 OUTPATIENT SERVICES. The following shall be
provided or made available to a outpatient service space.

1227.22.1 Waiting. Waiting area(s) shall be provided with
access to toilet room facilities and a drinking fountain both
meeting the requirements of Sections 1231.3.1, 1231.3.2
and 1231.3.3.

1227.22.1.1 Holding cell. If a temporary holding cell or
room is used for this purpose, it shall comply with Sec-
tion 1231.2.2.

Exception: The minimum floor area shall be 80
square feet (7.43 m2).

1227.23 24-HOUR MENTAL HEALTH CARE SERVICES.

1227.23.1 Program/dining space. Provide within the Cor-
rectional Treatment Center for use by mental health treat-
ment program patients, as is consistent with security
requirements. Program/dining space shall be provided with
a minimum floor area of 30 square feet (2.79 m2) per patient
served at a given time.

1227.23.2 Mental health treatment. Correctional Treat-
ment Centers providing a mental health treatment program
shall include one safety room for every 30 mental health
treatment program beds or fraction thereof, and one obser-
vation room providing direct observation of every portion of
the room for every 15 mental health beds or fraction thereof.
At least one safety room and one observation room shall be
provided.

1227.23.3 Safety rooms. Safety rooms shall be constructed
so as to provide video camera observation capability. Safety
rooms shall comply with the design criteria requirements of
Section 1231.2.5 for a safety cell.

SECTION 1228
Reserved

SECTION 1229
Reserved

SECTION 1230 [CSA]
MINIMUM STANDARDS FOR JUVENILE FACILITIES
1230.1 Design criteria for required spaces.

1230.1.1 Reception/intake admission. In each juvenile
hall, space used for the reception of minors pending admis-
sion to juvenile hall shall have the following space and
equipment:

1. Weapons lockers as specified in Section 1230.2.9;

2. A secure room for the confinement of minors pending
admission to juvenile hall as specified in Section
1230.1.2;

In each juvenile hall, camp and ranch, space used
for the reception of minors pending admission to
these facilities shall have the following space and
equipment:

3. Access to a shower;

4. A secure vault or storage space for minors, valuables;

5. Telephones accessible to minors; and

6. Access to hot and cold running water for staff use.

1230.1.2 Locked holding room. A locked holding room
shall:

1. Contain a minimum of 15 square feet (1.4 m2) of floor
area per minor;

2. Provide no less than 45 square feet (4.2 m2) of floor
space and have a clear ceiling height of 8 feet (2438
mm) or more;

3. Contain seating to accommodate all minors as speci-
fied in Section 1230.2.8;

4. Have access to a toilet, wash basin and drinking foun-
tain as specified in Section 1230.2; and

5. Maximize visual supervision of minors by staff.

1230.1.3 Natural light. Visual access to natural light shall
be provided in locked sleeping rooms, single occupancy
sleeping rooms, double occupancy sleeping rooms, dormi-
tories and day rooms. Natural light may be provided by, but
is not limited to, skylights or windows in dayrooms, win-
dows in adjacent exterior exercise areas, and in sleeping
rooms and/or dormitories.

1230.1.4 Corridors. Corridors in living units shall be at
least 8 feet (2438 mm) wide.

Exception: Where room doors are staggered, or if rooms
are located on only one side, hallways shall be at least 6
feet (1829 mm) wide.

1230.1.5 Living unit. A living unit shall be a self-contained
unit containing locked sleeping rooms, single and double
occupancy sleeping rooms, or dormitories, dayroom space,
toilet, wash basins, drinking fountains and showers
commensurate to the number of minors housed. A living unit
shall not be divided by any permanent or temporary barrier
that hinders direct access, supervision or immediate inter-
vention or other action if needed. In juvenile halls, the num-
ber of minors housed in a living unit shall not exceed 30.

1230.1.6 Locked sleeping rooms. Locked sleeping rooms
shall be equipped with an individual or combination toilet,
wash basin and drinking fountain unless a procedure is in
effect to give the minor access to a toilet, wash basin and
drinking fountain.
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1230.1.7 Single occupancy sleeping rooms. Single occu-
pancy sleeping rooms shall provide the following:

1. A minimum of 63 square feet (5.9 m2) of floor area;

2. A minimum clear ceiling height of 8 feet (2438 mm);
and,

3. The door into this room shall be provided with a view
panel, a maximum of 144 square inches (92,903
mm2), constructed of security glazing.

1230.1.8 Double occupancy sleeping rooms. Double
occupancy sleeping rooms shall provide the following:

1. A minimum of 100 square feet (9.3 m2) of floor area;

2. A minimum clear ceiling height of 8 feet (2438 mm)
and a minimum width of 7 feet (2134 mm); and,

3. The door into this room shall be provided with a
panel, a maximum of 144 square inches (92,903
mm2), constructed of security glazing.

1230.1.9 Dormitories. Dormitories shall provide the fol-
lowing:

1. A minimum of 50 square feet (4.6 m2) of floor area per
minor with the minimum size of a dormitory being 200
square feet (18.6 m2) of floor area and a minimum
8-foot (2438 mm) clear ceiling height;

2. Designed for no fewer than four minors;
3. Dormitories for detained minors in juvenile halls

shall be designed for no more than 30 minors;
4. Camps shall conform to Items 1 and 2.

1230.1.10 Dayrooms. Dayrooms shall contain 35 square
feet (3.3 m2) of floor area per minor. Access must be pro-
vided to toilets, wash basins, drinking fountains and show-
ers as specified in Section 1230.2.

1230.1.11 Physical activity and recreation areas. Indoor /
outdoor physical activity and recreation areas shall be
designed as follows:

1.
Facility Capacity Minimum Indoor/Outdoor Recreation Space

40 or less 9,000 square feet (836 m2)

41 to 274
225 square feet (21 m2) per minor up to
61,650 square feet (5727 m2)

275 or more

61,650 square feet (5727 m2), plus 145
square feet (13.47 m2) for each minor
beyond 274 [up to a maximum of 87,120
square feet (8093 m2)]

1.1. At least one quarter of the dedicated indoor/out-
door space shall be a paved or like surface.

1.2. The required recreation area shall contain no
single dimension less than 40 feet (12.2 m).

2. A portion of the dedicated space for physical activity
and recreation shall be out-of-doors and be of suffi-
cient size and equipped in such a manner to allow
compliance with Title 15, Section 1371, which re-
quires at least one hour per day of outdoor activity for
each detained minor.

3. Lighting of outdoor recreation areas shall be pro-
vided to allow for evening activities and to provide se-
curity.

4. Access must be provided to a toilet, wash basin and
drinking fountain as specified in Section 1230.2.

1230.1.12 Academic classrooms. There shall be dedicated
classroom space for every juvenile in every facility. The pri-
mary purpose for the academic classroom shall be for edu-
cation. Each academic classroom shall contain a minimum
of 160 square feet (14.9 m2) of floor space for the teachers’
desk and work area and a minimum of 28 square feet (2.6
m2) of floor space per minor. A communication system shall
be provided in each classroom to allow for immediate
response to emergencies. The classroom shall be designed
for a maximum of 20 minors.

1230.1.13 Safety room. A safety room shall:

1. Contain a minimum of 63 square feet (5.9 m2) of floor
area and a minimum clear ceiling height of 8 feet
(2438 mm);

2. Be limited to one minor;

3. Be padded as specified in Section 1230.2.7;

4. Provide one or more vertical view panels constructed
of security glazing. These view panels shall be no
more than 4 inches (102 mm) wide nor less than 24
inches (610 mm) long, which shall provide a view of
the entire room;

5. Provide an audio monitoring system as specified in
Section 1230.1.22;

6. Provide access to a toilet, wash basin and drinking
fountain outside the room as specified in Section
1230.2; and

7. Be equipped with a variable intensity, security-type
lighting fixture with controls located outside the
room.

8. Any wall or ceiling-mounted devices must be de-
signed to prohibit access to the minor occupant.

1230.1.14 Medical examination room. There must be a
minimum of one suitably equipped medical examination
room in every juvenile facility. Medical examination rooms
shall provide the following:

1. Space for carrying out routine medical examinations
and emergency care and used for no other purpose;

2. Privacy for minors;

3. Lockable storage space for medical supplies;

4. Not less than 144 square feet (13.4m2) of floor space
with no single dimension less than 7 feet (2134 mm);

5. Hot and cold running water; and

6. Smooth, nonporous, washable surfaces.

1230.1.15 Pharmaceutical storage. Provide lockable stor-
age space for medical supplies and pharmaceutical prepa-
rations as specified by Title 15, Section 1438.

1230.1.16 Dining areas. Dining areas in juvenile facilities
shall contain a minimum of 15 square feet (1.4 m2) of floor
space and sufficient tables and seating for each person
being fed. Persons being fed include minors, staff and visi-
tors. Dining areas shall not contain toilets or showers in the
same room without appropriate visual barrier.
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TABLE 1230A
REQUIRED SPACES AND EQUIPMENT IN JUVENILE FACILITIES

SECTION NUMBER REGULATION HALLS CAMPS SPJH

1230.1.1 Reception/intake admission X

1230.1.2 Locked holding rooms X X1

1230.1.3 Natural light X X X

1230.1.4 Corridors X1 X1 X1

1230.1.5 Living units X

1230.1.6 Locked sleeping rooms X1 X1 X1

1230.1.7 Single occupancy sleeping rooms X1 X1 X1

1230.1.8
Double occupancy sleeping
rooms

X1 X1 X1

1230.1.9 Dormitories X1 X1 X1

1230.1.10 Day rooms X X X

1230.1.11
Physical activity and recreation
areas

X X

1230.1.12 Academic classrooms X X

1230.1.13 Safety rooms X1

1230.1.14 Medical examination rooms X X

1230.1.15 Pharmaceutical storage X X X

1230.1.16 Dining areas X X

1230.1.17 Visiting space X X X

1230.1.18 Institutional storage X X X

1230.1.19 Personal storage X X X

1230.1.20 Safety equipment storage X X X

1230.1.21 Janitorial closet X X X

1230.1.22 Audio monitoring system X X1 X

1230.1.23 Emergency power X X X

1230.1.24 Confidential interview rooms X X X

1230.1.25 Special-purpose juvenile halls X

1230.1.26 Court holding rooms for minors* X1

1230.2.1 Toilets/urinals X X X

1230.2.2 Wash basins X X X

1230.2.3 Drinking fountains X X X

1230.2.4 Showers X X X

1230.2.5 Beds X X X

1230.2.6 Lighting X X X

1230.2.7 Padding X1

1230.2.8 Seating X X X

1230.2.9 Weapons lockers X X1 X

Key: Halls = Juvenile halls.
Camps = Camps, ranches, forestry camps or boot camps.
SPJH = Special-purpose juvenile halls.
* = For minors in jail, minors in temporary custody in a law enforcement facility and minors in court holding facilities, see Sections 1520, 1540 and 1560

of Title 15, respectively.
X = Regulation is applicable for all juvenile facilities.
X1 = Regulation is applicable for halls, camps and special-purpose juvenile halls dependent on operational characteristics of the facility.



1230.1.17 Visiting space. Space shall be provided in all
juvenile facilities for visiting.

1230.1.18 Institutional storage. One or more storage
rooms shall be provided to accommodate a minimum of 80
cubic feet (2.3 m3) of storage space per minor. Items to be
stored shall be institutional clothing, bedding, supplies and
activity equipment.

1230.1.19 Personal storage. Each minor in a juvenile facil-
ity shall be provided with a minimum of 9 cubic feet (0.25
m3) of secure storage space for personal clothing and
belongings.

1230.1.20 Safety equipment storage. In all juvenile facili-
ties, a secure area shall be provided for the storage of safety
equipment, such as fire extinguishers, self-contained
breathing apparatus, wire and bar cutters, emergency
lights, etc.

1230.1.21 Janitorial closet. In all juvenile facilities, at least
one securely lockable janitorial closet, containing a mop
sink and sufficient area for the storage of cleaning imple-
ments, must be provided within the security area of the facil-
ity.

1230.1.22 Audio monitoring system. In safety rooms,
locked holding rooms, locked sleeping rooms, single and
double occupancy rooms and dormitories, there must be an
audio monitoring system capable of actuation by the minor
that alerts personnel.

1230.1.23 Emergency power. There shall be a source of
emergency power in all juvenile facilities capable of provid-
ing minimal lighting in all living units, activities areas, cor-
ridors, stairs, and central control points, and to maintain
fire and life safety, security, communications and alarm sys-
tems. Such an emergency power source shall conform to the
requirements specified in Title, 24, Part 3, Article 700, Cali-
fornia Electrical Code, California Code of Regulations.

1230.1.24 Confidential interview room. Confidential inter-
view rooms shall contain a minimum of 60 square feet (5.6
m2) of floor area. In juvenile halls there shall be a minimum
of one suitably furnished interview room for each 30 minors.
In camps there shall be a minimum of one suitably furnished
interview room for each facility. This interview room shall
provide for confidential consultations with minors.

1230.1.25 Special-purpose juvenile halls. Special-purpose
juvenile halls and intensive supervision units located in
camps and ranches shall conform to all minimum standards
for juvenile facilities contained in this section with the fol-
lowing exceptions:

1. Physical activity and recreation areas as specified in
Section 1230.1.11;

2. Academic classrooms as specified in Section
1230.1.12;

3. Medical examination room as specified in Section
1230.1.14; and,

4. Dining areas as specified in Section 1230.1.16.
If intensive supervision units are used for disciplin-

ary purposes, the requirements of Title 15, Section
1391, Disciplinary Process shall apply.

1230.1.26 Court holding room for minors. A court holding
room shall:

1. Contain a minimum of 10 square feet (0.93 m2) of
floor area per minor;

2. Be limited to no more than 16 minors;

3. Provide no less than 40 square feet (3.7 m2) of floor
area and have clear ceiling height of 8 feet (2438 mm)
or more;

4. Contain seating to accommodate all minors as speci-
fied in Section 1230.2.8;

5. Contain a toilet, wash basin and drinking fountain as
specified in Section 1230.2; and,

6. Maximize visual supervision of minors by staff.

1230.1.27 Program and activity areas. Camp and ranch
facilities shall include adequate space for specific programs
in addition to recreation and exercise areas.

1230.2 Design criteria for furnishings and equipment.

1230.2.1 Toilet/urinals. In living units, toilets must be
available in a ratio to minors as follows:

1. Juvenile halls 1:6;
2. Camps 1:10; and
3. Locked holding rooms 1:8:

One toilet and one urinal may be substituted for every
15 males.

Note: Toilet areas shall provide privacy for the minor
without mitigating staff’s ability to supervise.

1230.2.2 Wash basins. In living units, wash basins must be
available in a ratio to minors as follows:

1. Juvenile halls 1:6;
2. Camps 1:10; and
3. Locked holding rooms 1:8:

Wash basins must be provided with hot and cold or
tempered water.

1230.2.3 Drinking fountains. In living areas and indoor
and outdoor recreation areas, drinking fountains must be
accessible to minors and to staff.

1. The drinking fountain bubbler shall be on an angle
which prevents waste water from flowing over the
drinking bubbler; and,

2. The water flow shall be actuated by a mechanical
means.

1230.2.4 Showers. In living units, showers shall be avail-
able to all minors on a ratio of at least one shower or bath-
tub to every six minors. Showers shall be provided with
tempered water.

Note: Shower areas shall provide privacy for the minor
without mitigating staff's ability to supervise.

1230.2.5 Beds. Beds shall be at least 30 inches (762 mm)
wide and 76 inches (1930 mm) long and be of the pan bot-
tom type or constructed of concrete. Beds shall be at least 12
inches (305 mm) off the floor and spaced no less than 36
inches (914 mm) apart.

1230.2.6 Lighting. Lighting in locked sleeping rooms, sin-
gle occupancy rooms, double occupancy rooms, dormito-
ries, day rooms and activity areas shall provide not less than
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20 footcandles (216 lux) of illumination at desk level. Night
lighting is required in these areas to provide good visibility
for supervision and be conducive to sleep.

1230.2.7 Padding. In safety rooms, padding shall cover the
entire floor, door, walls and everything on the walls to a
clear height of 8 feet (2438 mm). Benches or platforms are
not to be placed on the floor of this room.

All padded rooms must be equipped with a tamper-resis-
tant fire sprinkler as approved by the State Fire Marshal. All
padding must be:

1. Approved for use by the State Fire Marshal;

2. Nonporous to facilitate cleaning;

3. At least 1/2 inch (12.7 mm) thick;

4. Of a unitary or laminated construction to prevent its
destruction by teeth, hand tearing or small metal ob-
jects;

5. Firmly bonded to all padded surfaces to prevent tear-
ing or ripping; and,

6. Without any exposed seams susceptible to tearing or
ripping.

1230.2.8 Seating. Seating shall be designed to the level of
secu rity. When bench seating is used, 18 inches (457 mm) of
bench is seating for one person.

1230.2.9 Weapons lockers. Weapons lockers are required in
all secure juvenile facilities and shall be located outside the
security perimeter of the facility. Personnel shall not bring
any weapon into the security area. Weapons lockers shall be
equipped with individual compartments, each with an indi-
vidual locking device.

1230.2.10 Security glazing. Security glazing shall comply
with the minimum requirements of one of the following test
standards: American Society for Testing and Materials,
ASTM F 1233-98, Class III glass, or ; California Depart-
ment of Corrections, CDC 860-94d, Class C glass or; H.P.
White Laboratory, Inc., HPW-TP-0500.02, Forced Entry
Level III.

SECTION 1231 [CSA]
LOCAL DETENTION

1231.1 Definitions.

CORRECTIONS STANDARDS AUTHORITY means the
State Corrections Standards Authority, which acts by and
through its executive officer, deputy directors and field repre-
sentatives.

LIVING AREAS means those areas of a facility utilized for the
day-to-day housing and activities of inmates. These areas do
not include special-use cells such as sobering, safety and hold-
ing or staging cells normally located in receiving areas.

LOCAL DETENTION FACILITY is any city, county, city and
county, or regional jail, camp, court holding facility or other
correctional facility, whether publicly or privately operated,
and court holding facility used for the confinement of adults or
of both adults and minors, but does not include that portion of a
facility for the confinement of both adults and minors which is

devoted only to the confinement of minors. The types of local
detention facilities are as follows:

Court holding facility means a local detention facility con-
structed within a court building after January 1, 1978, used
for the confinement of persons solely for the purpose of a
court appearance for a period not to exceed 12 hours.

Temporary holding facility means a local detention facility
constructed after January 1, 1978, used for the confinement
of persons for 24 hours or less pending release, transfer to
another facility or appearance in court.

Type I facility means a local detention facility used for the
detention of persons usually pending arraignment for not
more than 96 hours, excluding holidays, after booking. Such
a Type I facility may also detain persons on court order
either for their own safe-keeping or sentenced to a city jail
as an inmate worker, and may house inmate workers sen-
tenced to the county jail provided such placement in the
facility is made on a voluntary basis on the part of the
inmate. As used in this section, an inmate worker is defined
as a person assigned to perform designated tasks outside of
his or her cell or dormitory, pursuant to the written policy of
the facility, for a minimum of four hours each day on a
five-day scheduled work week.

TYPE II FACILITY means a local detention facility used for
the detention of persons pending arraignment, after arraign-
ment, during trial and upon a sentence of commitment.

TYPE III FACILITY means a local detention facility used only
for the detention of convicted and sentenced persons.

TYPE IV FACILITY means a local detention facility or por-
tion thereof designated for the housing of inmates eligible,
under Penal Code Section 1208, for work/education furlough
and/or other programs involving inmate access into the com-
munity.

RATED CAPACITY means the number of inmate occupants
for which a facility's single-and double-occupancy cells or
dormitories, except those dedicated for medical or disciplinary
isolation housing, were planned and designed in conformity to
the standards and requirements contained herein and in Title
15, C.C.R.

1231.2 Design criteria for required spaces.

1231.2.1 Reception and booking. Facilities where booking
and housing occur shall have the following space and
equipment:

1. Weapons locker as specified in Section 1231.3.12.

2. A cell or room for the confinement of inmates pending
their booking, complying with Section 1231.2.2.

3. A sobering cell as described in Section 1231.2.4 if
intoxicated, inmates who may pose a danger to them-
selves or others are held. For those facilities that ac-
cept male and female intoxicated inmates two
sobering cells shall be provided.

4. Access to a shower within the secure portion of the fa-
cility.

5. Provide access to a secure vault or storage space for
inmate valuables.
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FIREPLACES, FACTORY-BUILT. . . . . . . . . . 2111.13.1
FIREPLACES, MASONRY . . . . . . . . . . . . . . . . . 2102.1

Combustibles . . . . . . . . . . . . . . . . . . . . . . . . 2111.11
General provisions . . . . . . . . . . . . . . . . . . . . . . . 2111
Hearth extension . . . . . . . . . . . . . . . 2111.9, 2111.10
Steel units . . . . . . . . . . . . . . . . . . . . . . . . . . 2111.5.1

FIREWORKS. . . . . . . . . . . . . . . . . . . . . . . . . . . . . 307.3
FIXED GUIDEWAY TRANSIST

SYSTEMS . . . . . . . . . . . . . . . . . . . . . . . . . 303.2, 433
Fire alarm and communication systems . . . 907.2.26

FIXED OR BUILT-IN SEATING, TABLES,
AND COUNTERS. . . . . . . . . . . . . . . . . . . . . . . 1122B

FLAMESPREAD . . . . . . . . . . . . . . . . . 802, Table 803.5
FLAMMABLE AND

COMBUSTIBLE LIQUIDS . . . . . . . . . . . . . . . 415.6.2
FLAMMABLE FINISHES . . . . . . . . . . . . . . . . . . . . . 416

Fire protection . . . . . . . . . . . . . . . . . . . . . . . . . . 416.4
FLAMMABLE SOLIDS . . . . . . . . . . . . . . . 307.5, 415.1
FLASHING . . . . . . . . . . . . . 1503.2, 1507.3.9, 1507.5.6,

1507.7.6, 1507.8.7, 1507.9.8, 1510.6
Roof. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1503.2
Wall, veneer . . . . . . . . . . . . . . . . . 1405.3, 1405.11.7

FLOOD-RESISTANT CONSTRUCTION
Elevation certificate . . . . . . . . . . . . . . . . . . . . 109.3.3
Existing . . . . . . . . . . . . . . 3403.1, 3407.2, 3410.2.4.1
Flood loads . . 1602.1, 1603.1, 1612, 3001.2, 3102.7
Flood resistance. . . . . . . . . . . . . . . . . 1403.5, 1403.6
Flood resistant construction . . . . . . . . . . Appendix G
Grading and fill . . . . . . . . . . . . . . . 1803.4, 1807.1.2.1
Interior finishes. . . . . . . . . . . . . . . . . . . . . . . . 801.1.3
Site plan . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .106.2
Ventilation, under floor . . . . . . . . . . . . . . . . . 1203.3.2

FLOOR/CEILING (see FLOOR CONSTRUCTION)
FLOOR CONSTRUCTION (see FLOOR

CONSTRUCTION, WOOD)
Draft stopping . . . . . . . . . . . . . . . . . . . . . . . . . . 717.3
Fire resistance . . . . . . . . . . . . . . . . . . . . . . . . . . . 711
Live loads . . . . . . . . . . . . . . . . . . . . . . 1607.3, 1607.4
Materials. . . . . . . . . . . . . . . . . . . . . . . . . . . Chapter 6
Penetration of fire-resistant assemblies . . 711.5, 712

FLOOR CONSTRUCTION, WOOD
Beams and girders. . . . . . . . . . . 2304.11.2.4, 2308.7
Bridging/blocking . . . . . . . . . . . . 2308.8.5, 2308.10.6
Diaphragms. . . . . . . . . . . . . . . . . . . . . . . . . . . 2305.2
Fastening schedule . . . . . . . . . . . . . . . . . . . 2304.9.1
Framing . . . . . . . . . . . . . . . . . . . . . . . 602.4.2, 2304.4
Joists . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2308.8
Sheathing . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2304.7

FLOOR COVERING. . . . . . . . . . . . . . . . . . 804.1, 804.2
FLOOR FINISH, INTERIOR . . . . . . . . . . . . . . . . . . . 804
FLOOR LEVEL AT DOORS . . . . . . . . . . . . . . 1008.1.4

FLOOR LOADS
Construction documents . . . . . . . . . . . . . . . 1603.1.1
Live . . . . . . . . . . . . . . . . . . . . . . . . . . 1607.3, 1607.4
Posting . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1603.3

FLOORS AND LEVELS . . . . . . . . . . . . . . . . . . . 1120B
FLOOR OPENING PROTECTION

(see VERTICAL OPENING PROTECTION)
FOAM PLASTICS . . . . . . . . . . . . . . . . . . . . . . 402.15.5

Attics . . . . . . . . . . . . . . . . . . . . . . 719.3.1, 2603.4.1.6
Cold storage . . . . . . . . . . . . . . . . . . . . . . . 2603.4.1.2
Concealed . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .603
Crawl space . . . . . . . . . . . . . . . . . . . . . . . 2603.4.1.6
Density mall signs . . . . . . . . . . . . . . . . . . . 402.15.5.1
Doors. . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2603.4.1.7
Exterior walls of multistory buildings. . . . . . . . 2603.5
Interior finish . . . . . . . . . . . . . . 801.2.2, 2603.9, 2604
Label/identification . . . . . . . . . . . . . . . . . . . . . 2603.2
Roofing . . . . . . . . . . . . . . . . . . . . . . . . . . . 2603.4.1.5
Siding backer board . . . . . . . . . . . . . . . . 2603.4.1.10
Stages and platform scenery . . . . . . . . . . . . . 410.3.6
Surface burning characteristics . . . . . . . . . . . 2603.3
Thermal barrier requirements . . . . . 2303.4, 2603.5.2
Thickness . . . . . . . . . . . . . . . . . . . . . . . . . 402.15.5.2
Trim . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 806.3, 2604
Walk-in coolers . . . . . . . . . . . . . . . . . . . . . 2603.4.1.3

FOLDING AND TELESCOPIC SEATING . . . . 1025.1.1
Accessibility. . . . . . . . . . . . . . . . . . 1104B.3, 1104B.4
Egress . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1025.1.1
Footboards . . . . . . . . . . . . . . . . . . . . . . . . . . 1025.1.1
Occupant load. . . . . . . . . . . . . . . . . . . . . . . . . 1004.7

FOOD COURT . . . . . . . . . . . . . . . . . . . . . . . . . . . 402.2
Occupant load. . . . . . . . . . . . . . . . . . . . . . . 402.4.1.4

FOOTBOARDS . . . . . . . . . . . . . . . . 402.4.1.4, 1025.1.1
FOOTINGS AND FOUNDATIONS . . . . . . . . . . . . . 1805
FORMWORK, CONCRETE . . . . . . . . . . . . . . . . . . 1906
FOUNDATION

Basement wall loads . . . . . . . . . . . . . . . . . . . . . 1610
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HISTORY NOTE APPENDIX
CALIFORNIA BUILDING CODE

Title 24, Part 2, California Code of Regulations (CCR)

For prior history, see the History Note Appendix to the Cali-
fornia Building Code, 2001 Triennial Edition effective Novem-
ber 1, 2002.

1. (BSC 01/06, BSC 06/06, DSA-AC 01/06, DSA-AC 02/06,
DSA-SS 01/06, DSA-SS 02/06, HCD 04/06, OSHPD
02/06, OSHPD 03/06, OSHPD 04/06, SFM 05/06)
Adoption by reference of the 2006 International Building
Code with necessary state amendments and repeal of the
1997 edition of the Uniform Building Code. Filed with the
Secretary of State on February 15, 2007 and effective on
January 1, 2008.

2. (SFM EF 02/07) Amend Chapter 7A, Section 701A.3.2 to
clarify the dates established for State Responsibility Areas
as January 1, 2008 and Local Agency Very-High Fire
Hazard Severity Zones as July 1, 2008 filed with Secretary
of State on September 27, 2007, effective January 1, 2008.

3. Erratum to correct editorial errors in Chapter 1, Section
108.2.1.3. Chapter 1, Section 109.1.2.1. Chapter 2,
Definitions - Matrix Adoption Table correction. Chapter 4,
Section 430 - Article reference change. Chapter 5, Table
503. Chapter 5, Section 507.3. Chapter 11A, Section
1110A.2. Chapter 11A, Figure 11A-9D and 11A-9E out of
order. Chapter 11A, Section 1121B.3.1 (8) (a), Chapter
11A, Section 1124A.3.2.1. Chapter 11A, Section 1143A.4.
Chapter 11B, Section 1111B, 1115B.3, 1129B.4,
1133B.4.5.3, 1133B.7.1.3 and Figure 11B-11. Chapter 12,
Matrix Adoption Table. Chapter 12, Section 1250.1 and
1250.4. Chapter 15, Section 1511.1. Chapter 16A, Section
1614A.1.13. Chapter 17A, Section 1714A.5.2. Chapter 18,
Matrix Adoption Tables. Chapter 29, Fixture Table 2902.1.
Chapter 31, Section 3109.4.4.2 through 3109.4.4.8.
Chapter 31A - Clarify reference to Title 8 for provisions.
Chapter 35, NFPA 13-02. Appendix Chapter 1, Section
101.4.2, 101.4.5, 102.6 and 103.3.

4. (OSHPD EF 01/07) Amend Chapters 16A, 17A, 18A, 22A,
34 and 34 A to incorporate theASCE 41-06, Seismic
Rehabilitation of Existing Buildings as a referenced
standard. Repeal FEMA 356, relocate necessary
amendments of FEMA 356 into the ASCE 41-06. Amend
by adopting the PTI-2004-4th edition. Incorporation of an
advisory issued by AISG to require Steel Concentric Braced
Frame (SCBF) based on Hollow Structural Steel Sections
(HSS).

5. (SFM EF 01-08) Amend Title 24, Part 2, Chapters 2, 4, 7, 9
and 27. Approved as an emergency by the California
Building Standards Commission on May 21, 2008. Filed
with the Secretary of State on May 23, 2008.

6. (DSA-AC EF 01-08) Amend Title 24, Part 2, Chapter 11B,
Figure 11B-18A, 11B-18-B and 11B-18C, Accessible
Parking Stalls. Approved as an emergency by the Califor-
nia Building Standards Commission on May 21, 2008.
Filed with the Secretary of State on June 4, 2008, effective
July 1, 2008.

7. (SFM 01-08, 02-08, 03-08, 04-08) Changes without regu-
latory effect to Sections 310, 445, 704, 903 and 1011. Filed
with the Secretary of State on July 14, 2008.

8. (BSC P 01/08, HCD 02/07, OSHPD 02/07, OSHPD 03/07,
SFM 01/07, DSA/AC 01/07, DSA/AC EF 01/08)
Amended California Building Code Vol. 1 & 2, California
Chapter 1, Chapters 2, 3, 4, 5, 6, 7, 7A, 8, 9, 10, 11A, 11B,
11C, 12, 16, 16A, 17, 19A, 21A, 23, 27, 30, 31A, 34, 35, and
Appendix Ch. 1, filed with the Secretary of State on Sep-
tember 12, 2008 and effective August 1, 2009. Errata
changes to Index for CBC, California Chapter 1, Chapters
3, 4, 7, 9, 10, 16A, 17, 31A, and 34.

9. (CSA 01/06) Amend Chapter 12 (formerly known as
Chapter 4A, Section 460A) to add new language to Sec-
tions 1230.1.1, 1230.1.5 and 1230.1.10. Approved by the
California Building Standards Commission on July 17,
2008. Filed with the Secretary of State on October 21,
2008 and effective 180 days after publication.

10. (SFM EF 01-08) Amend Title 24, Part 2, Chapters 2, 4, 7,9
and 27. Re-approved as an emergency by the California
Building Standards Commission on September 11, 2008.
Approved as permanent by the California Building Stan-
dards Commission on October 27, 2008. Filed with the
Secretary of State on November 3, 2008.
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